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		  Datasheet File OCR Text:


		  dash number* impedance @ 100 mhz (ohms) ?5% dc resistance (ohms) max current rating maximum (ma) small size utilizing a monolithic ferrite structure which results in excellent magnetic shielding. operating temperature range    55? to +125? terminations   suitable for ?w & re?w soldering application. current rating   the current at which the impedance will change by a maximum of ?5%. note   ? test frequency for emi1206-1500 = 50 mhz *** test frequency for emi1206-2000 = 30 mhz additional values available -  contact factory for your application *complete part # must include series # plus the dash # for further surface ?ish information, refer to technical section of this catalog. series emi0603 -60 -68 -80 -120 -220 -300 -450 -600 -750 -1000 series emi0805 -11 -40 -90 -120 -150 -220 -300 -400 -600 -1000 -1500 -2000 series emi1206 -31 -50 -70 -90 -120 -150 -200 -300 -600 -800 -1000 -1200 -1500 ? -2000*** series emi1210 -60 series emi1806 -80 -105 -150 series emi1812 -125 physical parameters and packaging emi0603 emi0805 emi1206 emi1210 emi1806 emi1812 dimensions l - inches 0.063?.006 0.079?.008 0.126?.008 0.126?.008 0.177?.010 0.177?.010 (mm) (1.6?.15) (2.0?.2) (3.2?.2) (3.2?.2) (4.5?.25) (4.5?.25) w - inches 0.031?.006 0.049?.008 0.063?.008 0.098?.008 0.063?.008 0.126?.010 (mm) (0.8?.15) (1.25?.2) (1.6?.2) (2.5?.2) (1.6?.2) (3.2?.25) t - inches 0.031?.006 0.035?.008 0.043?.008 0.051?.008 0.063?.008 0.059?.010 (mm) (0.8?.15) (0.9?.2) (1.1?.2) (1.3?.2) (1.6?.2) (1.5?.25) a - inches 0.012?.008 0.020?.012 0.020?.012 0.020?.012 0.022?.016 0.022?.016 (mm) (0.3?.20) (0.50?.300) (0.50?.300) (0.50?.300) (0.60?.400) (0.60?.400) packaging  tape & reel (12mm); max. pieces per reel as follows 4000 4000 3000 2000 2000 1000 60 68 80 120 220 300 450 600 750 1000 11 40 90 120 150 220 300 400 600 1000 1500 2000 31 50 70 90 120 150 200 300 600 800 1000 1200 1500 2000 60 80 100 150 120 0.10 0.10 0.10 0.15 0.30 0.35 0.40 0.45 0.60 0.60 0.05 0.05 0.10 0.15 0.15 0.22 0.20 0.30 0.30 0.35 0.40 0.50 0.05 0.10 0.10 0.15 0.15 0.15 0.20 0.20 0.30 0.30 0.40 0.40 0.50 0.50 0.30 0.10 0.20 0.30 0.40 600 600 400 400 300 300 300 200 100 100 600 600 600 500 500 500 500 500 500 300 200 200 600 600 600 500 500 500 500 500 500 200 200 200 200 200 400 400 300 200 200 series emi0603r, emi0805r, emi1206r,  emi1210r, emi1806r, emi1812r emi0603, emi0805, emi1206,  emi1210, emi1806, emi1812 4/2005 page 107 www . delevan . com  e-mail: apisales@delevan . com 270 quaker rd., east aurora ny 14052  ? phone 716-652-3600  ? fax 716-652-4814 suppressors
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