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		  Datasheet File OCR Text:


		  high frequency multilayer chip bead |||||||||||||||  achb-0603 standard specifications: options and part identification:  (left blank if standard) applications: features: 1.6 x 0.8 x 0.8mm pb  rohs  compliant  parameters abracon p/n:  achb-0603x-xxx series operating temperature: -55c to + 125c storage temperature: -55c to + 125c abracon is  iso 9001 / qs 9000  certified  abracon is  iso 9001 / qs 9000  certified  30332  esperanza, rancho santa margarita, california  92688 tel 949-546-8000  |  fax 949-546-8001 | www.abracon.com revised: 10.05.07 visit www.abracon.com for terms & conditions of sale ? high frequency noise countermeasure ? multilayer monolithic construction yields high reliability ? noise suppression in ultra high speed circuits ? computer mobile communication system products ? suitable for ultra high speed circuits outline drawing: dimensions: mm please refer to the tables  above. s k t tape and  reel impedance         achb - 0603    -     material code packaging z (   ) rdc irate 25%      120 0.5 300 220 0.7 200 300 0.8 200 600 1.0 100 1000 1.3 100 120 1.0 300 220 1.2 200 300 1.4 200 600 1.5 100 1000 1.8 100 achb-0603k-301 number achb-0603s-102 achb-0603s-121 part achb-0603k-121 achb-0603k-221 achb-0603s-221 achb-0603s-301 achb-0603s-601 achb-0603k-601 achb-0603k-102 length (l) 0.0630.006 (1.60.15) width (w) 0.0310.006 (0.800.15) thickness (t) 0.0310.006 (0.800.15) a1,a2 (bw) 0.0120.008 (0.300.20) ir is the rated currrent applied when the chip surface temperature rise 20oc  -

 high frequency multilayer chip bead |||||||||||||||  achb-0603 1.6 x 0.8 x 0.8mm pb  rohs  compliant  abracon is  iso 9001 / qs 9000  certified  abracon is  iso 9001 / qs 9000  certified  30332  esperanza, rancho santa margarita, california  92688 tel 949-546-8000  |  fax 949-546-8001 | www.abracon.com revised: 10.05.07 visit www.abracon.com for terms & conditions of sale    dimensions of tape  dimensions of reel tape & reel:  tape and reel 4,000pcs/reel codes a b w e f achb-0603 1.100.05 1.900.05 8.000.10 1.750.05 3.50.05 codes p 0 p 1 p 2  d 0 t achb-0603 4.000.10 4.000.10 2.000.05 1.550.05 0.600.03 w e f   d 0 p 1 p 2 p 0 direction of unreeling a b top tape b ottom  t ape paper tape abracon part t mm a 1782 b 602 c 13.00.5 w 10.01.15 t 12.01.0 c t w a b
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