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		  Datasheet File OCR Text:


		  surface mount inductors chip inductors lqw1608a 3n9 c 00 t1 wire wound inductance code tolerance electrode packaging code 3n9: 3.9nh c: ?.2nh material t1: tape 39n: 39nh d: ?.5nh ag + ni + sn g: ?% j: ?% part numbering system the lqw1608 series are miniaturized surface mount inductors with an aluminum core bobbin. muratas unique winding technology enables tight tolerances and high  q values in the high frequency range. it also minimizes  stray capacitance, hence increasing the self-resonant frequency. it is suitable for high frequency circuits in  telecom equipment. features   tight tolerance (2nh, 2%)   broad inductance range (3.9nh ~ 220nh)   miniature size enables high density mounting   high q value and stable inductance at high frequency   low dcr lqw1608a series inductance q dc self- resistance resonant allowable operating dimensions: mm part number nominal test nominal test 300 800 1.5 (ohms frequency current temp. value tolerance frequency value frequency (mhz) (mhz) (ghz) max.) (mhz min.) (ma) range (nh) (mhz) (min.) (mhz) typical typical typical  lqw1608a2n2d00 2.2 ?.5nh 16 80 110 0.049 700  lqw1608a3n6d(c)00 3.6 ?.5nh 25  lqw1608a3n9d(c)00 3.9 (?.2nh) 0.059 850  lqw1608a4n3d(c)00 4.3 75 95  lqw1608a4n7d00 4.7 ?.5nh  lqw1608a5n6d(c)00 5.6 ?.5nh  lqw1608a6n2d(c)00 6.2 (?.2nh) 0.082 750  lqw1608a6n8d(c)00 6.8 45  lqw1608a7n5d00 7.5 35 6000  lqw1608a8n2d00 8.2  lqw1608a8n7d00 8.7 ?.5nh 80  lqw1608a9n1d00 9.1 100 0.11 650  lqw1608a9n5d00 9.5 ?5?  lqw1608a10nj(g)00 10 100 250 ~  lqw1608a11nj(g)00 11 +85  c  lqw1608a12nj(g)00 12  lqw1608a13nj(g)00 13 50 85 0.13 600  lqw1608a15nj(g)00 15  lqw1608a16nj(g)00 16 5%  lqw1608a18nj(g)00 18 (2%) 55 90 105 0.16 5500 550  lqw1608a20nj(g)00 20 4900  lqw1608a22nj(g)00 22 40 0.17 4600  lqw1608a24nj(g)00 24 3800 500  lqw1608a27nj(g)00 27 95 0.21 3700 440  lqw1608a30nj(g)00 30 50 85 3300  lqw1608a33nj(g)00 33 90 0.23 3200 420  lqw1608a36nj(g)00 36 0.26 2900 400 specifications 0.4 max. 0.2    0.1 0.8    0.3 0.8    0.2 1.6    0.2 0.3    0.1 0.3    0.1  available as standard through authorized murata electronics distributors. 0603 216 cg01-j

 surface mount inductors chip inductors typical electrical characteristics q-frequency characteristics inductance-frequency characteristics lqw1608a series 160 80 40 0 q 100 10000 frequency (mhz) 1000 20nh 47nh 60 20 8.7nh 110nh 220nh 140 100 120 10 1000 10 1 inductance 100 10000 frequency (mhz) 1000 470nh 20nh 220nh 8.7nh 100 10 100nh measuring instrument q: hp4291a + 16193a measuring instrument l: hp4291a + 16193a cg01-j rev. 1 217 inductance q dc self- resistance resonant allowable operating dimensions: mm part number nominal test nominal test 300 800 1.5 (ohms frequency current temp. value tolerance frequency value frequency (mhz) (mhz) (ghz) max.) (mhz min.) (ma) range (nh) (mhz) (min.) (mhz) typical typical typical  lqw1608a39nj(g)00 39 250 90 0.26 2800 400  lqw1608a43nj(g)00 43 40 2700  lqw1608a47nj(g)00 47 0.29 2600 380  lqw1608a51nj(g)00 51 200 85 75 0.33 2500 370  lqw1608a56nj(g)00 56 38 0.35 2400 360  lqw1608a62nj(g)00 62 50 0.51 2300 280  lqw1608a68nj(g)00 68 0.38 2200 340  lqw1608a72nj(g)00 72 ?% 60 0.56 2100 ?5?  lqw1608a75nj(g)00 75 (2%) 100 2050 270 ~  lqw1608a82nj(g)00 82 34 80 0.60 2000 250 +85?  lqw1608a91nj(g)00 91 55 0.64 1900 230  lqw1608ar10j(g)00 100 150 0.68 1800 220  lqw1608ar11j(g)00 110 1.2 1350 200  lqw1608ar12j(g)00 120 75 50 1.3 1600 180  lqw1608ar13j(g)00 130 32 1.4 1450 170  lqw1608ar15j(g)00 150 45 70 1.5 1400 160  lqw1608ar16j(g)00 160 65 2.1 1350 150  lqw1608ar18j(g)00 180  2.2 1300 140  lqw1608ar20j(g)00 200 25 100 60 2.4 1250  lqw1608ar22j(g)00 220 2.5 1200 120 specifications 0.4 max. 0.2    0.1 0.8    0.3 0.8    0.2 1.6    0.2 0.3    0.1 0.3    0.1  available as standard through authorized murata electronics distributors. 0603 surface mount inductors
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