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		  Datasheet File OCR Text:


		  designed & dimensioned in millimeters[inches] do not scale from this print bwl-xx-xx-xx-x-xx.xx-xx no. of positions -04, -10, -14, -16, -32 (see gauge table for availability) overall length   -0.25[9.842] min - 5.00[196.850] max wire gauge -22, -24, -28 (see gauge table for availability) plating specification (see plating tables for availablity) -t: tin -s: selective -f: flash selective -h: heavy gold -gf: gold flash lead style -01: t-1r31 (see sheet 1) -02: t-1m44 (see sheet 2) -03: ct62 (see sheet 3) -04: cc62 (see sheet 4) end assembly -s: single -d: double -t: transfer (available on      -01 & -03 leadstyle only) "a" "a" "b" "b" t-1r31-2024-01-x fig. 1 bwl-01-10-24-s-xx.xx-xx shown bwc-02-10-01 shown "d" "e" section "a"-"a" insulation crimp section c "b" 0.025 [.0010] "c" section "b"-"b" wire crimp section c 3.25 0.26 .128 .010 (typ) "a" 2.00 [.079] (typ) x.xx overall length (in meters) c1-b-gr c c c -d: double-ended & transfer-ended in-process  3.25 0.26 .128 .010 (typ) "a" 2.00 [.079] (typ) x.xx overall length (in meters) c c c -s: single-ended in-process  "m" "m" "l" "l" t-1r31-2024-01-x fig. 6 bwl-01-10-24-t-xx.xx-xx shown bwc-02-10-01 shown c-198-2024-01-x "c" "b" 0.025[.0010] section "m"-"m"  scale 5 : 1 c wire crimp section c "e" "d" section "l"-"l"  scale 5 : 1 wire crimp section c e sheet     of unless  otherwise  specified, dimensions are in millimeters. tolerances  are: decimals                     angles x.x:  0.3 [.01]             2  x.xx:  0.13 [.005] x.xxx:  0.051 [.0020] material: acclimate cable wiring by: bwl-xx-xx-xx-x-xx.xx-xx dwg.  no. description: proprietary note this document contains information confidential and proprietary to samtec, inc. and shall not be reproduced or transferred to other documents or disclosed to others or used for any purpose other than that which it was obtained without the expressed written consent of samtec, inc. do  not  scale  drawing j. browning 05/26/2009 4 1 sheet scale: 1:1.53846 f:\dwg\misc\mktg\bwl-xx-xx-xx-x-xx.xx-xx-mkt.slddrw notes:   1.        represents a critical dimension.   2. maximum bur allowance: .003 [.08]. insulator: vectra e130i, color: black contact or terminal: phos bronze or high copper wire insulation: pvc, color: black wire: tinned copper 520 park east blvd, new albany, in 47150 phone: 812-944-6733       fax: 812-948-5047 e-mail: info@samtec.com          code: 55322 revision e

 c1-b-gr "c" "c" "d" "d" t-1m44-2830-x (typ) fig. 2 bwl-02-14-xx-s-x.xx-xx shown bwc-05-14-01 "g" 0.025 [.0010] "h" section "c"-"c" wire crimp section c "j" "k" section "d"-"d" insulation crimp section c 2.41 0.13 .095 .005 (typ) x.xx overall length (in meters) 32.00 1.00 1.260 .039 c1-b-gr c c c -d: double-ended in-process  2.41 0.13 .095 .005 (typ) 32.00 1.00 1.260 .039 x.xx overall length (in meters) c c c -s: single-ended in-process  sheet     of acclimate cable wiring by: bwl-xx-xx-xx-x-xx.xx-xx dwg.  no. description: proprietary note this document contains information confidential and proprietary to samtec, inc. and shall not be reproduced or transferred to other documents or disclosed to others or used for any purpose other than that which it was obtained without the expressed written consent of samtec, inc. do  not  scale  drawing j. browning 05/26/2009 4 2 sheet scale: 1:1 revision  e f:\dwg\misc\mktg\bwl-xx-xx-xx-x-xx.xx-xx-mkt.slddrw 520 park east blvd, new albany, in 47150 phone: 812-944-6733       fax: 812-948-5047 e-mail: info@samtec.com          code: 55322

 3.88 0.26 .153 .010 (typ) x.xx overall length (in meters) "l" 2.00 [.079] (typ) c1-b-gr c c c -d & -t: double-ended & transfer-ended in-process  3.88 0.26 .153 .010 (typ) x.xx overall length (in meters) "l" 2.00 [.079] (typ) c1-b-gr c c c -s: single-ended in-process  "e" "e" "f" "f" ct62-2024-01-t (typ) fig. 3 bwl-03-04-22-s-x.xx-xx shown bwc-01-04-01 shown "m" 0.025 "n" section "e"-"e" wire crimp c "p" "q" section "f"-"f" insulation crimp c "g" "g" "h" "h" fig. 4 bwl-03-04-22-t-x.xx-xx shown bwc-01-04-01 shown cc62-2024-01-t (typ) ct62-2024-01-t (typ) "q" "p" section "g"-"g"  scale 5 : 1 insulation crimp c "n" "m" 0.025 section "h"-"h"  scale 5 : 1 wire crimp c sheet     of acclimate cable wiring by: bwl-xx-xx-xx-x-xx.xx-xx dwg.  no. description: proprietary note this document contains information confidential and proprietary to samtec, inc. and shall not be reproduced or transferred to other documents or disclosed to others or used for any purpose other than that which it was obtained without the expressed written consent of samtec, inc. do  not  scale  drawing j. browning 05/26/2009 4 3 sheet scale: 1:1.33333 revision  e f:\dwg\misc\mktg\bwl-xx-xx-xx-x-xx.xx-xx-mkt.slddrw 520 park east blvd, new albany, in 47150 phone: 812-944-6733       fax: 812-948-5047 e-mail: info@samtec.com          code: 55322

 "j" "j" "k" "k" fig. 5 bwl-04-04-22-s-x.xx-xx shown 3.88 0.26 .153 .010 (typ) x.xx overall length (in meters) "l" 2.00 [.079] (typ) c1-b-gr c c c -d: double-ended in-process  3.88 0.26 .153 .010 (typ) x.xx overall length (in meters) "l" 2.00 [.079] (typ) c1-b-gr c c c -s: single-ended in-process  "p" "q" section "j"-"j"  scale 5 : 1 c c (see table 5 for crimp dimensions) "m" 0.025 "n" section "k"-"k"  scale 5 : 1 (see table 5 for crimp dimensions) sheet     of acclimate cable wiring by: bwl-xx-xx-xx-x-xx.xx-xx dwg.  no. description: proprietary note this document contains information confidential and proprietary to samtec, inc. and shall not be reproduced or transferred to other documents or disclosed to others or used for any purpose other than that which it was obtained without the expressed written consent of samtec, inc. do  not  scale  drawing j. browning 05/26/2009 4 4 sheet scale: 1:1 revision  e f:\dwg\misc\mktg\bwl-xx-xx-xx-x-xx.xx-xx-mkt.slddrw 520 park east blvd, new albany, in 47150 phone: 812-944-6733       fax: 812-948-5047 e-mail: info@samtec.com          code: 55322
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