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		  Datasheet File OCR Text:


		  series 152fb fusion bonded cable jumpers note: aries specializes in custom design and production.  in addition to the standard products shown on this page, special materials, platings, sizes, and configurations can be furnished, depending on quantities.  aries reserves the right to change product specifications without notice. features: ? aries series 152fb fusion bonded cable jumpers are flexible...plug them directly into pc boards or sockets. ? stranded wire conductors are fusion bonded with an overcoat of tin for easy soldering or socketing. ? each jumper is shipped with protective tabs on both ends for maintaining proper conductor spacing. specifications: ? insulation is ul vw-1, style 2651 polyvinyl chloride (pvc) with optional polarization stripe on one side. ? nominal insulation thickness is .009 [.23]. ? conductors are 26 gauge, 7-strand copper alloy with a fusion bonded overcoat of tin. ? operating temperature=-4f to 221f [-20c to 105c]. ? voltage rating=300 vrms. ? dielectric withstanding voltage=1500 vrms. ? insulation resistance=10,000 mohms per 10 feet  [3.05 meters]. ? resistance=40.3 ohms per 1000 feet [304.8 meters]. ? propagation delay=1.3   s/foot. mounting considerations: ? suggested pcb hole size=.033  .002 [.84  .05] dia. xx-xxxxx-152fbx ordering informa tion no. of  conductors (4 thru 22) cable length:  ?l? in inches: ex: 2? = -002- 2.5? = -002.5- 2.25? = -002.25- 2.125? = -002.125- jumper series consult factory for sizes not shown ?a?=no. of conductors x .100 [2.54] ?b?=(no. of conductors -1) x .100 [2.54] no of conductors minimum insulation length 4 thru 8 1.000 [25.40] 9 and 10 1 250 [31 75] 11 thru 22 1.500 [38.10] optional suffix: p=polarization stripe along one edge of cable** a ll dimensions :   inches [ millimeters ]   all tolerances  .005 [.13] unless otherwise specified **aries reserves the right to ship with or without polarization stripe unless specified by customer. insulation length ?l?  .125 printouts of this document may be out of date and should be considered uncontrolled 11001 rev.f north america frenchtown, nj usa tel: (908) 996-6841 fax:(908) 996-3891 europe tel:  +44 870 240 0249 fax: +44 871 919 6033 europe@arieselec.com http://www.arieselec.com ? info@arieselec.com abc   all cables ship with lead free material unless specified by customer when ordering
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