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		  Datasheet File OCR Text:


		  [ 104 ] 201 mclean boulevard  �  paterson, new jersey 07504  �  tel: (973) 881-8800  �  fax: (973) 881-8361 e-mail: sales@synergymwave.com  �  world wide w eb: http://www.synergymwave.com modulators qpsk modulators qpsk 151 15 - 510 11.0 1.5 10 10 +4 2.5:1 151 3 *mp-34-15 28.5 - 31.5 7.0 0.4 2.0 3.5 +4 1.7:1 124 2 mp-901 52 - 88 8.0 1.0 2.0 5.0 +4 1.7:1 124 2 mp-907 57 - 63 7.0 0.4 2.0 3.5 +4 1.7:1 124 2 mp-903 66.5 - 73.5 7.0 0.4 2.0 3.5 +4 1.7:1 124 2 mp-905 104 - 176 8.0 1.0 2.0 5.0 +4 1.7:1 124 2 mp-908 133 - 147 7.0 0.4 2.0 3.5 +4 1.7:1 124 2 mp-906 190 - 210 7.0 0.4 2.0 3.5 +4 1.7:1 124 2 mp-909 285 - 315 7.5 0.4 2.0 5.0 +4 1.7:1 124 2 mp-910 810 - 830 8.0 0.6 4.0 5.0 +4 2.0:1 124 2 mp-914 869 - 894 8.5 0.6 4.0 5.0 +4 2.0:1 124 2 mp-924 935 - 960 8.0 0.6 4.0 5.0 +4 2.0:1 124 2 mp-934 1805 - 1880 9.5 1.0 6.0 7.0 +4 2.2:1 124 2 mp-936 p lug -i n  6  pin (wideband)   and  16  pin notes: logic 1 corresponds to +20 ma and logic 0 corresponds to -20 ma. above models do not include logic complimentary drivers. nominal input/output impedance = 50 ohms. maximum rf input power without damage 200 mw and 40 ma. the logic table for the mp-34-15 is the same as for the coaxial connector models. 10.165 - 11.235 7.0 0.4 2.0 3.5 +4 1.7:1 102 1 mr-202 20.33 - 22.47 7.0 0.4 2.0 3.5 +4 1.7:1 102 1 mr-204 28.5 - 31.5 7.0 0.4 2.0 3.5 +4 1.7:1 102 1 mr-201 52 - 88 8.0 1.0 2.0 5.0 +4 1.7:1 102 1 mr-207 57 - 63 7.0 0.4 2.0 3.5 +4 1.7:1 102 1 mr-203 66.5 - 73.5 7.0 0.4 2.0 3.5 +4 1.7:1 102 1 mr-205 104 - 176 8.0 1.0 2.0 5.0 +4 1.7:1 102 1 mr-208 133 - 147 7.0 0.4 2.0 3.5 +4 1.7:1 102 1 mr-206 190 - 210 7.0 0.4 2.0 3.5 +4 1.7:1 102 1 mr-209 285 - 315 7.5 0.4 2.0 5.0 +4 1.7:1 102 1 MR-210 810 - 830 8.0 0.6 4.0 5.0 +4 2.0:1 102 1 mr-214 869 - 894 8.5 0.6 4.0 5.0 +4 2.0:1 102 1 mr-224 935 - 960 8.0 0.6 4.0 5.0 +4 2.0:1 102 1 mr-234 1805 - 1880 9.5 1.0 6.0 7.0 +4 2.2:1 102 1 mr-236 t hrough -h ole 8  p in  -  r elay  c an model   pin-out (see below) input 1 db comp. pt. (dbm) min phase unbalance (degrees) fc       full band max               max amplitude unbalance (db) max insertion loss   (db) max input carrier frequency (mhz) vswr max package model   pin-out (see below) input 1 db comp. pt. (dbm) min phase unbalance (degrees) fc       full band max               max amplitude unbalance (db) max insertion loss   (db) max input carrier frequency (mhz) vswr max package 0 o 1010 90 o 1001 180 o 0101 270 o 0110 phase d1 d2 d3 d4 logic table pin-out table #1  8 1  3 5 4 6      2,7 #2 16 1 13 5 3 4 all other #3  6 1  3 - 2 -      4,5 for pin location and package outline drawings, see back pages. carrier output d1 d2 d3 d4 case gnd 124
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