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		  Datasheet File OCR Text:


		  (2,54mm) .100" sib, pgp series sib?110?02?f?s pgp?105?01?g?d?at sib?120?02?f?s pgp?104?01?g?s?at www.samtec.com sib 1 s ?lc = locking  clip (manual  placement  required) 02 (0,38)  .015  (8,48)  .334  (2,54) .100 01 (3,81)  .150  (5,27)  .207  (4,45)  .175  (1,14)  .045  (1,42)  .056  no. of positions x (2,54) .100  plating option no. pins per row ?f = gold ?  ash on contact,  matte tin on tail 02 thru 30 f-210-1 for complete speci  cations and  recommended pcb layouts see  www.samtec.com?sib insulator material: black liquid crystal  polymer contact material:  phosphor bronze plating:  au or sn over 50?  (1,27?) ni current rating:  2.2a @ 80? ambient operating temp range: -55? to +125? normal force: 111 grams (1,09n) per contact rohs compliant: ye s processing: lead-free solderable: ye s smt lead coplanarity: (0,10mm) .004" max option note:  some sizes, styles and  options are non-standard,  non-returnable. specifications one  piece  interfaces for complete speci  cations and  recommended pcb layouts see  www.samtec.com?pgp  insulator material:   black lcp contact material:  brass plating: au over 30? (0,76?) ni rohs compliant: ye s processing: lead-free solderable: yes smt lead coplanarity: (0,10mm) .004" max  note:  some lengths,  styles and options are non-standard, non-returnable. no. of positions pgp 02 thru 05 option ?p = pick &  place  pad ?tr = tape &  reel  plating option ?g = 10"  (0,25m)  gold specifications 101 alignment pin ?at = alignment top  side ?ad = alignment top  and bottom row option ?s = single  row ?d = double  row (0,89) .035 dia (0,89) .035 dia (0,64) .025 (no. of positions +1)  x (2,54) .100 (1,90) .075 dia (0,25) .010 (4,27) .168 (5,50) .217 (4,51) .178 (0,99) .039 (3,05) .120 (1,27) .050 (1,27) .050 (5,59) .220 (2,54) .100 (2,54) .100 (2,54) .100 (0,89) .035 ?lc ?s ?d
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