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		  Datasheet File OCR Text:


		  ?2010 cinch connectors dura-con v1 03 2010 technology cinch has teamed our prov - en twist pin technology with  these custom designed insu - lators capable of meeting  the extreme mechanical and  electrical needs in the harsh - est environments of military/ aerospace and industrial  applications such as down hole directional drilling. cinchs unique plug insulators are designed to provide  increased electrical protection between contact cavities  preventing any potential shorts due to exposed wire or  epoxy voids. comprised of peek material these connectors  offer superior performance and long life in severe environ - ments. product offerings ?	 full harnessing capabilities ranging from simple point- point to complex with many branches   ?	 custom configurations and modifications available to fit  unique packaging and design requirements cinchs twist pin advantage ?	 combine the twist pin performance with increased  temperature range ?	 becu wire strands provide seven points of electrical  contact ?	 achieve high mating cycles and better resistance to  shock and vibration ?	 approved system applications (aerospace, defense  and geo-thermal) ?	 qualified and approved to mil-dtl-83513 detail of dura-con? twist pin custom insulator exposed conductor recessed into insulator 2-part  epoxy wire insulation americas and asia . 1700 finley road . lombard, il 60148 usa . phone:  630.705.6000 . e-mail:  dura-con@cinch.com    europe . shireoaks road . worksop s803ha . nottinghamshire,u.k. . phone: +44 (0) 1909 474 131 . e-mail: info@cinchuk.com   www.cinch.com   

 performance characteristics operating temperature -40c  to 175c  (-40f to 347f)  shock 50 gs per mil-std-1344, method 2004, condition e (eia-364-27, condition e) vibration 20 gs per mil-std-1344, method 2005, condition iv (eia-364-28, condition iv) sizes 9, 15, 21, 25, available. please consult factory for larger sizes. ?2010 cinch connectors dura-con v1 03 2010 americas and asia . 1700 finley road . lombard, il 60148 usa . phone:  630.705.6000 . e-mail:  dura-con@cinch.com    europe . shireoaks road . worksop s803ha . nottinghamshire,u.k. . phone: +44 (0) 1909 474 131 . e-mail: info@cinchuk.com   www.cinch.com  no. of  contacts a max. b max. c max. d nominal in. mm.  in.  mm.  in.  mm.  in.  mm.  9 plug  .785  19.94  .334  8.48  .400  10.16  .565 14.35 15 plug  .935  23.74  .484  12.29  .550  13.97  .715 18.16 21 plug  1.085  27.56  .634  16.10  .700  17.78  .865 21.97 25 plug  1.185  30.10  .734  18.64  .800  20.32  .965 24.51 31 plug  1.335  33.97  .884  22.45  .950  24.13  1.115 28.32 cinch dura-con d insulator type p=peek high temperature m=metal shell contact positions xx=9,15, 21, 25, 31, 37 contact type p = plug (pin) wire size (in awg) 4=24, 6=26, 8=28 s=solder cup (skip to mounting hardware) insulated wire type n = mil-w-22759/33 shell plating n = nickel mounting hardware b = no hardware m = jackscrew hex head low profle per m83513/05-02 lead length (in inches) xx.x insulation color 1 = white 5 = color coded per mil-std 681 system 1 6 = coded per mil-std 681 system 1           first 10 colors then repeat dc     p   m    xx   p   6    n    2   -   18.0    b   n .0254 typ. .130 .043 (1.09) .05 (1.27) typ. d a b c two. mtg. holes .096/ .088 dia. (2.44/2.24) .308 max. (7.82) .186 (4.72) max. .416 max. (10.57) .098 max. (2.50) .270 (6.86) max. .100  (2.54) max.
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