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		  Datasheet File OCR Text:


		  11 /ppg 1jot 2 3 4 5 6 7 8 9 10 12 13 14 15 12.0 4.0 2.0 b a 1.75  c pin no.1 /ppg 1jot 2 3 4 5 /ppg 1jot 6 7 8 9 11 12 14 12.0 4.0 2.0 8.6 2.0 b  c 1.75 a 1.5 pin no.1 12.0 2.0 4 b a 1.75 1.75 pin no.1 44 20.2 40.4 28.4 14.2 32 cgp4713-0101 cgp4714-0101 cgp4715-0101 d ep series  1.5mm spacing smt plug $sjnq$poofdups a      0.05    1.5      0.05  (pitch) 7.0 2.65 +   0.05 3.55 +   0.05 -0 -0 0.85      0.05    pin no.1 surface resist   features 1. these reflow connectors in this series apply to the ep connectors and most suitable for high- density mounting. 2. the connectors are fed also in the embossed taping to cope with automatic mounter.   specifications 1. rating : 1a 50v ac/dc 2. contact resistance : 20m ? max 3. insulation resistance : 1000m ? min. at 500v dc 4. withstanding voltage : 500v ac for one minute 5. operating temperature range :   25 ? c to +85 ? c   note custom made models will be available upon request.  ?yy?  &1??0 ???;??p?s? 
t7&pb{  ???0 q`o??a?e??m t????udpb{  ?yy7  ?y?v "$?%$7"  
? 	? 
 ? n
?<  
?  
 ? %$7.
 ?	  1 ? y "$7 
  ?;9s
c? ???  ?yyg l??w?7tmv?`oxm?
?go   applicable pattern on pc board &,
x??? 4usbjhiu5zqf ????? 3jhiu"ohmf5zqf ????????? c 5.5 7.5 b 12 16 1mvh1bsu/p cgp4502-0101 cgp4503-0101 cgp4504-0101 cgp4505-0101 c 5.5 7.5 11.5 b 12 16 24 1mvh1bsu/p cgp4702-0101 cgp4703-0101 cgp4704-0101 cgp4705-0101 cgp4706-0101 cgp4707-0101 cgp4708-0101 cgp4709-0101 cgp4710-0101 cgp4711-0101 cgp4712-0101 c 7.5 11.5 14.2 $ 28.4 b 16 24 32 1mvh1bsu/p cgp4506-0101 cgp4507-0101 CGP4508-0101 cgp4509-0101 cgp4511-0101 cgp4512-0101 cgp4514-0101 cgp 45 -0101 cgp 45 -0101 cgp 47 -0101

 /ppg 1jot 2 3 4 5 6 7 8 9 10 11 12 14 15 cgp4715-0101 23.8 cgp4515-0101 21.0 &14fsjft nn4qbdjoh4.51mvh 6.0 b a 1.5 4.45 5.75 (spacing) 300 200 preheat about 2 minutes temperature max.(peak temperature) 240 max.(preheat temperature) 150 (10    30sec.) 215 100 2 215 () 150 () () 240 times (    ) 4.45 3.75 5.75 7.75  reel dimensions 1000pcs/reel ???
go (   380) (   80) 21 120 120 2 + 0.5 13 + 0.5 21 + 0.5 ? 1mvh ??   material and plating ? housing : polyamide 46 with 30% of glass ? plug pin : copper alloy tin-lead plating   p~
?	rg ? ??? ???? ???? ? ??e? ?y
r>?lv  reflow soldering conditions ???
r>	e 4usbjhiu5zqf $(1  ????? /ppg1jot 3jhiu"ohmf5zqf $(1  ????????? /ppg1jot 3jhiu"ohmf5zqf cgp4702-0101 cgp4703-0101 cgp4704-0101 cgp4705-0101 cgp4706-0101 cgp4707-0101 cgp4708-0101 cgp4709-0101 cgp4710-0101 cgp4711-0101 cgp4712-0101 cgp4714-0101 # 4.3 5.8 7.3 8.8 10.3 11.8 13.3 14.8 16.3 17.8 19.3 22.3 4usbjhu5zqf " cgp4502-0101 1.5 cgp4503-0101 3.0 cgp4504-0101 4.5 cgp4505-0101 6.0 cgp4506-0101 7.5 cgp4507-0101 9.0 CGP4508-0101 10.5 cgp4509-0101 12.0 13.5 cgp4511-0101 15.0 cgp4512-0101 16.5 cgp4514-0101 19.5
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