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		  Datasheet File OCR Text:


		  specification model dc voltage rated current current range rated power output voltage adj. range line regulation load regulation setup, rise time note.5 hold up time (typ.) voltage range frequency range efficiency (typ.) input inrush current (typ.) leakage current safety standards working temp. working humidity storage temp., humidity temp. coefficient vibration mtbf dimension others note packing overload over voltage battery cut off ac ok battery low ac current (typ.) 800ms, 50ms/230vac          1600ms, 50ms/115vac at full load 50ms/230vac          10ms/115vac at full load 90 ~ 264vac          127 ~ 370vdc 47 ~ 63hz 84% ch1:28.98 ~ 37.26v 84% 21 1v battery low voltage : < 22v 1.6a/115vac          1a/230vac cold start 30a/115vac          60a/230vac  mechanical specification unit:mm mechanical specification unit:mm block diagram circuit circuit detection alarm o.l.p. emi filter rectifiers & filter power switching filter & rectifiers +v bat. + battery charger & back up control ac ok bat. low -v bat. - i/p fg control o.v.p. ac input connector (cn1) : jst b3p-vh or equivalent pin no. 12 3 assignment ac/n no pin ac/l mating housing jst vhr jst svh-21t-p1.1 or equivalent or equivalent terminal dc output connector (cn2) : jst b6p-vh or equivalent pin no. pin no. 1 5 4 2 3 6 assignment assignment dc output + battery + dc output com ac ok bat. low battery - mating housing jst vhr or equivalent terminal jst svh-21t-p1.1 or equivalent 1.hs1,hs2 can not be shorted.2.hs1 must have safety isolation distance with system case. cn1 2 3 1 ac fuse fs1 t2.5a/250v 14 5 6 svr1 cn2 101.6 95.25 3.175 hs2 23 hs1 4- 3.3 50.8 44.45 3.175 29 3 max. 60w single output with battery charger(ups function) p s c - 6 0 s e r i e s file name:psc-60-spec   2011-08-18 optional l-bracket: no.998a -d mylar film optional cover: no.998a -t 18 14.5 4.2 95 78 2-m3 12.7 2-m3 l=4 2-m3 l=4 55 103.4 24.2 30.85 62 2- 3.5 37

 file name:psc-60-spec   2011-08-18 suggested application pin6 dc output com external voltage and r (the max. sink is 30ma and 50v) r v output derating vs input voltage input voltage (vac) 60hz 90 100 95 120 115 160 140 200 180 240 220 264 load (%) 90 100 80 70 60 50 40 output derating ambient temperature ( ) load (%) -20 0 20 10 30 35 40 20 40 80 60 100 60 50 70 (horizontal) for pcb with l-bracket+cover option pcb only dc- dc+ bat+ bat- load a : 12v b : 24v battery + + - - 60w single output with battery charger(ups function) p s c - 6 0 s e r i e s 1.back up connection for ac interruption 2.alarm signal for ac ok and battery low (1) please refer to the fig1.1 for suggested connection. (1) alarm signal is sent out through " ac ok " & " battery low " pins. (2) an external voltage source is required for this function. the maxim um applied voltage is 50v and the maximum sink current is 30ma. (3) table2.1 explain the alarm function built-in the power supply ac ok (battery low) function output of alarm (0.3v max. at 30ma) (0.3v max. at 30ma) voltage 50v max.) voltage 50v max.) low low high or open(external applied high or open(external applied description the signal is "low" when the power supply the signal is "low" when the voltage of the signal is "high" when the voltage of the signal turns to be "high" when the power turns on battery is under a:11v, b:22v battery is above a:11v, b:22v supply turns off ac ok battery low the power supply charge the battery and provide energy to the load in the same ti me when the ac main is ok. the battery start to supply power to the load when the ac main fails. fig 1.1 suggested system connection table 2.1 explanation of alarm signal fig 2.2 internal circuit of ac ok (battery low)
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