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		  Datasheet File OCR Text:


		  58 ecs, inc. international  1105 s. ridgeview, olathe, ks 66062 � 913-782-7787 � 800-237-1041 � fax 913-782-6991 � www.ecsxtal.com oscillators               oscillators  20.8 max. 12.2   0.5 7.62   0.4 r 0.45   0.02 15.24   0.5 13.2 max #14 #1 #7 #8 5.0 max. the ecs-vxo-11x series is a wide frequency,  tight tolerance, voltage controlled crystal  oscillator. featuring a wide vco range of  200ppm, this oscillator is a serious  performer in applications such as wireless  communications, video data compression  or pll.   features ? wide voltage control range ? wave form symmetry of 40/60% ? hcmos or ttl output ? industry standard dip 14 pin lead   spacing ? pbfree/rohs compliant ecs-vx0-11x  series   voltage controlled crystal oscillator  pin connections   #1  vc  #7  gnd/case  #8  output  #14  +vcc   ecs-vxo-11x series -  top and side views package dimensions (mm) operating conditions/electrical characteristics  parameters  conditions  specifications  unit   frequency range  all  12.000 - 100.000  mhz  25 (a)  ppm   frequency stability   1     0 ~ +70?c  50 (b)  ppm   ttl type  2 (tt)  ttl   output logic   2  hcmos type  15 (hc)  pf   12.0mhz ~ 45mhz  50(1), 100(2), 150(3), 200(4), custom(0)  ppm   voltage control range  3   45.1mhz ~ 100mhz  50(1), custom(0)  ppm  12.0mhz ~ 45mhz  8 max.  nsec.  rise and fall time   45.1mhz ~ 100mhz   5 max.   nsec.  v oh   2.4 min. / v dd  - 0.5 min.  v  output voltage   v ol   0.4 max.   v  12.0mhz ~ 45mhz  50 max.  ma  current consumption   45.1mhz ~ 100mhz   70 max.   ma   voltage control  all  2.5  2.0  v  aging @ +25?c  per year   1.0  ppm    supply voltage  all  5.0  5%  vdc    storage temperture  all  -55 ~+ 125  ?c part numbering guide  example          package type    frequency stability  1     ttl output logic  2     voltage control range  3    frequency (40.000mhz)  ecs-vxo-11x  C  b  C  tt  C  2  C  400 example ? 50 ppm stability, ttl logic, 100 ppm voltage control range, 40 mhz.
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