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		  Datasheet File OCR Text:


		  306 e. alondra blvd. gardena, ca 90247-1059 ? phone (310) 515-1720 ? fax (310) 515-1962 wwww.jwmiller.com 4.2 multilayer chip inductors special features ? ceramic core, wire wound for superior reliability ? high self resonant frequency ? very stable electrical characteristic ? flat top surface for automated pick & place ? operation temperature -40 to +125c ? tape & reel packaged 10,000/reel typical applications ? small cellular phones ? pda ? pagers ? hand-held organizers ? high frequency wireless communication devices ? laptop computers ? network cards ? industrial electronics ? entertainment electronic devices notes * current to cause approx. 15c of temperature rise  pm0402c series part  number l (nh)  0.3 nh q  min test freq. (mhz)  q typ. @900  (mhz)  srf (mhz) min. dcr ? max. i dc * (ma) pm0402c-1n0  1.0  16  250  77  6000  0.045  1360  pm0402c-2n0  2.0  16  250  54  6000  0.070  1040  PM0402C-2N2  2.2  19  250  59  6000  0.070  960  pm0402c-3n3  3.3  19  250  65  6000  0.066  840  pm0402c-3n6  3.6  19  250  45  6000  0.066  840  pm0402c-3n9  3.9  19  250  50  5800  0.066  840  5%  pm0402c-5n1j  5.1  20  250  56  5800  0.083  800  pm0402c-5n6j  5.6  20  250  54  5800  0.083  760  pm0402c-6n2j  6.2  20  250  52  5800  0.083  760  pm0402c-7n5j  7.5  22  250  60  5800  0.104  680  pm0402c-8n2j  8.2  22  250  57  4400  0.104  680  pm0402c-9n0j  9.0  22  250  62  4160  0.104  680  pm0402c-10nj  10  21  250  50  3900  0.195  480  pm0402c-11nj  11  24  250  52  3680  0.120  640  pm0402c-12nj  12  24  250  53  3600  0.120  640  pm0402c-15nj  15  24  250  55  3280  0.172  560  pm0402c-19nj  19  24  250  50  3040  0.202  480  pm0402c-23nj  23  24  250  49  2720  0.214  400  pm0402c-27nj  27  24  250  49  2480  0.298  400  pm0402c-36nj  36  24  250  44  2320  0.403  320  pm0402c-40nj  40  24  250  44  2240  0.438  320  pm0402c-47nj  47  20  250  38  2100  0.830  150  also available as rohs compliant. 0.64 max. max. pad layout dimensions: mm 1.19 0.66 max. 0.46 0.36 0.66
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