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		  Datasheet File OCR Text:


		  digitron semiconductors  144 market street  kenilworth nj 07033 usa    phone +1.908.245-7200  1n3288(a)-1n3297(a)                      high power rectifier    maximum ratings  maximum peak  repetitive reverse  voltage   maximum non- repetitive peak  reverse voltage  maximum direct  reverse voltage   maximum peak reverse  current  v rrm  v rsm  v r  i rrm   t c  = -40 to +200c  t c  = 25 to 200c  t c  = -40 to +200  t c  = 130c  part number  v v v  ma  1n3288  1n3288a  100 200 100  24  1n3289  1n3289a  200 300 200  24  1n3290  1n3290a  300 400 300  24  1n3291  1N3291A  400 525 400  24  1n3292  1n3292b  500 650 500  21  1n3293  1n3293a  600 800 600  17  1n3294  1n3294a  800 1050  800  13  1n3295  1n3295a  1000 1300 1000  11  1n3296  1n3296a  1200 1600 1200  9    electrical characteristics   characteristics  symbol   non-a  suffix  a suffix  test conditions  average forward current  i f(av)   100a  180 sinusoidal conduction, t c  = 130c  1500a 2200a  half cycle, 50hz  sine wave  1600a 2300a  half cycle, 60hz  sine wave  following any rated  load condition and  with rated v rrm  applied  1800a 2600a  half cycle, 50hz  sine wave  maximum surge current  i fsm   1900a 2700a  half cycle, 60hz  sine wave  following any rated  load condition and  with v rrm  applied  following surge = 0.  11500 a 2 s  24000 a 2 s  t = 10ms  maximum i 2 t for fusing  10500 a 2 s  22000 a 2 s  t = 8.3ms  with rated v rrm   applied following  surge, initial   t j  = 200c  16500 a 2 s  34000 a 2 s  t = 10ms  maximum i 2 t for individual device fusing  i 2 t  15000 a 2 s  31000 a 2 s  t = 8.3ms  with v rrm  = 0  following surge,  initial t j  = 200c  maximum i 2  t for individual device fusing (4)  i 2 t   165000 a 2  s  340000 a 2  s  t = 0.1 to 10ms, v rrm  = 0 following surge  maximum peak forward voltage  v fm   1.5v  i fav  = 100a, t c  = 130c    thermal characteristics   characteristics  symbol  test  conditions  operating junction and storage temperature range  t j , t stg   -40 to 200c  operating junction and storage temperature range  t j , t stg   1n3292b = -65 to +200c  maximum thermal resistance  r ? jc   0.4c/w junction to case  maximum thermal resistance  r ? cs   0.1c/w case to sink    sales@digitroncorp.com     fax +1.908.245-0555  www.digitroncorp.com      rev. 20121217 

 digitron semiconductors  144 market street  kenilworth nj 07033 usa    phone +1.908.245-7200  1n3288(a)-1n3297(a)                      high power rectifier      mechanical characteristics  case  do-8(r)  marking  alpha numeric  normal polarity  cathode is stud  reverse polarity  anode is stud (add ?r? suffix)                  do-8(r)  inches  millimeters     min max  min max  a  4.375  4.625  111.13  117.47  b  -  1.625 -  41.270  c  0.875  0.960  22.230  24.380  f  0.610  0.640  15.500  16.250  g  0.327  0.347  8.310  8.810  h  0.900  0.910  22.860  23.110  k  0.500  0.600  12.700  15.240  l  0.297  0.327  7.550  8.300  m  0.070  0.100  1.780  2.540  n  0.350  0.410  8.900  10.410  p  0.271  0.291  6.890  7.390  q  1.050  1.060  26.670  26.920        available non-rohs (standard) or rohs compliant (add pbf suffix).  available as ?hr? (high reliability) screened per mil-prf- 19500, jantx level. add ?hr?  suffix to base part number.   sales@digitroncorp.com     fax +1.908.245-0555  www.digitroncorp.com      rev. 20121217 

 digitron semiconductors  144 market street  kenilworth nj 07033 usa    phone +1.908.245-7200  1n3288(a)-1n3297(a)                      high power rectifier                 sales@digitroncorp.com     fax +1.908.245-0555  www.digitroncorp.com      rev. 20121217 
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