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		  Datasheet File OCR Text:


		  35 ? nic components  corp.     www.niccomp.com     www.lowesr.com     www.rfpassives.com     www.smtmagnetics.com nmc-q series multilayer ceramic chip capacitors features ? high q for rf applications ? stable npo characteristics over temperature and voltage ? high voltage (up to 250vdc) ? eia 0201, 0402 and 0603 case sizes ? ideal for wireless data and voice communications applications   wlans, hiperlan, 802.11a, 802.11b, wi-fi, bluetooth,telematics, pcs,   lmds and cellular dimensions (mm) nmc-q  0603 npo  100  j  50  trp  f                                                                                             rohs compliant                                                                                                                                                                                                                                                                                                                                                                                                                         tape & reel (punched carrier)                                                                          voltage (vdc)                                                                   capacitance tolerance code (see chart)                                                          capacitance code, expressed in pf,    rst 2 digits are                                                          signi   cant, 3rd digit is no. of zeros, ?r? indicates                                                          decimal for under 10pf                                             temperature characteristic                                size code (see chart)               series part number system p p l w t 100% sn over ni barrier specifications npo capacitance range 0.1pf ~ 47pf capacitance tolerance 0.05pf(a), 0.1pf(b), 0.25pf(c), 0.5pf(d) 1%(f), 2%(g), 5% (j) operating temperature range -55c ~ +125c temperature characteristics 0  30ppm/c rated voltage 6.3vdc, 10vdc, 25vdc, 50vdc, 100vdc & 250vdc q factor 0201 & 0402 q>400+20c (1mhz, +25c) 0603 c800+20c, c >30pf q>1000 insulation resistance 10,000 megohms min. @ +25c dielectric withstanding voltage 100v < x 2.5rv, 250v x 2rv for 5  1 seconds eia case size 0201 0402 0603 length (l) 0.6  0.03 1.0 0.05 1.6 0.10 width (w) 0.3  0.03 0.5  0.05 0.8  0.10 thickness (t) 0.33 max. 0.55 max. 0.87 max. termination width (p) 0.10 ~ 0.20 0.15 ~ 0.30 0.25 ~ 0.55 *see part number system for details sptnbst fdtil rohs compliant includes all homogeneous materials

 36 ? nic components  corp.     www.niccomp.com     www.lowesr.com     www.rfpassives.com     www.smtmagnetics.com nic part number capacitance value (pf) available tolerance q factor (typ. @ 1ghz)* esr   (typ. @ 1ghz)* nmc-q0201npo0r1_6.3trpf 0.1 b 400 2.20 nmc-q0201npo0r2_6.3trpf 0.2 a, b 400 1.80 nmc-q0201npo0r3_6.3trpf 0.3 a, b 400 0.95 nmc-q0201npo0r4_6.3trpf 0.4 a, b 400 0.75 nmc-q0201npo0r5_6.3trpf 0.5 a, b, c 400 0.50 nmc-q0201npo0r6_6.3trpf 0.6 a, b, c 400 0.45 nmc-q0201npo0r7_6.3trpf 0.7 a, b, c 400 0.40 nmc-q0201npo0r8_6.3trpf 0.8 a, b, c 400 0.40 nmc-q0201npo0r9_6.3trpf 0.9 a, b, c 400 0.35 nmc-q0201npo1r0_6.3trpf 1.0 a, b, c 400 0.35 nmc-q0201npo1r1_6.3trpf 1.1 a, b, c 400 0.35 nmc-q0201npo1r2_6.3trpf 1.2 a, b, c 400 0.35 nmc-q0201npo1r3_6.3trpf 1.3 a, b, c 400 0.35 nmc-q0201npo1r4_6.3trpf 1.4 a, b, c 400 0.35 nmc-q0201npo1r5_6.3trpf 1.5 a, b, c 400 0.30 nmc-q0201npo1r6_6.3trpf 1.6 a, b, c 400 0.30 nmc-q0201npo1r7_6.3trpf 1.7 a, b, c 400 0.30 nmc-q0201npo1r8_6.3trpf 1.8 a, b, c 400 0.30 nmc-q0201npo1r9_6.3trpf 1.9 a, b, c 400 0.30 nmc-q0201npo2r0_6.3trpf 2.0 a, b, c 400 0.30 nmc-q0201npo2r1_6.3trpf 2.1 a, b, c 400 0.30 nmc-q0201npo2r2_6.3trpf 2.2 a, b, c 400 0.25 nmc-q0201npo2r3_6.3trpf 2.3 a, b, c 400 0.25 nmc-q0201npo2r4_6.3trpf 2.4 a, b, c 400 0.25 nmc-q0201npo2r5_6.3trpf 2.5 a, b, c 400 0.25 nmc-q0201npo2r6_6.3trpf 2.6 a, b, c 400 0.25 nmc-q0201npo2r7_6.3trpf 2.7 a, b, c 400 0.25 nmc-q0201npo2r8_6.3trpf 2.8 a, b, c 400 0.25 nmc-q0201npo2r9_6.3trpf 2.9 a, b, c 400 0.25 nmc-q0201npo3r0_6.3trpf 3.0 a, b, c 400 0.25 nmc-q0201npo3r1_6.3trpf 3.1 a, b, c 400 0.25 nmc-q0201npo3r2_6.3trpf 3.2 a, b, c 400 0.25 nmc-q0201npo3r3_6.3trpf 3.3 a, b, c 400 0.25 nmc-q0201npo3r4_6.3trpf 3.4 a, b, c 400 0.25 nmc-q0201npo3r5_6.3trpf 3.5 a, b, c 400 0.25 nmc-q0201npo3r6_6.3trpf 3.6 a, b, c 400 0.25 nmc-q0201npo3r7_6.3trpf 3.7 a, b, c 400 0.25 nmc-q0201npo3r8_6.3trpf 3.8 a, b, c 400 0.25 nmc-q0201npo3r9_6.3trpf 3.9 a, b, c 400 0.20 nmc-q0201npo4r0_6.3trpf 4.0 a, b, c 400 0.20 nmc-q0201npo4r1_6.3trpf 4.1 a, b, c 400 0.20 nmc-q0201npo4r2_6.3trpf 4.2 a, b, c 400 0.20 nmc-q0201npo4r3_6.3trpf 4.3 a, b, c 400 0.20 nmc-q0201npo4r4_6.3trpf 4.4 a, b, c 400 0.20 nmc-q0201npo4r5_6.3trpf 4.5 a, b, c 400 0.20 nmc-q0201npo4r6_6.3trpf 4.6 a, b, c 400 0.20 nmc-q0201npo4r7_6.3trpf 4.7 a, b, c 400 0.20 nmc-q0201npo4r7_6.3trpf 4.7 a, b, c 400 0.20 nmc-q0201npo4r8_6.3trpf 4.8 a, b, c 400 0.20 nmc-q0201npo4r9_6.3trpf 4.9 a, b, c 400 0.20 nmc-q0201npo5r1_6.3trpf 5.1 a, b, c 400 0.20 *typical q & esr 0201 6.3 volt standard values and characteristics nmc-q series multilayer ceramic chip capacitors

 37 ? nic components  corp.     www.niccomp.com     www.lowesr.com     www.rfpassives.com     www.smtmagnetics.com nic part number capacitance value (pf) available tolerance q factor (typ. @ 1ghz)* esr   (typ. @ 1ghz)* nmc-q0201npo5r2_6.3trpf 5.2 a, b, c 400 0.20 nmc-q0201npo5r3_6.3trpf 5.3 a, b, c 400 0.20 nmc-q0201npo5r4_6.3trpf 5.4 a, b, c 400 0.20 nmc-q0201npo5r6_6.3trpf 5.6 b, c, d 350 0.15 nmc-q0201npo5r7_6.3trpf 5.7 b, c, d 350 0.15 nmc-q0201npo5r9_6.3trpf 5.9 b, c, d 350 0.15 nmc-q0201npo6r0_6.3trpf 6.0 b, c, d 350 0.15 nmc-q0201npo6r1_6.3trpf 6.1 b, c, d 350 0.15 nmc-q0201npo6r2_6.3trpf 6.2 b, c, d 350 0.15 nmc-q0201npo6r3_6.3trpf 6.3 b, c, d 350 0.15 nmc-q0201npo6r4_6.3trpf 6.4 b, c, d 350 0.15 nmc-q0201npo6r6_6.3trpf 6.6 b, c, d 350 0.15 nmc-q0201npo6r8_6.3trpf 6.8 b, c, d 350 0.15 nmc-q0201npo6r9_6.3trpf 6.9 b, c, d 350 0.15 nmc-q0201npo7r0_6.3trpf 7.0 b, c, d 350 0.15 nmc-q0201npo7r1_6.3trpf 7.1 b, c, d 350 0.15 nmc-q0201npo7.2_6.3trpf 7.2 b, c, d 350 0.15 nmc-q0201npo7r3_6.3trpf 7.3 b, c, d 350 0.15 nmc-q0201npo7r4_6.3trpf 7.4 b, c, d 350 0.15 nmc-q0201npo7r5_6.3trpf 7.5 b, c, d 350 0.15 nmc-q0201npo7r6_6.3trpf 7.6 b, c, d 350 0.15 nmc-q0201npo7r7_6.3trpf 7.7 b, c, d 350 0.15 nmc-q0201npo7r8_6.3trpf 7.8 b, c, d 350 0.15 nmc-q0201npo8r0_6.3trpf 8.0 b, c, d 350 0.15 nmc-q0201npo8r1_6.3trpf 8.1 b, c, d 300 0.15 nmc-q0201npo8r2_6.3trpf 8.2 b, c, d 300 0.15 nmc-q0201npo8r3_6.3trpf 8.3 b, c, d 300 0.15 nmc-q0201npo8r4_6.3trpf 8.4 b, c, d 300 0.15 nmc-q0201npo8r5_6.3trpf 8.5 b, c, d 300 0.15 nmc-q0201npo8r6_6.3trpf 8.6 b, c, d 300 0.15 nmc-q0201npo8r7_6.3trpf 8.7 b, c, d 300 0.15 nmc-q0201npo8r8_6.3trpf 8.8 b, c, d 300 0.15 nmc-q0201npo8r9_6.3trpf 8.9 b, c, d 300 0.15 nmc-q0201npo9r0_6.3trpf 9.0 b, c, d 300 0.15 nmc-q0201npo9r1_6.3trpf 9.1 b, c, d 300 0.15 nmc-q0201npo9r2_6.3trpf 9.2 b, c, d 300 0.15 nmc-q0201npo9r3_6.3trpf 9.3 b, c, d 300 0.15 nmc-q0201npo9r4_6.3trpf 9.4 b, c, d 300 0.15 nmc-q0201npo9r5_6.3trpf 9.5 b, c, d 300 0.15 nmc-q0201npo9r6_6.3trpf 9.6 b, c, d 300 0.15 nmc-q0201npo9r7_6.3trpf 9.7 b, c, d 300 0.15 nmc-q0201npo9r8_6.3trpf 9.8 b, c, d 300 0.15 nmc-q0201npo9r9_6.3trpf 9.9 b, c, d 300 0.15 nmc-q0201npo100_6.3trpf 10 f, g, j 300 0.10 nmc-q0201npo110_6.3trpf 11 f, g, j 300 0.10 nmc-q0201npo120_6.3trpf 12 f, g, j 300 0.10 nmc-q0201npo130_6.3trpf 13 f, g, j 300 0.10 nmc-q0201npo150_6.3trpf 15 f, g, j 250 0.10 nmc-q0201npo160_6.3trpf 16 f, g, j 300 0.10 nmc-q0201npo180_6.3trpf 18 f, g, j 250 0.10 nmc-q0201npo200_6.3trpf 20 f, g, j 250 0.10 nmc-q0201npo220_6.3trpf 22 f, g, j 250 0.10 *typical q & esr nmc-q series multilayer ceramic chip capacitors 0201 6.3 volt standard values and characteristics

 38 ? nic components  corp.     www.niccomp.com     www.lowesr.com     www.rfpassives.com     www.smtmagnetics.com nmc-q series multilayer ceramic chip capacitors 0201 6.3 volt standard values and characteristics nic part number capacitance value (pf) available tolerance q factor (typ. @ 1ghz)* esr   (typ. @ 1ghz)* nmc-q0201npo240_6.3trpf 24 f, g, j 250 0.10 nmc-q0201npo270_6.3trpf 27 f, g, j 250 0.10 nmc-q0201npo300_6.3trpf 30 f, g, j 250 0.10 nmc-q0201npo330_6.3trpf 33 f, g, j 250 0.10 *typical q & esr

 39 ? nic components  corp.     www.niccomp.com     www.lowesr.com     www.rfpassives.com     www.smtmagnetics.com 0201 10 volt standard values and characteristics nmc-q series multilayer ceramic chip capacitors nic part number capacitance value (pf) available tolerance q factor (typ. @ 1ghz)* esr   (typ. @ 1ghz)* nmc-q0201npo0r1_10trpf 0.1 b 400 2.20 nmc-q0201npo0r2_10trpf 0.2 a, b 400 1.80 nmc-q0201npo0r3_10trpf 0.3 a, b 400 0.95 nmc-q0201npo0r4_10trpf 0.4 a, b 400 0.75 nmc-q0201npo0r5_10trpf 0.5 a, b, c 400 0.50 nmc-q0201npo0r6_10trpf 0.6 a, b, c 400 0.45 nmc-q0201npo0r7_10trpf 0.7 a, b, c 400 0.40 nmc-q0201npo0r8_10trpf 0.8 a, b, c 400 0.40 nmc-q0201npo0r9_10trpf 0.9 a, b, c 400 0.35 nmc-q0201npo1r0_10trpf 1.0 a, b, c 400 0.35 nmc-q0201npo1r1_10trpf 1.1 a, b, c 400 0.35 nmc-q0201npo1r2_10trpf 1.2 a, b, c 400 0.35 nmc-q0201npo1r3_10trpf 1.3 a, b, c 400 0.35 nmc-q0201npo1r4_10trpf 1.4 a, b, c 400 0.35 nmc-q0201npo1r5_10trpf 1.5 a, b, c 400 0.30 nmc-q0201npo1r6_10trpf 1.6 a, b, c 400 0.30 nmc-q0201npo1r7_10trpf 1.7 a, b, c 400 0.30 nmc-q0201npo1r8_10trpf 1.8 a, b, c 400 0.30 nmc-q0201npo1r9_10trpf 1.9 a, b, c 400 0.30 nmc-q0201npo2r0_10trpf 2.0 a, b, c 400 0.30 nmc-q0201npo2r1_10trpf 2.1 a, b, c 400 0.30 nmc-q0201npo2r2_10trpf 2.2 a, b, c 400 0.25 nmc-q0201npo2r3_10trpf 2.3 a, b, c 400 0.25 nmc-q0201npo2r4_10trpf 2.4 a, b, c 400 0.25 nmc-q0201npo2r5_10trpf 2.5 a, b, c 400 0.25 nmc-q0201npo2r6_10trpf 2.6 a, b, c 400 0.25 nmc-q0201npo2r7_10trpf 2.7 a, b, c 400 0.25 nmc-q0201npo2r8_10trpf 2.8 a, b, c 400 0.25 nmc-q0201npo2r9_10trpf 2.9 a, b, c 400 0.25 nmc-q0201npo3r0_10trpf 3.0 a, b, c 400 0.25 nmc-q0201npo3r1_10trpf 3.1 a, b, c 400 0.25 nmc-q0201npo3r2_10trpf 3.2 a, b, c 400 0.25 nmc-q0201npo3r3_10trpf 3.3 a, b, c 400 0.25 nmc-q0201npo3r4_10trpf 3.4 a, b, c 400 0.25 nmc-q0201npo3r5_10trpf 3.5 a, b, c 400 0.25 nmc-q0201npo3r6_10trpf 3.6 a, b, c 400 0.25 nmc-q0201npo3r7_10trpf 3.7 a, b, c 400 0.25 nmc-q0201npo3r8_10trpf 3.8 a, b, c 400 0.25 nmc-q0201npo3r9_10trpf 3.9 a, b, c 400 0.20 nmc-q0201npo4r0_10trpf 4.0 a, b, c 400 0.20 nmc-q0201npo4r1_10trpf 4.1 a, b, c 400 0.20 nmc-q0201npo4r2_10trpf 4.2 a, b, c 400 0.20 nmc-q0201npo4r3_10trpf 4.3 a, b, c 400 0.20 nmc-q0201npo4r4_10trpf 4.4 a, b, c 400 0.20 nmc-q0201npo4r5_10trpf 4.5 a, b, c 400 0.20 nmc-q0201npo4r6_10trpf 4.6 a, b, c 400 0.20 nmc-q0201npo4r7_10trpf 4.7 a, b, c 400 0.20 nmc-q0201npo4r7_10trpf 4.7 a, b, c 400 0.20 nmc-q0201npo4r8_10trpf 4.8 a, b, c 400 0.20 nmc-q0201npo4r9_10trpf 4.9 a, b, c 400 0.20 nmc-q0201npo5r1_10trpf 5.1 a, b, c 400 0.20 *typical q & esr

 40 ? nic components  corp.     www.niccomp.com     www.lowesr.com     www.rfpassives.com     www.smtmagnetics.com nmc-q series multilayer ceramic chip capacitors 0201 10 volt standard values and characteristics nic part number capacitance value (pf) available tolerance q factor (typ. @ 1ghz)* esr   (typ. @ 1ghz)* nmc-q0201npo5r2_10trpf 5.2 a, b, c 400 0.20 nmc-q0201npo5r3_10trpf 5.3 a, b, c 400 0.20 nmc-q0201npo5r4_10trpf 5.4 a, b, c 400 0.20 nmc-q0201npo5r6_10trpf 5.6 b, c, d 350 0.15 nmc-q0201npo5r7_10trpf 5.7 b, c, d 350 0.15 nmc-q0201npo5r9_10trpf 5.9 b, c, d 350 0.15 nmc-q0201npo6r0_10trpf 6.0 b, c, d 350 0.15 nmc-q0201npo6r1_10trpf 6.1 b, c, d 350 0.15 nmc-q0201npo6r2_10trpf 6.2 b, c, d 350 0.15 nmc-q0201npo6r3_10trpf 6.3 b, c, d 350 0.15 nmc-q0201npo6r4_10trpf 6.4 b, c, d 350 0.15 nmc-q0201npo6r6_10trpf 6.6 b, c, d 350 0.15 nmc-q0201npo6r8_10trpf 6.8 b, c, d 350 0.15 nmc-q0201npo6r9_10trpf 6.9 b, c, d 350 0.15 nmc-q0201npo7r0_10trpf 7.0 b, c, d 350 0.15 nmc-q0201npo7r1_10trpf 7.1 b, c, d 350 0.15 nmc-q0201npo7.2_10trpf 7.2 b, c, d 350 0.15 nmc-q0201npo7r3_10trpf 7.3 b, c, d 350 0.15 nmc-q0201npo7r4_10trpf 7.4 b, c, d 350 0.15 nmc-q0201npo7r5_10trpf 7.5 b, c, d 350 0.15 nmc-q0201npo7r6_10trpf 7.6 b, c, d 350 0.15 nmc-q0201npo7r7_10trpf 7.7 b, c, d 350 0.15 nmc-q0201npo7r8_10trpf 7.8 b, c, d 350 0.15 nmc-q0201npo8r0_10trpf 8.0 b, c, d 350 0.15 nmc-q0201npo8r1_10trpf 8.1 b, c, d 300 0.15 nmc-q0201npo8r2_10trpf 8.2 b, c, d 300 0.15 nmc-q0201npo8r3_10trpf 8.3 b, c, d 300 0.15 nmc-q0201npo8r4_10trpf 8.4 b, c, d 300 0.15 nmc-q0201npo8r5_10trpf 8.5 b, c, d 300 0.15 nmc-q0201npo8r6_10trpf 8.6 b, c, d 300 0.15 nmc-q0201npo8r7_10trpf 8.7 b, c, d 300 0.15 nmc-q0201npo8r8_10trpf 8.8 b, c, d 300 0.15 nmc-q0201npo8r9_10trpf 8.9 b, c, d 300 0.15 nmc-q0201npo9r0_10trpf 9.0 b, c, d 300 0.15 nmc-q0201npo9r1_10trpf 9.1 b, c, d 300 0.15 nmc-q0201npo9r2_10trpf 9.2 b, c, d 300 0.15 nmc-q0201npo9r3_10trpf 9.3 b, c, d 300 0.15 nmc-q0201npo9r4_10trpf 9.4 b, c, d 300 0.15 nmc-q0201npo9r5_10trpf 9.5 b, c, d 300 0.15 nmc-q0201npo9r6_10trpf 9.6 b, c, d 300 0.15 nmc-q0201npo9r7_10trpf 9.7 b, c, d 300 0.15 nmc-q0201npo9r8_10trpf 9.8 b, c, d 300 0.15 nmc-q0201npo9r9_10trpf 9.9 b, c, d 300 0.15 nmc-q0201npo100_10trpf 10 f, g, j 300 0.10 nmc-q0201npo110_10trpf 11 f, g, j 300 0.10 nmc-q0201npo120_10trpf 12 f, g, j 300 0.10 nmc-q0201npo130_10trpf 13 f, g, j 300 0.10 nmc-q0201npo150_10trpf 15 f, g, j 250 0.10 nmc-q0201npo160_10trpf 16 f, g, j 300 0.10 nmc-q0201npo180_10trpf 18 f, g, j 250 0.10 nmc-q0201npo200_10trpf 20 f, g, j 250 0.10 nmc-q0201npo220_10trpf 22 f, g, j 250 0.10 *typical q & esr

 41 ? nic components  corp.     www.niccomp.com     www.lowesr.com     www.rfpassives.com     www.smtmagnetics.com nmc-q series multilayer ceramic chip capacitors nic part number capacitance value (pf) available tolerance q factor (typ. @ 1ghz)* esr   (typ. @ 1ghz)* nmc-q0201npo240_10trpf 24 f, g, j 250 0.10 nmc-q0201npo270_10trpf 27 f, g, j 250 0.10 nmc-q0201npo300_10trpf 30 f, g, j 250 0.10 nmc-q0201npo330_10trpf 33 f, g, j 250 0.10 *typical q & esr 0201 10 volt standard values and characteristics

 42 ? nic components  corp.     www.niccomp.com     www.lowesr.com     www.rfpassives.com     www.smtmagnetics.com 0201 25 volt standard values and characteristics nmc-q series multilayer ceramic chip capacitors nic part number capacitance value (pf) available tolerance q factor (typ. @ 1ghz)* esr   (typ. @ 1ghz)* nmc-q0201npo0r1_25trpf 0.1 b 400 2.20 nmc-q0201npo0r2_25trpf 0.2 a, b 400 1.80 nmc-q0201npo0r3_25trpf 0.3 a, b 400 0.95 nmc-q0201npo0r4_25trpf 0.4 a, b 400 0.75 nmc-q0201npo0r5_25trpf 0.5 a, b, c 400 0.50 nmc-q0201npo0r6_25trpf 0.6 a, b, c 400 0.45 nmc-q0201npo0r7_25trpf 0.7 a, b, c 400 0.40 nmc-q0201npo0r8_25trpf 0.8 a, b, c 400 0.40 nmc-q0201npo0r9_25trpf 0.9 a, b, c 400 0.35 nmc-q0201npo1r0_25trpf 1.0 a, b, c 400 0.35 nmc-q0201npo1r1_25trpf 1.1 a, b, c 400 0.35 nmc-q0201npo1r2_25trpf 1.2 a, b, c 400 0.35 nmc-q0201npo1r3_25trpf 1.3 a, b, c 400 0.35 nmc-q0201npo1r4_25trpf 1.4 a, b, c 400 0.35 nmc-q0201npo1r5_25trpf 1.5 a, b, c 400 0.30 nmc-q0201npo1r6_25trpf 1.6 a, b, c 400 0.30 nmc-q0201npo1r7_25trpf 1.7 a, b, c 400 0.30 nmc-q0201npo1r8_25trpf 1.8 a, b, c 400 0.30 nmc-q0201npo1r9_25trpf 1.9 a, b, c 400 0.30 nmc-q0201npo2r0_25trpf 2.0 a, b, c 400 0.30 nmc-q0201npo2r1_25trpf 2.1 a, b, c 400 0.30 nmc-q0201npo2r2_25trpf 2.2 a, b, c 400 0.25 nmc-q0201npo2r3_25trpf 2.3 a, b, c 400 0.25 nmc-q0201npo2r4_25trpf 2.4 a, b, c 400 0.25 nmc-q0201npo2r5_25trpf 2.5 a, b, c 400 0.25 nmc-q0201npo2r6_25trpf 2.6 a, b, c 400 0.25 nmc-q0201npo2r7_25trpf 2.7 a, b, c 400 0.25 nmc-q0201npo2r8_25trpf 2.8 a, b, c 400 0.25 nmc-q0201npo2r9_25trpf 2.9 a, b, c 400 0.25 nmc-q0201npo3r0_25trpf 3.0 a, b, c 400 0.25 nmc-q0201npo3r1_25trpf 3.1 a, b, c 400 0.25 nmc-q0201npo3r2_25trpf 3.2 a, b, c 400 0.25 nmc-q0201npo3r3_25trpf 3.3 a, b, c 400 0.25 nmc-q0201npo3r4_25trpf 3.4 a, b, c 400 0.25 nmc-q0201npo3r5_25trpf 3.5 a, b, c 400 0.25 nmc-q0201npo3r6_25trpf 3.6 a, b, c 400 0.25 nmc-q0201npo3r7_25trpf 3.7 a, b, c 400 0.25 nmc-q0201npo3r8_25trpf 3.8 a, b, c 400 0.25 nmc-q0201npo3r9_25trpf 3.9 a, b, c 400 0.20 nmc-q0201npo4r0_25trpf 4.0 a, b, c 400 0.20 nmc-q0201npo4r1_25trpf 4.1 a, b, c 400 0.20 nmc-q0201npo4r2_25trpf 4.2 a, b, c 400 0.20 nmc-q0201npo4r3_25trpf 4.3 a, b, c 400 0.20 nmc-q0201npo4r4_25trpf 4.4 a, b, c 400 0.20 nmc-q0201npo4r5_25trpf 4.5 a, b, c 400 0.20 nmc-q0201npo4r6_25trpf 4.6 a, b, c 400 0.20 nmc-q0201npo4r7_25trpf 4.7 a, b, c 400 0.20 nmc-q0201npo4r7_25trpf 4.7 a, b, c 400 0.20 nmc-q0201npo4r8_25trpf 4.8 a, b, c 400 0.20 nmc-q0201npo4r9_25trpf 4.9 a, b, c 400 0.20 nmc-q0201npo5r1_25trpf 5.1 a, b, c 400 0.20 *typical q & esr

 43 ? nic components  corp.     www.niccomp.com     www.lowesr.com     www.rfpassives.com     www.smtmagnetics.com nmc-q series multilayer ceramic chip capacitors 0201 25 volt standard values and characteristics nic part number capacitance value (pf) available tolerance q factor (typ. @ 1ghz)* esr   (typ. @ 1ghz)* nmc-q0201npo5r2_25trpf 5.2 a, b, c 400 0.20 nmc-q0201npo5r3_25trpf 5.3 a, b, c 400 0.20 nmc-q0201npo5r4_25trpf 5.4 a, b, c 400 0.20 nmc-q0201npo5r6_25trpf 5.6 b, c, d 350 0.15 nmc-q0201npo5r7_25trpf 5.7 b, c, d 350 0.15 nmc-q0201npo5r9_25trpf 5.9 b, c, d 350 0.15 nmc-q0201npo6r0_25trpf 6.0 b, c, d 350 0.15 nmc-q0201npo6r1_25trpf 6.1 b, c, d 350 0.15 nmc-q0201npo6r2_25trpf 6.2 b, c, d 350 0.15 nmc-q0201npo6r3_25trpf 6.3 b, c, d 350 0.15 nmc-q0201npo6r4_25trpf 6.4 b, c, d 350 0.15 nmc-q0201npo6r6_25trpf 6.6 b, c, d 350 0.15 nmc-q0201npo6r8_25trpf 6.8 b, c, d 350 0.15 nmc-q0201npo6r9_25trpf 6.9 b, c, d 350 0.15 nmc-q0201npo7r0_25trpf 7.0 b, c, d 350 0.15 nmc-q0201npo7r1_25trpf 7.1 b, c, d 350 0.15 nmc-q0201npo7.2_25trpf 7.2 b, c, d 350 0.15 nmc-q0201npo7r3_25trpf 7.3 b, c, d 350 0.15 nmc-q0201npo7r4_25trpf 7.4 b, c, d 350 0.15 nmc-q0201npo7r5_25trpf 7.5 b, c, d 350 0.15 nmc-q0201npo7r6_25trpf 7.6 b, c, d 350 0.15 nmc-q0201npo7r7_25trpf 7.7 b, c, d 350 0.15 nmc-q0201npo7r8_25trpf 7.8 b, c, d 350 0.15 nmc-q0201npo8r0_25trpf 8.0 b, c, d 350 0.15 nmc-q0201npo8r1_25trpf 8.1 b, c, d 300 0.15 nmc-q0201npo8r2_25trpf 8.2 b, c, d 300 0.15 nmc-q0201npo8r3_25trpf 8.3 b, c, d 300 0.15 nmc-q0201npo8r4_25trpf 8.4 b, c, d 300 0.15 nmc-q0201npo8r5_25trpf 8.5 b, c, d 300 0.15 nmc-q0201npo8r6_25trpf 8.6 b, c, d 300 0.15 nmc-q0201npo8r7_25trpf 8.7 b, c, d 300 0.15 nmc-q0201npo8r8_25trpf 8.8 b, c, d 300 0.15 nmc-q0201npo8r9_25trpf 8.9 b, c, d 300 0.15 nmc-q0201npo9r0_25trpf 9.0 b, c, d 300 0.15 nmc-q0201npo9r1_25trpf 9.1 b, c, d 300 0.15 nmc-q0201npo9r2_25trpf 9.2 b, c, d 300 0.15 nmc-q0201npo9r3_25trpf 9.3 b, c, d 300 0.15 nmc-q0201npo9r4_25trpf 9.4 b, c, d 300 0.15 nmc-q0201npo9r5_25trpf 9.5 b, c, d 300 0.15 nmc-q0201npo9r6_25trpf 9.6 b, c, d 300 0.15 nmc-q0201npo9r7_25trpf 9.7 b, c, d 300 0.15 nmc-q0201npo9r8_25trpf 9.8 b, c, d 300 0.15 nmc-q0201npo9r9_25trpf 9.9 b, c, d 300 0.15 nmc-q0201npo100_25trpf 10 f, g, j 300 0.10 nmc-q0201npo110_25trpf 11 f, g, j 300 0.10 nmc-q0201npo120_25trpf 12 f, g, j 300 0.10 nmc-q0201npo130_25trpf 13 f, g, j 300 0.10 nmc-q0201npo150_25trpf 15 f, g, j 250 0.10 nmc-q0201npo160_25trpf 16 f, g, j 300 0.10 nmc-q0201npo180_25trpf 18 f, g, j 250 0.10 nmc-q0201npo200_25trpf 20 f, g, j 250 0.10 nmc-q0201npo220_25trpf 22 f, g, j 250 0.10 *typical q & esr

 44 ? nic components  corp.     www.niccomp.com     www.lowesr.com     www.rfpassives.com     www.smtmagnetics.com nmc-q series multilayer ceramic chip capacitors 0201 25 volt standard values and characteristics nic part number capacitance value (pf) available tolerance q factor (typ. @ 1ghz)* esr   (typ. @ 1ghz)* nmc-q0201npo240_25trpf 24 f, g, j 250 0.10 nmc-q0201npo270_25trpf 27 f, g, j 250 0.10 nmc-q0201npo300_25trpf 30 f, g, j 250 0.10 nmc-q0201npo330_25trpf 33 f, g, j 250 0.10 *typical q & esr

 45 ? nic components  corp.     www.niccomp.com     www.lowesr.com     www.rfpassives.com     www.smtmagnetics.com nic part number capacitance value (pf) available tolerance q factor (typ. @ 1ghz)* esr   (typ. @ 1ghz)* nmc-q0402npo0r1_50trpf 0.1 b 400 2.50 nmc-q0402npo0r2_50trpf 0.2 a, b 400 1.60 nmc-q0402npo0r3_50trpf 0.3 a, b 400 1.10 nmc-q0402npo0r4_50trpf 0.4 a, b 400 0.80 nmc-q0402npo0r5_50trpf 0.5 a, b, c 400 0.50 nmc-q0402npo0r6_50trpf 0.6 a, b, c 400 0.40 nmc-q0402npo0r7_50trpf 0.7 a, b, c 400 0.30 nmc-q0402npo0r8_50trpf 0.8 a, b, c 400 0.25 nmc-q0402npo0r9_50trpf 0.9 a, b, c 400 0.20 nmc-q0402npo1r0_50trpf 1.0 a, b, c 400 0.20 nmc-q0402npo1r2_50trpf 1.2 a, b, c 400 0.20 nmc-q0402npo1r5_50trpf 1.5 a, b, c 400 0.20 nmc-q0402npo1r6_50trpf 1.6 a, b, c 400 0.20 nmc-q0402npo1r7_50trpf 1.7 a, b, c 400 0.20 nmc-q0402npo1r8_50trpf 1.8 a, b, c 400 0.20 nmc-q0402npo1r9_50trpf 1.9 a, b, c 400 0.20 nmc-q0402npo2r0_50trpf 2.0 a, b, c 400 0.20 nmc-q0402npo2r1_50trpf 2.1 a, b, c 400 0.20 nmc-q0402npo2r2_50trpf 2.2 a, b, c 400 0.20 nmc-q0402npo2r3_50trpf 2.3 a, b, c 400 0.20 nmc-q0402npo2r4_50trpf 2.4 a, b, c 400 0.20 nmc-q0402npo2r7_50trpf 2.7 a, b, c 400 0.20 nmc-q0402npo3r3_50trpf 3.3 a, b, c 400 0.15 nmc-q0402npo3r6_50trpf 3.6 a, b, c 400 0.15 nmc-q0402npo3r9_50trpf 3.9 a, b, c 350 0.15 nmc-q0402npo4r7_50trpf 4.7 a, b, c 300 0.15 nmc-q0402npo5r1_50trpf 5.1 b, c, d 300 0.15 nmc-q0402npo5r6_50trpf 5.6 b, c, d 300 0.15 nmc-q0402npo6r8_50trpf 6.8 b, c, d 250 0.15 nmc-q0402npo8r2_50trpf 8.2 b, c, d 250 0.10 nmc-q0402npo100_50trpf 10 f, g, j 250 0.10 nmc-q0402npo120_50trpf 12 f, g, j 250 0.10 nmc-q0402npo150_50trpf 15 f, g, j 250 0.10 nmc-q0402npo180_50trpf 18 f, g, j 250 0.10 nmc-q0402npo220_50trpf 22 f, g, j 250 0.10 *typical q & esr 0402 50 volt standard values and characteristics nmc-q series multilayer ceramic chip capacitors

 46 ? nic components  corp.     www.niccomp.com     www.lowesr.com     www.rfpassives.com     www.smtmagnetics.com nic part number capacitance value (pf) available tolerance q factor (typ. @ 1ghz)* esr   (typ. @ 1ghz)* nmc-q0603npo0r3_50trpf 0.3 b 400 0.90 nmc-q0603npo0r4_50trpf 0.4 a, b 400 0.90 nmc-q0603npo0r45_50trpf 0.45 a, b 400 0.90 nmc-q0603npo0r5_50trpf 0.5 a, b, c 400 0.80 nmc-q0603npo0r6_50trpf 0.6 a, b, c 400 0.70 nmc-q0603npo0r7_50trpf 0.7 a, b, c 400 0.50 nmc-q0603npo0r8_50trpf 0.8 a, b, c 400 0.50 nmc-q0603npo0r9_50trpf 0.9 a, b, c 400 0.40 nmc-q0603npo1r0_50trpf 1.0 a, b, c 400 0.30 nmc-q0603npo1r2_50trpf 1.2 a, b, c 400 0.20 nmc-q0603npo1r5_50trpf 1.5 a, b, c 400 0.20 nmc-q0603npo1r6_50trpf 1.6 a, b, c 400 0.20 nmc-q0603npo1r8_50trpf 1.8 a, b, c 400 0.20 nmc-q0603npo2r0_50trpf 2.0 a, b, c 400 0.20 nmc-q0603npo2r2_50trpf 2.2 a, b, c 400 0.20 nmc-q0603npo2r7_50trpf 2.7 a, b, c 400 0.15 nmc-q0603npo3r3_50trpf 3.3 a, b, c 350 0.15 nmc-q0603npo3r9_50trpf 3.9 a, b, c 350 0.10 nmc-q0603npo4r3_50trpf 4.3 a, b, c 300 0.10 nmc-q0603npo4r7_50trpf 4.7 a, b, c 300 0.10 nmc-q0603npo5r6_50trpf 5.6 b, c, d 300 0.10 nmc-q0603npo6r8_50trpf 6.8 b, c, d 250 0.10 nmc-q0603npo8r2_50trpf 8.2 b, c, d 200 0.10 nmc-q0603npo100_50trpf 10 f, g, j 150 0.10 nmc-q0603npo120_50trpf 12 f, g, j 100 0.10 nmc-q0603npo150_50trpf 15 f, g, j 100 0.10 nmc-q0603npo180_50trpf 18 f, g, j 100 0.10 nmc-q0603npo220_50trpf 22 f, g, j 100 0.10 nmc-q0603npo270_50trpf 27 f, g, j 75 0.10 nmc-q0603npo330_50trpf 33 f, g, j 60 0.10 nmc-q0603npo390_50trpf 39 f, g, j 40 0.10 nmc-q0603npo430_50trpf 43 f, g, j 25 0.10 nmc-q0603npo470_50trpf 47 f, g, j 25 0.10 *typical q & esr 0603 50 volt standard values and characteristics nmc-q series multilayer ceramic chip capacitors link 0402 q vs. frequency link 0603 q vs. frequency link 0603 esr vs. frequency

 47 ? nic components  corp.     www.niccomp.com     www.lowesr.com     www.rfpassives.com     www.smtmagnetics.com nic part number capacitance value (pf) available tolerance q factor (typ. @ 1ghz)* esr   (typ. @ 1ghz)* nmc-q0603npo0r3_100trpf 0.3 b 400 0.90 nmc-q0603npo0r4_100trpf 0.4 a, b 400 0.90 nmc-q0603npo0r5_100trpf 0.5 a, b, c 400 0.80 nmc-q0603npo0r6_100trpf 0.6 a, b, c 400 0.70 nmc-q0603npo0r7_100trpf 0.7 a, b, c 400 0.50 nmc-q0603npo0r8_100trpf 0.8 a, b, c 400 0.50 nmc-q0603npo0r9_100trpf 0.9 a, b, c 400 0.40 nmc-q0603npo1r0_100trpf 1.0 a, b, c 400 0.30 nmc-q0603npo1r2_100trpf 1.2 a, b, c 400 0.20 nmc-q0603npo1r5_100trpf 1.5 a, b, c 400 0.20 nmc-q0603npo1r8_100trpf 1.8 a, b, c 400 0.20 nmc-q0603npo2r2_100trpf 2.2 a, b, c 400 0.20 nmc-q0603npo2r7_100trpf 2.7 a, b, c 400 0.15 nmc-q0603npo3r3_100trpf 3.3 a, b, c 350 0.15 nmc-q0603npo3r9_100trpf 3.9 a, b, c 350 0.10 nmc-q0603npo4r7_100trpf 4.7 a, b, c 300 0.10 nmc-q0603npo5r6_100trpf 5.6 b, c, d 300 0.10 nmc-q0603npo6r8_100trpf 6.8 b, c, d 250 0.10 nmc-q0603npo8r2_100trpf 8.2 b, c, d 200 0.10 nmc-q0603npo100_100trpf 10 f, g, j 150 0.10 nmc-q0603npo120_100trpf 12 f, g, j 100 0.10 nmc-q0603npo150_100trpf 15 f, g, j 100 0.10 nmc-q0603npo180_100trpf 18 f, g, j 100 0.10 nmc-q0603npo220_100trpf 22 f, g, j 100 0.10 nmc-q0603npo270_100trpf 27 f, g, j 75 0.10 nmc-q0603npo330_100trpf 33 f, g, j 60 0.10 nmc-q0603npo390_100trpf 39 f, g, j 40 0.10 nmc-q0603npo430_100trpf 43 f, g, j 25 0.10 nmc-q0603npo470_100trpf 47 f, g, j 25 0.10 *typical q & esr 0603 100 volt standard values and characteristics nmc-q series multilayer ceramic chip capacitors

 48 ? nic components  corp.     www.niccomp.com     www.lowesr.com     www.rfpassives.com     www.smtmagnetics.com nic part number capacitance value (pf) available tolerance q factor (typ. @ 1ghz)* esr   (@ 1ghz)* nmc-q0603npo0r3_250trpf 0.3 b 400 0.90 nmc-q0603npo0r4_250trpf 0.4 a, b 400 0.90 nmc-q0603npo0r5_250trpf 0.5 a, b, c 400 0.80 nmc-q0603npo0r6_250trpf 0.6 a, b, c 400 0.70 nmc-q0603npo0r7_250trpf 0.7 a, b, c 400 0.50 nmc-q0603npo0r8_250trpf 0.8 a, b, c 400 0.50 nmc-q0603npo0r9_250trpf 0.9 a, b, c 400 0.40 nmc-q0603npo1r0_250trpf 1.0 a, b, c 400 0.30 nmc-q0603npo1r2_250trpf 1.2 a, b, c 400 0.20 nmc-q0603npo1r5_250trpf 1.5 a, b, c 400 0.20 nmc-q0603npo1r8_250trpf 1.8 a, b, c 400 0.20 nmc-q0603npo2r2_250trpf 2.2 a, b, c 400 0.20 nmc-q0603npo2r7_250trpf 2.7 a, b, c 400 0.15 nmc-q0603npo3r3_250trpf 3.3 a, b, c 350 0.15 nmc-q0603npo3r9_250trpf 3.9 a, b, c 350 0.10 nmc-q0603npo4r7_250trpf 4.7 a, b, c 300 0.10 nmc-q0603npo5r6_250trpf 5.6 b, c, d 300 0.10 nmc-q0603npo6r8_250trpf 6.8 b, c, d 250 0.10 nmc-q0603npo8r2_250trpf 8.2 b, c, d 200 0.10 nmc-q0603npo100_250trpf 10 f, g, j 150 0.10 nmc-q0603npo120_250trpf 12 f, g, j 100 0.10 nmc-q0603npo150_250trpf 15 f, g, j 100 0.10 nmc-q0603npo180_250trpf 18 f, g, j 100 0.10 nmc-q0603npo220_250trpf 22 f, g, j 100 0.10 nmc-q0603npo270_250trpf 27 f, g, j 75 0.10 nmc-q0603npo330_250trpf 33 f, g, j 60 0.10 nmc-q0603npo390_250trpf 39 f, g, j 40 0.10 nmc-q0603npo430_250trpf 43 f, g, j 25 0.10 nmc-q0603npo470_250trpf 47 f, g, j 25 0.10 *typical q & esr 0603 250 volt standard values and characteristics nmc-q series multilayer ceramic chip capacitors

 49 ? nic components  corp.     www.niccomp.com     www.lowesr.com     www.rfpassives.com     www.smtmagnetics.com taping speci   cations reel dimensions (mm) reel quantities punched carrier tape dimensions (mm) type a o b o wfep0 p1 p2d0 t 0201 0.37  0.03 0.67  0.03 8.00  0.10 3.50  0.05 1.75  0.05 4.0  0.10 2.0  0.05 2.0  0.05 1.55  0.05 0.42  0.30 0402 0.62  0.05 1.12  0.05 0.60  0.05 0603 1.02  0.05 1.82  0.05 4.0  0.10 0.95  0.05 size 0201 0402 0603 7? 15,000 10,000 4,000 13? - 50,000 10,000 multilayer ceramic chip capacitors reel diameter (a) b c w1 7? (178  1.0) 13 +0.5/-0.2 60.5 1.0 8.4 +1.5/-0 13? (330  1.0) 100  1.0 c b w a reel t d p o w f a o p1 b o e cardboard carrier tape p2
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