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		  Datasheet File OCR Text:


		  spec-00539  f wall-mount enclosur e s   fusion g7? a n d a cce sso r i e s equipment protection solutions subject to change without notice mild  s t ee l 1 spec-00539 f 763.422.2211 763.422.2600 mild  s t ee l wall-mount enclosur e s f us i on  g7? and  a cc e ssor ie s f usion  g7?,  t yp e  4, 12 industry   standards wall-mounting brackets required to maintain ul/csa external  mounting requirement. ul 508a listed; type 4, 12; file no. 61997 cul listed per csa c22.2 no. 94; type 4, 12; file no. 61997 nema/eemac type 4, 12, 13 csa file no. 42186: type 4, 12 iec 60529, ip66 application innovative, metric-dimensioned wall-mount enclosure designed  to house and protect electrical and electronic components  in industrial environments. provides traditional enclosure  functionality with scalable internal component mounting capability  using the optional internal mounting system and accessory  components. fe atur e s ?    ninety-degree external formed flange trough collar around body  opening ?    three-point latching on enclosures 1000-mm high and taller ?    door alignment device on doors with 3-point latching and 800 mm  or wider ?    pre-cut gland plate opening(s) in enclosure bottom ?    quarter-turn latch(es) with 3-mm double-bit insert ?    corner-formed door ?    simple, easy-to-remove and install hinge pins with captivation  clip ?    high-torque threadless studs and fasteners on door ?    wide assortment of user-friendly internal accessories to  increase internal mounting area capability and design flexibility ?    includes hardware package with grounding and sealing hardware  and illustrated instruction sheet sp e ci f ications ?    constructed from 1.2-mm, 1.5-mm and 2-mm thick steel (18, 16  and 14 gauge) (see table) ?    seamless foam-in-place gasket ?    reversible door with sealed hinges and hinge brackets ?    gland plate(s) for enclosure bottom ?    bonding provision on door; grounding studs (2) on body ?    full-height galvanized steel back panel included f inis h ral 7035 textured, light-gray polyester powder paint inside and out panel is galvanized bulletin: a4g  

 spec-00539  f wall-mount enclosur e s   fusion g7? a n d a cce sso r i e s ph 763.422.2211 ? fax 763.422.2600 ? hoffmanonline.com equipment protection solutions mild  s t ee l 2 standard product ? catalog number axbxc mm/in. body thickness mm body thickness gauge door thickness mm door thickness gauge latch type d x e  mm/in. g x h  mm/in. j  mm/in. p x q  mm/in. s  mm/in. g300300225g 300 x 300 x 225  11.81 x 11.81 x 8.86 1.2 18 1.2 18 quarter-turn 255 x 255 10.04 x 10.04 262 x 262 10.31 x 10.31 150 5.91 180 x 90 7.09 x 3.54 39 1.55 g300400200g 300 x 400 x 200  11.81 x 15.75 x 7.87 1.2 18 1.2 18 quarter-turn 255 x 355 10.04 x 13.98 262 x 362 10.31 x 14.25 150 5.91 280 x 90 11.02 x 3.54 39 1.55 g400300150 400 x 300 x 150  15.75 x 11.81 x 5.91 1.2 18 1.2 18 quarter-turn 355 x 255 13.98 x 10.04 362 x 262 14.25 x 10.31 200 7.87   39 1.55 g400300225g 400 x 300 x 225  15.75 x 11.81 x 8.86 1.2 18 1.2 18 quarter-turn 355 x 255 13.98 x 10.04 362 x 262 14.25 x 10.31 200 7.87 180 x 90 7.09 x 3.54 39 1.55 g400400225g 400 x 400 x 225  15.75 x 15.75 x 8.86 1.2 18 1.2 18 quarter-turn 355 x 355 13.98 x 13.98 362 x 362 14.25 x 14.25 200 7.87 280 x 90 11.02 x 3.54 39 1.55 g400600225g 400 x 600 x 225  15.75 x 23.62 x 8.86 1.2 18 1.2 18 quarter-turn 355 x 555 13.98 x 21.85 362 x 562 14.25 x 22.13 200 7.87 180 x 90 7.09 x 3.54 39 1.55 g500400225g 500 x 400 x 225  19.69 x 15.75 x 8.86 1.2 18 1.2 18 quarter-turn 455 x 355 17.91 x 13.98 462 x 362 18.19 x 14.25 250 9.84 280 x 90 11.02 x 3.54 39 1.55 g500500225g 500 x 500 x 225  19.69 x 19.69 x 8.86 1.2 18 1.2 18 quarter-turn 455 x 455 17.91 x 17.91 462 x 462 18.19 x 18.19 250 9.84 280 x 90 11.02 x 3.54 39 1.55 g500500300g 500 x 500 x 300  19.69 x 19.69 x 11.81 1.5 16 1.2 18 quarter-turn 455 x 455 17.91 x 17.91 462 x 462 18.19 x 18.19 250 9.84 280 x 150 11.02 x 5.91 39 1.55 g600400225g 600 x 400 x 225  23.62 x 15.75 x 8.86 1.2 18 1.2 18 quarter-turn 555 x 355 21.85 x 13.98 562 x 362 22.13 x 14.25 300 11.81 280 x 90 11.02 x 3.54 39 1.55 g600500200g 600 x 500 x 200  23.62 x 19.69 x 7.87 1.2 18 1.5 16 quarter-turn 555 x 455 21.85 x 17.91 562 x 462 22.13 x 18.19 300 11.81 280 x 90 11.02 x 3.54 39 1.55 g600500300g 600 x 500 x 300  23.62 x 19.69 x 11.81 1.5 16 1.5 16 quarter-turn 555 x 455 21.85 x 17.91 562 x 462 22.13 x 18.19 300 11.81 280 x 150 11.02 x 5.91 39 1.55 g600600225g 600 x 600 x 225  23.62 x 23.62 x 8.86 1.5 16 1.5 16 quarter-turn 555 x 555 21.85 x 21.85 562 x 562 22.13 x 22.13 125 4.92 180 x 90 7.09 x 3.54 39 1.55 g600600325g 600 x 600 x 325  23.62 x 23.62 x 12.80 1.5 16 1.5 16 quarter-turn 555 x 555 21.85 x 21.85 562 x 562 22.13 x 22.13 125 4.92 180 x 150 7.09 x 5.91 39 1.55 g600600400g 600 x 600 x 400  23.62 x 23.62 x 15.75 2.0 14 1.5 16 quarter-turn 555 x 555 21.85 x 21.85 562 x 562 22.13 x 22.13 125 4.92 180 x 150 7.09 x 5.91 39 1.55 g600800300g 600 x 800 x 300  23.62 x 31.50 x 11.81 1.5 16 1.5 16 quarter-turn 555 x 755 21.85 x 29.72 562 x 762 22.13 x 30.00 125 4.92 180 x 150 7.09 x 5.91 102 4.02 g700500250g 700 x 500 x 250  27.56 x 19.69 x 9.84 1.5 16 1.5 16 quarter-turn 655 x 455 25.79 x 17.91 662 x 462 26.06 x 18.19 125 4.92 280 x 90 11.02 x 3.54 39 1.55 g800600225g 800 x 600 x 225  31.50 x 23.62 x 8.86 1.5 16 1.5 16 quarter-turn 755 x 555 29.72 x 21.85 762 x 562 30.00 x 22.13 125 4.92 180 x 90 7.09 x 3.54 39 1.55 g800600325g 800 x 600 x 325  31.50 x 23.62 x 12.80 1.5 16 1.5 16 quarter-turn 755 x 555 29.72 x 21.85 762 x 562 30.00 x 22.13 125 4.92 180 x 150 7.09 x 5.91 39 1.55 g800600425g 800 x 600 x 425  31.50 x 23.62 x 16.73 2.0 14 1.5 16 quarter-turn 755 x 555 29.72 x 21.85 762 x 562 30.00 x 22.13 125 4.92 180 x 150 7.09 x 5.91 39 1.55 g800800225g 800 x 800 x 225  31.50 x 31.50 x 8.86 1.5 16 2.0 14 quarter-turn 755 x 755 29.72 x 29.72 762 x 762 30.00 x 30.00 125 4.92 280 x 90 11.02 x 3.54 39 1.55 g800800300g 800 x 800 x 300  31.50 x 31.50 x 11.81 2.0 14 2.0 14 quarter-turn 755 x 755 29.72 x 29.72 762 x 762 30.00 x 30.00 125 4.92 180 x 150 7.09 x 5.91 102 4.02 G1000600250G 1000 x 600 x 250  39.37 x 23.62 x 9.84 2.0 14 2.0 14 3-pt. quarter-turn 955 x 555 37.60 x 21.85 962 x 562 37.87 x 22.13 500 19.68 180 x 90 7.09 x 3.54 39 1.55 g1000800300g 1000 x 800 x 300  39.37 x 31.50 x 11.81 2.0 14 2.0 14 3-pt. quarter-turn 955 x 755 37.60 x 29.72 962 x 762 37.87 x 30.00 500 19.68 180 x 150 7.09 x 5.91 102 4.02 g1000800400g 1000 x 800 x 400  39.37 x 31.50 x 15.75 2.0 14 2.0 14 3-pt. quarter-turn 955 x 755 37.60 x 29.72 962 x 762 37.87 x 30.00 500 19.68 180 x 150 7.09 x 5.91 102 4.02 g1200800300g 1200 x 800 x 300  47.24 x 31.50 x 11.81 2.0 14 2.0 14 3-pt. quarter-turn 1155 x 755 45.47 x 29.72 1162 x 762 45.75 x 30.00 600 23.62 180 x 150 7.09 x 5.91 102 4.02 g1200800400g 1200 x 800 x 400  47.24 x 31.50 x 15.75 2.0 14 2.0 14 3-pt. quarter-turn 1155 x 755 45.47 x 29.72 1162 x 762 45.75 x 30.00 600 23.62 180 x 150 7.09 x 5.91 102 4.02 g1200900325g 1200 x 900 x 325  47.24 x 35.43 x 12.80 2.0 14 2.0 14 3-pt. quarter-turn 1155 x 855 45.47 x 33.66 1162 x 862 45.75 x 33.94 600 23.62 280 x 150 11.02 x 5.91 102 4.02 g1500900325g 1500 x 900 x 325  59.06 x 35.43 x 12.80 2.0 14 2.0 14 3-pt. quarter-turn 1455 x 855 57.28 x 33.66 1462 x 862 57.57 x 33.94 750 29.53 280 x 150 11.02 x 5.91 102 4.02 g1500900425g 1500 x 900 x 425  59.06 x 35.43 x 16.73 2.0 14 2.0 14 3-pt. quarter-turn 1455 x 855 57.28 x 33.66 1462 x 862 57.57 x 33.94 750 29.53 280 x 150 11.02 x 5.91 102 4.02 g400300150 does not have a gland plate. 

 spec-00539  f wall-mount enclosur e s   fusion g7? a n d a cce sso r i e s equipment protection solutions subject to change without notice mild  s t ee l 3 (body opening)  b - 40 mm      1.57 b opening) a - 40 mm 1.57 (body a 1.59 41 mm are used) a - 2j (when 2 latches j 2.08 53 mm 2.12 54 mm          (door clear space) b - 81 mm for quarter-turn latching      3.18 b - 121 mm for 3-point latching      4.75 space) a - 41 mm 1.60 (door clear 1.00 25 mm door bonding provision .80 20 mm c .10 (4x) 3 mm .75 19 mm 1.02 26 mm y y m8 x 1.25-6g collar stud p q s 1.00 25 mm body grounding stud (2x) 1 or 2 per enclosure qty 2 when b >  600mm                         23.63 e h .75 19 mm g .75 19 mm .50 13 mm .89 21 mm d .51 13 mm .51 13 mm .89 23 mm section y-y  omit middle studs if a < 762 mm     30.00 omit middle studs if b spec-00539  f wall-mount enclosur e s   fusion g7? a n d a cce sso r i e s ph 763.422.2211 ? fax 763.422.2600 ? hoffmanonline.com equipment protection solutions mild  s t ee l 4 accessory selection matrix ? fusion g7? full back panel half back panel full side panel half side panel side-mount accessory rail horizontal separator 100-mm plinth base aluminum swing panel front and back vertical accessory mounting rails top/bottom mounting brackets g300300225g g300p300 g300p300h g300smp225 g300smp225h g50smr225 ghs300225   gamr300 gtbmtbkt300 g300400200g g400p300 g300p400h g300smp200 g300smp200h g50smr200 ghs400200   gamr300 gtbmtbkt400 g400300150 g400p300 g400p300h g400smp150 g400smp150h g50smr150    gamr400 gtbmtbkt300 g400300225g g400p300 g400p300h g400smp225 g400smp225h g50smr225 ghs300225  gsp400300a gamr400 gtbmtbkt300 g400400225g g400p400 g400p400h g400smp225 g400smp225h g50smr225 ghs400225   gamr400 gtbmtbkt400 g400600225g g600p400 g400p600h g400smp225 g400smp225h g50smr225 ghs600225   gamr400 gtbmtbkt600 g500400225g g500p400 g500p400h g500smp225 g500smp225h g50smr225 ghs400225  gsp500400a gamr500 gtbmtbkt400 g500500225g g500p500 g500p500h g500smp225 g500smp225h g50smr225 ghs500225  gsp500500a gamr500 gtbmtbkt500 g500500300g g500p500 g500p500h g500smp300 g500smp300h g50smr300 ghs500300  gsp500500a gamr500 gtbmtbkt500 g600400225g g600p400 g600p400h g600smp225 g600smp225h g50smr225 ghs400225   gamr600 gtbmtbkt400 g600500200g g600p500 g600p500h g600smp200 g600smp200h g50smr200 ghs500200  gsp600500a gamr600 gtbmtbkt500 g600500300g g600p500 g600p500h g600smp300 g600smp300h g50smr300 ghs500300  gsp600500a gamr600 gtbmtbkt500 g600600225g g600p600 g600p600h g600smp225 g600smp225h g50smr225 ghs600225  gsp600600a gamr600 gtbmtbkt600 g600600325g g600p600 g600p600h g600smp325 g600smp325h g50smr325 ghs600325  gsp600600a gamr600 gtbmtbkt600 g600600400g g600p600 g600p600h g600smp400 g600smp400h g50smr400 ghs600400  gsp600600a gamr600 gtbmtbkt600 g600800300g g800p600 g600p800h g600smp300 g600smp300h g50smr300 ghs800300 gpb800300  gamr600 gtbmtbkt800 g700500250g g700p500 g700p500h g700smp250 g700smp250h g50smr250 ghs500250  gsp700500a gamr700 gtbmtbkt500 g800600225g g800p600 g800p600h g800smp225 g800smp225h g50smr225 ghs600225  gsp800600a gamr800 gtbmtbkt600 g800600325g g800p600 g800p600h g800smp325 g800smp325h g50smr325 ghs600325  gsp800600a gamr800 gtbmtbkt600 g800600425g g800p600 g800p600h g800smp425 g800smp425h g50smr425   gsp800600a gamr800 gtbmtbkt600 g800800225g g800p800 g800p800h g800smp225 g800smp225h g50smr225    gamr800 gtbmtbkt800 g800800300g g800p800 g800p800h g800smp300 g800smp300h g50smr300 ghs800300 gpb800300  gamr800 gtbmtbkt800 G1000600250G g1000p600 g1000p600h g1000smp250 g1000smp250h g50smr250 ghs600250  gsp1000600a gamr1000 gtbmtbkt600 g1000800300g g1000p800 g1000p800h g1000smp300 g1000smp300h g50smr300 ghs800300 gpb800300 gsp1000800a gamr1000 gtbmtbkt800 g1000800400g g1000p800 g1000p800h g1000smp400 g1000smp400h g50smr400 ghs800400 gpb800400 gsp1000800a gamr1000 gtbmtbkt800 g1200800300g g1200p800 g1200p800h g1200smp300 g1200smp300h g50smr300 ghs800300 gpb800300 gsp1200800a gamr1200 gtbmtbkt800 g1200800400g g1200p800 g1200p800h g1200smp400 g1200smp400h g50smr400 ghs800400 gpb800400 gsp1200800a gamr1200 gtbmtbkt800 g1200900325g g1200p900 g1200p900h g1200smp325 g1200smp325h g50smr325 ghs900325 gpb900325 gsp1200900a gamr1200 gtbmtbkt900 g1500900325g g1500p900 g1500p900h g1500smp325 g1500smp325h g50smr325 ghs900325 gpb900325 gsp1500900a gamr1500 gtbmtbkt900 g1500900425g g1500p900 g1500p900h g1500smp425 g1500smp425h g50smr425 ghs900425 gpb900425 gsp1500900a gamr1500 gtbmtbkt900 gland  p lat e constructed of 1.5-mm thick (16 gauge) steel and designed for  use with fusion g7?    enclosures. provides a removable cable  egress and entry plate while maintaining ip/ul/csa integrity of the  enclosure. ral 7035 textured, light-gray polyester powder paint  finish. foam-in-place gasket, fasteners and instructions provided.  maintains ip66/ul/csa type 4 and 12 when properly installed on a  hoffman enclosure. bulletin: a4gy catalog number cutout size (mm) cutout size (in.) w x h (mm) w x h (in.) ggp90180 90 x 180 3.54 x 7.09 165 x 255 6.50 x 10.04 ggp90280 90 x 280 3.54 x 11.02 165 x 355 6.50 x 13.98 ggp150180 150 x 180 5.91 x 7.09 225 x 255 8.86 x 10.04 ggp150280 150 x 280 5.91 x 11.02 225 x 355 8.86 x 13.98 

 spec-00539  f wall-mount enclosur e s   fusion g7? a n d a cce sso r i e s equipment protection solutions subject to change without notice mild  s t ee l 5 front and back v e rtical  a cc e ssory mountin g  r ails constructed of galvanized steel. front rail is 2.0-mm thick (14  gauge) and back rail is 1.5-mm thick (16 gauge). package includes  two front and two back rails and mounting screws.  required for side-mount and adjustable-depth accessory installation. bulletin: a4gy 10  mm .39 4  mm .17 25  mm .98 back rail 5  mm .20 25  mm .98 front rail 89000891 10 0m.3947258b ?i 9a9?22? ?i 9a9?ilf? a???-- 100 99479 a???-- l00 934r3 a???-- 300 9f427 a???-- 200 .142. a???-- r00 .r432 a???-- 700 19430 a???--- 9000 1f41r a????-- 9.00 lr4.l a????-- 9300 3f403  

 spec-00539  f wall-mount enclosur e s   fusion g7? a n d a cce sso r i e s ph 763.422.2211 ? fax 763.422.2600 ? hoffmanonline.com equipment protection solutions mild  s t ee l 6 full-h e i gh t back  p an e l galvanized steel full-height panels. see table for thickness. m8 panel mounting nuts provided with 50-mm front-to-back side-mount  accessory rails and side-mount accessory rail brackets. bulletin: a4gy catalog number d x e (mm) d x e (in.) thickness (mm) thickness (gauge) fits a x b (mm) fits a x b (in.) g300p300 oggtltogg  anantlt anan  ng  m caatltcaa   nu tlt  nu  g400p300 cggtltogg  cn.utlt anan  ng  m naatltcaa katcaatltnaa  gndgtlt  nu  kat  nu tlt gndg g400p400 cggtltcgg  cn.utlt cn.u  ng  m naatltnaa  gndgtlt gndg g500p400 nggtltcgg  dn. tlt cn.u  ng  m gaatltnaa  .nmutlt gndg g600p400 gggtltcgg o nugtlt cn.u  ng  m maatltnaa katnaatltmaa ocnmotlt gndg kat gndgtltocnmo g500p500 nggtltngg  dn. tlt dn.   ng  m gaatltgaa  .nmutlt .nmu g600p500 gggtltngg o nugtlt dn.   ng  m maatltgaa ocnmotlt .nmu g700p500 mggtltngg ognd.tlt dn.  ona  n daatltgaa odngmtlt .nmu g600p600 gggtltggg o nugtlto nug ona  n maatltmaa ocnmotltocnmo g800p600 dggtltggg o.ndotlto nug ona  n uaatltmaa katmaatltuaa c ngatltocnmo katocnmotltc nga g1000p600 .ggtltggg cdnmatlto nug ong  o  aaatltmaa c.ncdtltocnmo g800p800 dggtltdgg o.ndotlto.ndo ong  o uaatltuaa c ngatltc nga g1000p800 .ggtltdgg cdnmatlto.ndo ong  o  aaatltuaa c.ncdtltc nga g1200p800   ggtltdgg ngnndtlto.ndo ong  o  oaatltuaa ndnontltc nga g1200p900   ggtltugg ngnndtltccnmm ong  o  oaatlt.aa ndnontltcgnnc g1500p900  nggtltugg gdnoutltccnmm ong  o  gaatlt.aa g.nagtltcgnnc 

 spec-00539  f wall-mount enclosur e s   fusion g7? a n d a cce sso r i e s equipment protection solutions subject to change without notice mild  s t ee l 7 hal f -h e i gh t back  p an e l galvanized steel half-height back panels. see table for thickness. m8 panel mounting nuts provided with 50-mm front-to-back side-mount  accessory rails and side-mount accessory rail brackets. bulletin: a4gy catalog number d x e (mm) d x e (in.) thickness (mm) thickness (gauge) fits a x b (mm) fits a x b (in.) g300p300h  oatltogg nndotlt anan  ng  m caatltcaa   nu tlt  nu  g300p400h  oatltcgg nndotlt cn.u  ng  m caatltnaa   nu tlt gndg g400p300h  datltogg mnm.tlt ana   ng  m naatltcaa  gndgtlt  nu  g400p400h  datltcgg mnm.tlt cn.u  ng  m naatltnaa  gndgtlt gndg g400p600h  datltggg mnm.tlto nug  ng  m naatltmaa  gndgtltocnmo g500p400h ooatltcgg unmmtlt cn.u  ng  m gaatltnaa  .nmutlt gndg g500p500h ooatltngg unmmtlt dn.   ng  m gaatltgaa  .nmutlt .nmu g600p400h odatltcgg  anmctlt cn.u  ng  m maatltnaa ocnmotlt gndg g600p500h odatltngg  anmctlt dn.   ng  m maatltgaa ocnmotlt .nmu g600p600h odatltggg  anmctlto nug  ng  m maatltmaa ocnmotltocnmo g600p800h odatltdgg  anmctlto.ndo  ng  m maatltuaa ocnmotltconga g700p500h coatltngg  onmatlt dn.   ng  m daatltgaa odngmtlt .nmu g800p600h cdatltggg  nngdtlto nug  ng  m uaatltmaa c ngatltocnmo g800p800h cdatltdgg  nngdtlto.ndo  ng  m uaatltuaa congatltconga g1000p600h ndatltggg  ungatlto nug  ng  m  aaatltmaa c.ncdtltocnmo g1000p800h ndatltdgg  ungatlto.ndo ona  n  aaatltuaa c.ncdtltc nga g1200p800h gdatltdgg oonnntlto.ndo ona  n  oaatltuaa ndnontltc nga g1200p900h gdatltugg oonnntltccnmm ona  n  oaatlt.aa ndnontltcgnnc g1500p900h doatltugg ouncgtltccnmm ona  n  gaatlt.aa g.nagtltcgnnc  

 spec-00539  f wall-mount enclosur e s   fusion g7? a n d a cce sso r i e s ph 763.422.2211 ? fax 763.422.2600 ? hoffmanonline.com equipment protection solutions mild  s t ee l 8 full-h e i gh t s id e p an e l galvanized steel full-height side panels. panel mounting hardware  is furnished with the panel. see table for thickness. bulletin: a4gy catalog number d x e (mm) d x e (in.) thickness (mm) thickness (gauge) fits a x c (mm) fits a x c (in.) g300smp200 255 x 142 10.04 x 5.59 1.5 16 300 x 200 11.71 x 7.87 g300smp225 255 x 167 10.01 x 6.57 1.5 16 300 x 255 11.71 x 10.04 g400smp150 355 x 92 13.98 x 3.62 1.5 16 400 x 150 15.75 x 5.91 g400smp225 355 x 167 13.98 x 6.57 1.5 16 400 x 225 15.75 x 10.04 g500smp225 455 x 167 17.91 x 6.57 1.5 16 500 x 255 19.68 x 10.04 g500smp300 455 x 242 17.91 x 9.53 1.5 16 500 x 300 19.68 x 11.71 g600smp200 555 x 142 21.85 x 5.59 1.5 16 600 x 200 23.62 x 7.87 g600smp225 555 x 167 21.85 x 6.57 1.5 16 600 x 225 23.62 x 10.04 g600smp300 555 x 242 21.85 x 9.53 1.5 16 600 x 300 23.62 x 11.71 g600smp325 555 x 267 21.85 x 10.51 1.5 16 600 x 325 23.62 x 12.80 g600smp400 555 x 342 21.85 x 13.46 1.5 16 600 x 400 23.62 x 15.75 g700smp250 655 x 192 25.79 x 7.56 1.5 16 700 x 250 27.56 x 9.84 g800smp225 755 x 167 29.72 x 6.57 1.5 16 800 x 225 31.50 x 10.04 g800smp300 755 x 242 29.72 x 9.53 1.5 16 800 x 300 31.50 x 11.71 g800smp325 755 x 267 29.72 x 10.51 1.5 16 800 x 325 31.50 x 12.80 g800smp425 755 x 367 29.72 x 14.45 1.5 16 800 x 425 31.50 x 16.73 g1000smp250 955 x 192 37.60 x 7.56 1.5 16 1000 x 250 39.37 x 9.87 g1000smp300 955 x 242 67.60 x 9.53 1.5 16 1000 x 300 39.37 x 11.71 g1000smp400 955 x 342 37.60 x 13.46 1.5 16 1000 x 400 39.37 x 15.75 g1200smp300 1155 x 242 45.47 x 9.53 1.5 16 1200 x 300 47.24 x 11.71 g1200smp325 1155 x 267 45.47 x 10.51 1.5 16 1200 x 325 47.24 x 12.80 g1200smp400 1155 x 342 45.47 x 13.46 1.5 16 1200 x 400 47.24 x 15.75 g1500smp325 1455 x 267 57.28 x 10.51 1.5 16 1500 x 325 59.05 x 12.80 g1500smp425 1455 x 367 57.28 x 14.45 1.5 16 1500 x 425 59.05 x 16.73 

 spec-00539  f wall-mount enclosur e s   fusion g7? a n d a cce sso r i e s equipment protection solutions subject to change without notice mild  s t ee l 9 hal f -h e i gh t s id e p an e l galvanized steel half-height side panels are 1.5-mm thick (16  gauge). panel mounting hardware is furnished with the panel.  bulletin: a4gy catalog number d x e (mm) d x e (in.) fits a x c (mm) fits a x c (in.) g300smp200h 120 x 142 4.72 x 5.59 300 x 200 11.81 x 7.87 g300smp225h 120 x 167 4.72 x 6.57 300 x 225 11.81 x 8.86 g400smp150h 170 x 92 6.69 x 3.62 400 x 150 15.75 x 5.91 g400smp225h 170 x 167 6.69 x 6.57 400 x 225 15.75 x 8.86 g500smp225h 220 x 167 8.66 x 6.57 500 x 225 19.68 x 8.86 g500smp300h 220 x 242 8.66 x 9.53 500 x 300 19.68 x 11.81 g600smp200h 270 x 142 10.63 x 5.59 600 x 200 23.62 x 7.87 g600smp225h 270 x 167 10.63 x 6.57 600 x 225 23.62 x 8.86 g600smp300h 270 x 242 10.63 x 9.53 600 x 300 23.62 x 11.81 g600smp325h 270 x 267 10.63 x 10.51 300 x 325 11.81 x 12.76 g600smp400h 270 x 342 10.63 x 13.46 600 x 400 23.62 x 15.75 g700smp250h 320 x 192 12.60 x 7.56 700 x 250 27.56 x 9.84 g800smp225h 370 x 167 14.57 x 6.57 800 x 225 31.50 x 8.86 g800smp300h 370 x 242 14.57 x 9.53 800 x 300 31.50 x 11.81 g800smp325h 370 x 267 14.57 x 10.51 800 x 325 31.50 x 12.76 g800smp425h 370 x 367 14.57 x 14.45 800 x 425 31.50 x 16.73 g1000smp250h 470 x 192 18.50 x 7.56 1000 x 250 39.37 x 9.84 g1000smp300h 470 x 242 18.50 x 9.53 1000 x 300 39.37 x 11.81 g1000smp400h 470 x 342 18.50 x 13.46 1000 x 400 39.37 x 15.75 g1200smp300h 570 x 242 22.44 x 9.53 1200 x 300 47.24 x 11.81 g1200smp325h 570 x 267 22.44 x 10.51 1200 x 325 47.24 x 12.76 g1200smp400h 570 x 342 22.44 x 13.46 1200 x 400 47.24 x 15.75 g1500smp325h 720 x 267 28.35 x 10.51 1500 x 325 59.05 x 12.80 g1500smp425h 720 x 367 28.35 x 14.45 1500 x 425 59.05 x 16.73 s id e -mount  a cc e ssory  r ail easy-to-install side (front-to-back) mounting rails provide side and  depth mounting capability using minimal tools. rails are 1.5-mm  thick (16 gauge) galvanized steel. qty. 4 per package. includes  panel-mount brackets, nuts and screws. bulletin: a4gy catalog number fits depth (mm) fits depth (in.) g50smr150 150 5.91 g50smr200 200 7.87 g50smr225 225 8.86 g50smr250 250 9.84 g50smr300 300 11.81 g50smr325 325 12.80 g50smr400 400 15.75 g50smr425 425 16.73  

 spec-00539  f wall-mount enclosur e s   fusion g7? a n d a cce sso r i e s ph 763.422.2211 ? fax 763.422.2600 ? hoffmanonline.com equipment protection solutions mild  s t ee l 10 horizontal  se parator horizontal separator mounts onto side-mount accessory rails to  divide the fusion g7?    into separate compartments. galvanized  1.5-mm thick (16 gauge) steel. mounting hardware provided. bulletin: a4gy catalog number fits b x c (mm) fits  b x c (in.) w x d (mm) w x d (in.) s (mm) s (in.) ghs300225 300 x 225 11.81 x 8.86 255 x 148 10.04 x 5.83 100 3.94 ghs400200 400 x 200 15.75 x 7.87 355 x 123 13.98 x 4.84 75 2.95 ghs400225 400 x 225 15.75 x 8.86 355 x 148 13.98 x 5.83 100 3.94 ghs500200 500 x 200 19.68 x 7.87 455 x 123 17.91 x 4.84 75 2.95 ghs500225 500 x 225 19.68 x 8.86 455 x 148 17.91 x 5.83 100 3.94 ghs500250 500 x 250 19.68 x 9.84 455 x 173 17.91 x 6.81 125 4.92 ghs500300 500 x 300 19.68 x 11.81 455 x 223 17.91 x 8.87 175 6.89 ghs600225 600 x 225 23.62 x 8.86 555 x 148 21.85 x 5.83 100 3.94 ghs600250 600 x 250 23.62 x 9.84 555 x 173 21.85 x 6.81 125 4.92 ghs600325 600 x 325 23.62 x 12.80 555 x 248 21.85 x 9.76 200 7.78 ghs600400 600 x 400 23.62 x 15.75 555 x 323 21.85 x 12.72 275 10.83 ghs800300 800 x 300 32.50 x 11.81 755 x 223 29.72 x 8.78 175 6.89 ghs800400 800 x 400 32.50 x 15.75 755 x 323 29.72 x 12.72 275 10.83 ghs900325 900 x 325 35.43 x 12.50 855 x 248 33.66 x 9.76 200 7.87 ghs900425 900 x 425 35.43 x 16.73 855 x 348 33.66 x 13.70 300 11.81 p adlock  i ns e rts padlock inserts fit into standard quarter-turn latches. they are  made of black composite material (pbt) with zinc insert and replace  the standard 3-mm double-bit insert when padlocking security is  required. available with 3-mm double bit or slotted screwdriver tool  to open. accommodate up to 5/16-in. diameter padlock shank. bulletin: a4gy 29  mm 1.15 36  mm 1.40 89000896 catalog number description gpdlock3mm 3-mm double-bit padlock insert gpdlockslot slotted screwdriver padlock insert 

 spec-00539  f wall-mount enclosur e s   fusion g7? a n d a cce sso r i e s equipment protection solutions subject to change without notice mild  s t ee l 11 handl e s these black composite handles with zinc insert can replace the  standard quarter-turn 3-mm double bit insert on all fusion g7?     wall-mount enclosures. the keylocking handle is available for  applications requiring quick access and keylocking security. the  padlocking handle accommodates up to a 5/16-in. diameter padlock  shank. each latch system can be converted from clockwise to  counter-clockwise opening. maintains ip66 and ul/csa type 4 and  12 when properly installed in a hoffman fusion g7 enclosure. bulletin: a4gy 48  mm 1.89 11 5  mm 4.51 89000897 catalog number description gkeylockhdl key-locking handle gpdlockhdl padlocking handle hin ge  p in  k its easy-to-remove and replace hinge pins facilitate door removal or  reversing. available in plated or stainless steel. bulletin: a4gy, vm3 catalog number description pkg. qty. ghpinss stainless steel 2 ghpinms plated steel 2 din  r ail mountin g a dapt e r allows quick and simple installation of ts35 x 7.5 din (din3) rail.  black composite (pbt) material. din rail not included. bulletin: a4gy catalog number pkg. qty. gdinrailbkt 10  

 spec-00539  f wall-mount enclosur e s   fusion g7? a n d a cce sso r i e s ph 763.422.2211 ? fax 763.422.2600 ? hoffmanonline.com equipment protection solutions mild  s t ee l 12 100- mm  p lint h  bas e install 100-mm plinth base under fusion g7?    enclosure to  provide space for cables to enter from below. constructed of  1.5-mm thick (16 gauge) steel sides and 2.5-mm thick (12 gauge)  corners with textured ral 9005 black finish. mounting hardware  included with base. bulletin: a4gy catalog number fits b x c (mm) fits b x c (in.) w x d (mm) w x d (in.) gpb800300 800 x 300 31.50 x 11.81 800 x 279 31.50 x 10.98 gpb800400 800 x 400 31.50 x 15.75 800 x 379 31.50 x 14.92 gpb900325 900 x 325 35.43 x 12.80 900 x 304 35.43 x 11.97 gpb900425 900 x 425 35.43 x 16.73 900 x 404 35.43 x 15.91 a lu m inu m  sw in g p an e l 2.5-mm (.100-in.) thick aluminum swing panel provides a  convenient way to install controls and instruments near the front  of the fusion g7?    enclosure while providing access and security.  mounting hardware and 3-mm double-bit key included with panel. bulletin: a4gy catalog number fits a x b (mm) fits a x b (in.) h x w (mm) h x w (in.) gsp400300a 400 x 300 15.75 x 11.81 315 x 233 12.40 x 9.16 gsp500400a 500 x 400 19.68 x 15.75 415 x 333 16.34 x 13.11 gsp500500a 500 x 500 19.68 x 19.68 415 x 433 16.34 x 17.05 gsp600500a 600 x 500 23.62 x 19.68 515 x 433 20.27 x 17.05 gsp600600a 600 x 600 23.62 x 23.62 515 x 533 20.27 x 20.98 gsp700500a 700 x 500 27.56 x 19.68 615 x 433 24.21 x 17.05 gsp800600a 800 x 600 32.50 x 23.62 715 x 533 28.15 x 20.98 gsp1000600a 1000 x 600 39.37 x 23.62 915 x 533 36.02 x 20.98 gsp1000800a 1000 x 800 39.37 x 31.50 915 x 733 36.02 x 28.86 gsp1200800a 1200 x 800 47.24 x 31.50 1115 x 733 28.24 x 28.86 gsp1200900a 1200 x 900 47.24 x 35.43 1115 x 833 28.24 x 32.80 gsp1500900a 1500 x 900 59.05 x 35.43 1415 x 833 55.71 x 32.80 d ou b l e -bit  ke ys black non-metallic 3-mm double-bit keys. package of two. bulletin: a4gy catalog number description pkg. qty. gkey3mmdb 3-mm black, non-metallic 2 

 spec-00539  f wall-mount enclosur e s   fusion g7? a n d a cce sso r i e s equipment protection solutions subject to change without notice mild  s t ee l 13 s cr ew  p acka ge 5-mm screws for fusion g7?    internal accessories. package of 20. bulletin: a4gy catalog number description pkg. qty. gsm5 5-mm screw m5 x 0.8 x 10 20 p an e l mountin g  brack e ts package includes four mounting brackets, four m8 nuts and eight  5-mm screws. bulletin: a4gy catalog number description gsmrbkts panel mounting brackets; fit side-mount accessory rails full-widt h t op and botto m  mountin g -brack e t  k its  w it h s tuds use to mount fusion g7?    to a wall or another enclosure. includes  two 2.5-mm thick (12 gauge) steel external mounting brackets and  mounting hardware. finished with ral 7035 textured light-gray  polyester powder paint. mounting brackets are required to maintain ul/csa external mounting  requirement. bulletin: a4gy 39  mm 1.55 17  mm .67 s l 11  mm .41 5  mm .19 m10 x 25  89000901 catalog number fits b (mm) fits b (in.) l (mm) l (in.) s (mm) s (in.) gtbmtbkt300 300 11.81 296 11.65 262 10.31 gtbmtbkt400 400 15.75 396 15.59 362 14.25 gtbmtbkt500 500 19.68 496 19.53 462 18.19 gtbmtbkt600 600 23.62 596 23.46 562 22.12 gtbmtbkt800 800 31.50 796 31.34 762 30.00 gtbmtbkt900 900 35.43 896 35.62 862 33.93  

 spec-00539  f wall-mount enclosur e s   fusion g7? a n d a cce sso r i e s ph 763.422.2211 ? fax 763.422.2600 ? hoffmanonline.com equipment protection solutions mild  s t ee l 14 f usion  g7?  d oor  s top  k it designed for use on fusion g7 enclosures to secure the door in the  open position. door stop kit can be mounted at the top or bottom of  the door opening, as well as left- or right-hand hinged. door stop is  stainless steel with plated and stainless steel mounting hardware.  maintains ip66 and ul/csa type 4 and 12 when properly installed in  a hoffman fusion g7 enclosure. bulletin: a4gy catalog number description gdstopk fusion g7 door stop kit l ock  i ns e rts lock inserts can be substituted for the standard 3-mm double-bit  latch insert. inserts have a chrome finish. matching key is zinc die- cast. bulletin: a4gy,  c wy catalog number description clktm7 triangular 7-mm insert with key clksm7 square 7-mm insert with key clkdbm3 double bit with key clkslot slotted insert no key mountin g -brack e t k its mounting-bracket kits are field installable. composite and  stainless steel brackets are rated to type 4x. set of four (4) brackets  can support 500 lb. maximum load. all hardware is included. four  brackets per kit. mounting brackets are required to maintain ul/csa external mounting  requirement. bulletin: a80 catalog number description cmfk steel cmfkss stainless steel cmtgft composite d oor bars non-metallic door bar includes pressure-sensitive tape adhesive. bulletin:  c wy catalog number description length qty. adb305mm door bar 8 in. (203 mm) 4 

 spec-00539  f wall-mount enclosur e s   fusion g7? a n d a cce sso r i e s equipment protection solutions subject to change without notice mild  s t ee l 15 the r m oplastic  d ata  p ock e t provides a convenient place to store wiring diagrams, operation  manuals and other documentation inside the enclosure. adhesive- backed pockets mount inside the solid enclosure cover. mounting  hardware included. thermoplastic pockets are dark gray and have  cut-away areas for easy inspection of contents.  bulletin:  u x1y catalog number description size l x w  in./mm adp1 small pocket 6.00 x 6.00 152 x 152 adp2 large pocket 12.00 x 12.00 305 x 305 ve lcro ?  c a b l e  wrap securely holds cable to cable manager and unfastens easily for  cable maintenance. velcro ?  is 0.5-in. (12.7-mm) wide. available  in 8- and 12-in. (203- and 305-mm) lengths in both screw fastener  and wrap styles. m5 self-tapping screw is used on net series or  proline?    frames. velcro is a trademark of velcro industries b.v. bulletin: da cc y catalog number description l (in.) l (mm) color pkg. qty. ecwtd8b screw fastener style. includes m5 mounting screw. 8.00 203 black 10 ecwtd12b screw fastener style. includes m5 mounting screw. 12.00 305 black 10 ecw8b wrap style 8.00 203 black 10 ecw8r wrap style 8.00 203 red 10 ecw8bl wrap style 8.00 203 blue 10 ecw8y wrap style 8.00 203 yellow 10 ecw12b wrap style 12.00 305 black 10 ecw12r wrap style 12.00 305 red 10 ecw12bl wrap style 12 305 blue 10 ecw12y wrap style 12 305 yellow 10  

 spec-00539  f wall-mount enclosur e s   fusion g7? a n d a cce sso r i e s ph 763.422.2211 ? fax 763.422.2600 ? hoffmanonline.com equipment protection solutions mild  s t ee l 16 n otes 
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