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		  Datasheet File OCR Text:


		  pfb 92 x 92 x 38 mm series  outlet side inlet side mm (inch) unit: unit : (inch) mm label 105  http://www.deltaww.com    dimensions drawing *  bearing type  ball bearings  *  material  impeller & frame: plastic (ul 94v-0)   *  lead wires :  ul 1007 awg #24 or equivalent  red wire positive(+)  black wire negative(-)  *  weight : 250g (8.82 oz)     p & q curve  (at rated voltage)    mounting panel cutout model rated voltage operating voltage range input current input power speed maximum air flow maximum air pressure noise part no. function vdc   vdc     amp    watt   r.p.m.     m 3  /min        cfm  mmh 2 o in h 2 o db-a pfb0912hhe -r00 / -f00 12 7.0 to 13.2  0.33 3.96 3200 1.933 68.26 7.76 0.305 43.5 pfb0912vhe -r00 / -f00 12 7.0 to 13.2  0.38 4.56 3800 2.287 80.77 10.88 0.428 46.2 pfb0912she -r00 / -f00 12 7.0 to 13.2  0.55 6.60 4400 2.668 94.22 14.67 0.578 51.7 pfb0912ehe -r00 / -f00 12 7.0 to 13.2  0.68 8.16 4800 2.936 103.67 17.56 0.691 54.0 pfb0924ehe -r00 / -f00 24 14.0 to 26.4 0.33 7.92 pfb0948ehe -r00 / -f00 48 28.0 to 56.0 0.21 10.08 pfb0912ghe -r00 / -f00 12 7.0 to 13.2  1.22 14.64 6000 3.662 129.31 25.78 1.015 60.5 pfb0924ghe -r00 / -f00 24 14.0 to 26.4 0.63 15.12 pfb0948ghe -r00 / -f00 48 28.0 to 56.0 0.36 16.80 pfb0912uhe -r00 / -f00 12 7.0 to 13.2  1.96 23.52 7000 4.347 153.52 36.79 1.449 64.0 pfb0924uhe -r00 / -f00 24 14.0 to 26.4 1.02 24.48 pfb0948uhe -r00 / -f00 48 28.0 to 56.0 0.60 28.80 PFB0912DHE -r00 / -f00 12 7.0 to 13.2  3.10 37.20 8000 4.957 175.03 46.21 1.819 66.5 pfb0924dhe -r00 / -f00 24 14.0 to 26.4 1.45 34.80 * function type is optional.  * the max. air fow and the speed are measured in free air ; max. air pressure is measured at zero air fow.  * noise is measured in anechoic chamber in free air, one meter from intake side.  * all readings are typical values at rated voltage.  * specifcations are subject to change without notice.  
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