

	
			
			
			[image: ]	

	
				
			 
				
			
				
	
		
			
	 
	Part Number	Hot Search : 
			

						B1000			XBF40			HZ11C3			5121M			STP9235			K2487			PV1C12			K2487			

			
	
	Product Description

			
	
	Full Text Search




				


		
		
		


			




			
				 	
				To Download 
				D1621 Datasheet File

	
				 
				If you can't view the 
				Datasheet, Please click here to try to view without PDF Reader .	
				 



[image: ]


			
				
					





				　



			 



	

	



		



			
				


				


			



		
 
		





		  Datasheet File OCR Text:


		  [ dimensions] unit : mm [ characteristics]  ta =25 0 c [ pin assignment ] [ equivalent circuit ] [ recommended land size]  unit : mm ehf fD1621 1:4  balun min. typ. max. 1 frequency 1100 - 1450 mhz 2 insertion loss back to back - (0.7) 1 db 3 phase 50/200 165 180 195 deg. 4 impedance in / out - 50/200 - ohm specification unit item no. condition 3.2+-0.2 1.6+-0.2 0.65+-0.1 0.4 0.8 0.48 0.44 0.72 0.44 8-r0.16 1 2 8 7 6 5 4 3   1 2 8 7 6 5 4 3 0.8 2.4 0.8 0.8 0.45 1.95 no. 1 gnd 2 nu 3 nu 4 out 2 5 out 1 6 nu 7 nu 8 in nu : none use terminal in(8) out1(5) out2(4) gnd(1) gnd(1)
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