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		  Datasheet File OCR Text:


		  units: inch (mm) 25c   70,000 hours  ( l00 ) 25c   60,000 hours  ( t00 ) rotation: clockwise  air? ow outlet: air out over struts  *1: average values in free air for information on 2406KL-04w-b80 contact the sales of? ce. eminebea.com -10c ~ +60c (operating) -40c ~ +70c (operating) (non-condensing environment) 10m ? or over with a dc500v megger ac 700v 1s auto restart/polarity protection casing  : plastic (black) 94v-0 impeller  : plastic (black) 94v-0 bearing  : ball bearing lead wire : ul1007, awg26, +red, -black 2406KL  ( 60   x  15 l )       rated  operating  current  input  speed  max.  max. static  noise  mass   model     voltage   voltage    power    air flow  pressure          product  (v)  (v)  (a) *1   (w) *1   (min -1 ) *1   cfm *1    (m 3 /min) *1  in h 2 o    (pa) *1   (db) *1   (g)       no.     2406KL-04w- b10 -  x00  12  7.0 ~ 13.8  0.04  0.48  1800  6.7  0.19  .03  8.5  19.0  45 2406KL-04w- b20 -  x00  12  6.0 ~ 13.8  0.07  0.84  3100  11.6  0.33  .09  23.4  25.0  45 2406KL-04w- b30 -  x00  12  6.0 ~ 13.8  0.09  1.08  3600  14.1  0.40  .13  31.3  28.0  45 2406KL-04w- b40 -  x00  12  6.0 ~ 13.8  0.13  1.56  4100  15.9  0.45  .16  39.7  31.0  45 2406KL-04w- b50 -  x00  12  6.0 ~ 13.8  0.16  1.92  4600  18.3  0.52  .20  51.2  34.0  45 2406KL-05w- b10 -  x00  24  18.5 ~ 27.6  0.04  0.96  1800  6.7  0.19  .03  8.5  19.0  45 2406KL-05w- b20 -  x00  24  12.0 ~ 27.6  0.06  1.44  3100  11.6  0.33  .09  23.4  25.0  45 2406KL-05w- b30 -  x00  24  12.0 ~ 27.6  0.06  1.44  3600  14.1  0.40  .13  31.3  28.0  45 2406KL-05w- b40 -  x00  24  10.0 ~ 27.6  0.07  1.68  4100  15.9  0.45  .16  39.7  31.0  45 2406KL-05w- b50 -  x00  24  10.0 ~ 27.6  0.10  2.40  4600  18.3  0.52  .20  51.2  34.0  45       product        no.     -  x00  12  7.0 ~ 13.8  0.04  0.48  1800  6.7  0.19  .03  8.5  19.0  45 -  x00  12  6.0 ~ 13.8  0.07  0.84  3100  11.6  0.33  .09  23.4  25.0  45 -  x00  12  6.0 ~ 13.8  0.09  1.08  3600  14.1  0.40  .13  31.3  28.0  45 -  x00  12  6.0 ~ 13.8  0.13  1.56  4100  15.9  0.45  .16  39.7  31.0  45 -  x00  12  6.0 ~ 13.8  0.16  1.92  4600  18.3  0.52  .20  51.2  34.0  45 -  x00  24  18.5 ~ 27.6  0.04  0.96  1800  6.7  0.19  .03  8.5  19.0  45 -  x00  24  12.0 ~ 27.6  0.06  1.44  3100  11.6  0.33  .09  23.4  25.0  45 -  x00  24  12.0 ~ 27.6  0.06  1.44  3600  14.1  0.40  .13  31.3  28.0  45 -  x00  24  10.0 ~ 27.6  0.07  1.68  4100  15.9  0.45  .16  39.7  31.0  45 -  x00  24  10.0 ~ 27.6  0.10  2.40  4600  18.3  0.52  .20  51.2  34.0  45   (m -  x00  12  7.0 ~ 13.8  0.04  0.48  1800  6.7  0.19  .03  8.5  19.0  45 -  x00  12  6.0 ~ 13.8  0.07  0.84  3100  11.6  0.33  .09  23.4  25.0  45 -  x00  12  6.0 ~ 13.8  0.09  1.08  3600  14.1  0.40  .13  31.3  28.0  45 -  x00  12  6.0 ~ 13.8  0.13  1.56  4100  15.9  0.45  .16  39.7  31.0  45 -  x00  12  6.0 ~ 13.8  0.16  1.92  4600  18.3  0.52  .20  51.2  34.0  45 -  x00  24  18.5 ~ 27.6  0.04  0.96  1800  6.7  0.19  .03  8.5  19.0  45 -  x00  24  12.0 ~ 27.6  0.06  1.44  3100  11.6  0.33  .09  23.4  25.0  45 -  x00  24  12.0 ~ 27.6  0.06  1.44  3600  14.1  0.40  .13  31.3  28.0  45 -  x00  24  10.0 ~ 27.6  0.07  1.68  4100  15.9  0.45  .16  39.7  31.0  45 -  x00  24  10.0 ~ 27.6  0.10  2.40  4600  18.3  0.52  .20  51.2  34.0  45 o    (pa) -  x00  12  7.0 ~ 13.8  0.04  0.48  1800  6.7  0.19  .03  8.5  19.0  45 -  x00  12  6.0 ~ 13.8  0.07  0.84  3100  11.6  0.33  .09  23.4  25.0  45 -  x00  12  6.0 ~ 13.8  0.09  1.08  3600  14.1  0.40  .13  31.3  28.0  45 -  x00  12  6.0 ~ 13.8  0.13  1.56  4100  15.9  0.45  .16  39.7  31.0  45 -  x00  12  6.0 ~ 13.8  0.16  1.92  4600  18.3  0.52  .20  51.2  34.0  45 -  x00  24  18.5 ~ 27.6  0.04  0.96  1800  6.7  0.19  .03  8.5  19.0  45 -  x00  24  12.0 ~ 27.6  0.06  1.44  3100  11.6  0.33  .09  23.4  25.0  45 -  x00  24  12.0 ~ 27.6  0.06  1.44  3600  14.1  0.40  .13  31.3  28.0  45 -  x00  24  10.0 ~ 27.6  0.07  1.68  4100  15.9  0.45  .16  39.7  31.0  45 -  x00  24  10.0 ~ 27.6  0.10  2.40  4600  18.3  0.52  .20  51.2  34.0  45       rated  operating  current  input  speed  max.  max. static  noise  mass     voltage   voltage    power    air flow  pressure    -  x00  12  7.0 ~ 13.8  0.04  0.48  1800  6.7  0.19  .03  8.5  19.0  45 -  x00  12  6.0 ~ 13.8  0.07  0.84  3100  11.6  0.33  .09  23.4  25.0  45 -  x00  12  6.0 ~ 13.8  0.09  1.08  3600  14.1  0.40  .13  31.3  28.0  45 -  x00  12  6.0 ~ 13.8  0.13  1.56  4100  15.9  0.45  .16  39.7  31.0  45 -  x00  12  6.0 ~ 13.8  0.16  1.92  4600  18.3  0.52  .20  51.2  34.0  45 -  x00  24  18.5 ~ 27.6  0.04  0.96  1800  6.7  0.19  .03  8.5  19.0  45 -  x00  24  12.0 ~ 27.6  0.06  1.44  3100  11.6  0.33  .09  23.4  25.0  45 -  x00  24  12.0 ~ 27.6  0.06  1.44  3600  14.1  0.40  .13  31.3  28.0  45 -  x00  24  10.0 ~ 27.6  0.07  1.68  4100  15.9  0.45  .16  39.7  31.0  45 -  x00  24  10.0 ~ 27.6  0.10  2.40  4600  18.3  0.52  .20  51.2  34.0  45       rated  operating  current  input  speed  max.  max. static  noise  mass     voltage   voltage    power    air flow  pressure    -  x00  12  7.0 ~ 13.8  0.04  0.48  1800  6.7  0.19  .03  8.5  19.0  45 -  x00  12  6.0 ~ 13.8  0.07  0.84  3100  11.6  0.33  .09  23.4  25.0  45 -  x00  12  6.0 ~ 13.8  0.09  1.08  3600  14.1  0.40  .13  31.3  28.0  45 -  x00  12  6.0 ~ 13.8  0.13  1.56  4100  15.9  0.45  .16  39.7  31.0  45 -  x00  12  6.0 ~ 13.8  0.16  1.92  4600  18.3  0.52  .20  51.2  34.0  45 -  x00  24  18.5 ~ 27.6  0.04  0.96  1800  6.7  0.19  .03  8.5  19.0  45 -  x00  24  12.0 ~ 27.6  0.06  1.44  3100  11.6  0.33  .09  23.4  25.0  45 -  x00  24  12.0 ~ 27.6  0.06  1.44  3600  14.1  0.40  .13  31.3  28.0  45 -  x00  24  10.0 ~ 27.6  0.07  1.68  4100  15.9  0.45  .16  39.7  31.0  45 -  x00  24  10.0 ~ 27.6  0.10  2.40  4600  18.3  0.52  .20  51.2  34.0  45       rated  operating  current  input  speed  max.  max. static  noise  mass     voltage   voltage    power    air flow  pressure    (v)  (v)  (a) -  x00  12  7.0 ~ 13.8  0.04  0.48  1800  6.7  0.19  .03  8.5  19.0  45 -  x00  12  6.0 ~ 13.8  0.07  0.84  3100  11.6  0.33  .09  23.4  25.0  45 -  x00  12  6.0 ~ 13.8  0.09  1.08  3600  14.1  0.40  .13  31.3  28.0  45 -  x00  12  6.0 ~ 13.8  0.13  1.56  4100  15.9  0.45  .16  39.7  31.0  45 -  x00  12  6.0 ~ 13.8  0.16  1.92  4600  18.3  0.52  .20  51.2  34.0  45 -  x00  24  18.5 ~ 27.6  0.04  0.96  1800  6.7  0.19  .03  8.5  19.0  45 -  x00  24  12.0 ~ 27.6  0.06  1.44  3100  11.6  0.33  .09  23.4  25.0  45 -  x00  24  12.0 ~ 27.6  0.06  1.44  3600  14.1  0.40  .13  31.3  28.0  45 -  x00  24  10.0 ~ 27.6  0.07  1.68  4100  15.9  0.45  .16  39.7  31.0  45 -  x00  24  10.0 ~ 27.6  0.10  2.40  4600  18.3  0.52  .20  51.2  34.0  45       rated  operating  current  input  speed  max.  max. static  noise  mass     voltage   voltage    power    air flow  pressure      (w) -  x00  12  7.0 ~ 13.8  0.04  0.48  1800  6.7  0.19  .03  8.5  19.0  45 -  x00  12  6.0 ~ 13.8  0.07  0.84  3100  11.6  0.33  .09  23.4  25.0  45 -  x00  12  6.0 ~ 13.8  0.09  1.08  3600  14.1  0.40  .13  31.3  28.0  45 -  x00  12  6.0 ~ 13.8  0.13  1.56  4100  15.9  0.45  .16  39.7  31.0  45 -  x00  12  6.0 ~ 13.8  0.16  1.92  4600  18.3  0.52  .20  51.2  34.0  45 -  x00  24  18.5 ~ 27.6  0.04  0.96  1800  6.7  0.19  .03  8.5  19.0  45 -  x00  24  12.0 ~ 27.6  0.06  1.44  3100  11.6  0.33  .09  23.4  25.0  45 -  x00  24  12.0 ~ 27.6  0.06  1.44  3600  14.1  0.40  .13  31.3  28.0  45 -  x00  24  10.0 ~ 27.6  0.07  1.68  4100  15.9  0.45  .16  39.7  31.0  45 -  x00  24  10.0 ~ 27.6  0.10  2.40  4600  18.3  0.52  .20  51.2  34.0  45       rated  operating  current  input  speed  max.  max. static  noise  mass     voltage   voltage    power    air flow  pressure      (min -  x00  12  7.0 ~ 13.8  0.04  0.48  1800  6.7  0.19  .03  8.5  19.0  45 -  x00  12  6.0 ~ 13.8  0.07  0.84  3100  11.6  0.33  .09  23.4  25.0  45 -  x00  12  6.0 ~ 13.8  0.09  1.08  3600  14.1  0.40  .13  31.3  28.0  45 -  x00  12  6.0 ~ 13.8  0.13  1.56  4100  15.9  0.45  .16  39.7  31.0  45 -  x00  12  6.0 ~ 13.8  0.16  1.92  4600  18.3  0.52  .20  51.2  34.0  45 -  x00  24  18.5 ~ 27.6  0.04  0.96  1800  6.7  0.19  .03  8.5  19.0  45 -  x00  24  12.0 ~ 27.6  0.06  1.44  3100  11.6  0.33  .09  23.4  25.0  45 -  x00  24  12.0 ~ 27.6  0.06  1.44  3600  14.1  0.40  .13  31.3  28.0  45 -  x00  24  10.0 ~ 27.6  0.07  1.68  4100  15.9  0.45  .16  39.7  31.0  45 -  x00  24  10.0 ~ 27.6  0.10  2.40  4600  18.3  0.52  .20  51.2  34.0  45       rated  operating  current  input  speed  max.  max. static  noise  mass     voltage   voltage    power    air flow  pressure      (db) -  x00  12  7.0 ~ 13.8  0.04  0.48  1800  6.7  0.19  .03  8.5  19.0  45 -  x00  12  6.0 ~ 13.8  0.07  0.84  3100  11.6  0.33  .09  23.4  25.0  45 -  x00  12  6.0 ~ 13.8  0.09  1.08  3600  14.1  0.40  .13  31.3  28.0  45 -  x00  12  6.0 ~ 13.8  0.13  1.56  4100  15.9  0.45  .16  39.7  31.0  45 -  x00  12  6.0 ~ 13.8  0.16  1.92  4600  18.3  0.52  .20  51.2  34.0  45 -  x00  24  18.5 ~ 27.6  0.04  0.96  1800  6.7  0.19  .03  8.5  19.0  45 -  x00  24  12.0 ~ 27.6  0.06  1.44  3100  11.6  0.33  .09  23.4  25.0  45 -  x00  24  12.0 ~ 27.6  0.06  1.44  3600  14.1  0.40  .13  31.3  28.0  45 -  x00  24  10.0 ~ 27.6  0.07  1.68  4100  15.9  0.45  .16  39.7  31.0  45 -  x00  24  10.0 ~ 27.6  0.10  2.40  4600  18.3  0.52  .20  51.2  34.0  45       rated  operating  current  input  speed  max.  max. static  noise  mass     voltage   voltage    power    air flow  pressure    (v)  (v)  (a) -  x00  12  7.0 ~ 13.8  0.04  0.48  1800  6.7  0.19  .03  8.5  19.0  45 -  x00  12  6.0 ~ 13.8  0.07  0.84  3100  11.6  0.33  .09  23.4  25.0  45 -  x00  12  6.0 ~ 13.8  0.09  1.08  3600  14.1  0.40  .13  31.3  28.0  45 -  x00  12  6.0 ~ 13.8  0.13  1.56  4100  15.9  0.45  .16  39.7  31.0  45 -  x00  12  6.0 ~ 13.8  0.16  1.92  4600  18.3  0.52  .20  51.2  34.0  45 -  x00  24  18.5 ~ 27.6  0.04  0.96  1800  6.7  0.19  .03  8.5  19.0  45 -  x00  24  12.0 ~ 27.6  0.06  1.44  3100  11.6  0.33  .09  23.4  25.0  45 -  x00  24  12.0 ~ 27.6  0.06  1.44  3600  14.1  0.40  .13  31.3  28.0  45 -  x00  24  10.0 ~ 27.6  0.07  1.68  4100  15.9  0.45  .16  39.7  31.0  45 -  x00  24  10.0 ~ 27.6  0.10  2.40  4600  18.3  0.52  .20  51.2  34.0  45       rated  operating  current  input  speed  max.  max. static  noise  mass   (g) -  x00  12  7.0 ~ 13.8  0.04  0.48  1800  6.7  0.19  .03  8.5  19.0  45 -  x00  12  6.0 ~ 13.8  0.07  0.84  3100  11.6  0.33  .09  23.4  25.0  45 -  x00  12  6.0 ~ 13.8  0.09  1.08  3600  14.1  0.40  .13  31.3  28.0  45 -  x00  12  6.0 ~ 13.8  0.13  1.56  4100  15.9  0.45  .16  39.7  31.0  45 -  x00  12  6.0 ~ 13.8  0.16  1.92  4600  18.3  0.52  .20  51.2  34.0  45 -  x00  24  18.5 ~ 27.6  0.04  0.96  1800  6.7  0.19  .03  8.5  19.0  45 -  x00  24  12.0 ~ 27.6  0.06  1.44  3100  11.6  0.33  .09  23.4  25.0  45 -  x00  24  12.0 ~ 27.6  0.06  1.44  3600  14.1  0.40  .13  31.3  28.0  45 -  x00  24  10.0 ~ 27.6  0.07  1.68  4100  15.9  0.45  .16  39.7  31.0  45 -  x00  24  10.0 ~ 27.6  0.10  2.40  4600  18.3  0.52  .20  51.2  34.0  45       rated  operating  current  input  speed  max.  max. static  noise  mass     voltage   voltage    power    air flow  pressure    -  x00  12  7.0 ~ 13.8  0.04  0.48  1800  6.7  0.19  .03  8.5  19.0  45 -  x00  12  6.0 ~ 13.8  0.07  0.84  3100  11.6  0.33  .09  23.4  25.0  45 -  x00  12  6.0 ~ 13.8  0.09  1.08  3600  14.1  0.40  .13  31.3  28.0  45 -  x00  12  6.0 ~ 13.8  0.13  1.56  4100  15.9  0.45  .16  39.7  31.0  45 -  x00  12  6.0 ~ 13.8  0.16  1.92  4600  18.3  0.52  .20  51.2  34.0  45 -  x00  24  18.5 ~ 27.6  0.04  0.96  1800  6.7  0.19  .03  8.5  19.0  45 -  x00  24  12.0 ~ 27.6  0.06  1.44  3100  11.6  0.33  .09  23.4  25.0  45 -  x00  24  12.0 ~ 27.6  0.06  1.44  3600  14.1  0.40  .13  31.3  28.0  45 -  x00  24  10.0 ~ 27.6  0.07  1.68  4100  15.9  0.45  .16  39.7  31.0  45 -  x00  24  10.0 ~ 27.6  0.10  2.40  4600  18.3  0.52  .20  51.2  34.0  45 0 0 0.1 0.2 0.3 0.4 0.5 0.6 air flow static pressure ps (pa) 60 50 40 30 20 10 (m 3 /min) ??? ??? ??? ??? ??? ??? ??? ??? ???? ???? ???? ???? ??? ???? ? ???? ? ???? ? b50 b40 b30 b20 b10 air name plate .169 4 C ( ? 4. 3  0.2 ) 1.97 ( 50. 0  0.3 ) 2.36 ( 60. 0  0.3 ) 1.97 ( 50. 0  0.3 ) 2.36 ( 60. 0  0.3 ) rotation .59 ( 15 +0.5 ) 7.87 (200) min  rib type only 2.48  ( ? 63.0 ) 2.24 (57.0) 1.97 (50.0) 2.24 (57.0) 1.97 (50.0) inlet side /  outlet side .169 4 C ( ? 4. 3  0.2 )          free datasheet http://
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