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		  Datasheet File OCR Text:


		  4.3 6 3 50 57 inlet / outlet 0 1 2 3 4 5 6 7 8 9 024681012 air flow [m 3 /h] static pressure [pa] b10 0 5 10 15 20 25 30 35 0 4 8 12 16 20 24 28 air flow [m 3 /h] static pressure [pa] b20 b30 0 10 20 30 40 50 60 0 4 8 121620242832 air flow [m 3 /h] static pressure [pa] b40 b50 size : 60 x 60 x 15 mm casing :  ul 94v-0 reinforced polybutylene plastic impeller :  ul 94v-0 reinforced polybutylene plastic weight : 45 g. motor type : brushless motor protections :  auto restart, polarity protection bearing system :  radial shielded ball bearing life-time : l10 at 40  c 80,000 hours temperature range :-10  c to +70  c connection : lead wires awg26, red/black, ul 1007 2406KL fans dc approvals please refer to our terms of sale including our warranty and limited liabilities clauses. e89936 lr65829-156 2406KL-04w-b10 2406KL-04w-b20 2406KL-04w-b30 2406KL-04w-b40 2406KL-04w-b50 2406KL-05w-b10 2406KL-05w-b20 2406KL-05w-b30 2406KL-05w-b40 2406KL-05w-b50 12 12 12 12 12 24 24 24 24 24 7.0-13.8 6.0-13.8 6.0-13.8 6.0-13.8 6.0-13.8 18.5-27.6 12.0-27.6 12.0-27.6 12.0-27.6 12.0-27.6 0.48 0.84 1.08 1.56 1.92 0.96 1.44 1.44 1.68 2.40 40 70 90 130 160 40 60 60 70 100 1800 3100 3600 4100 4600 1800 3100 3600 4100 4600 19 25 28 31 34 19 25 28 31 34 8.5 23.4 31.3 39.9 51.2 8.5 23.4 31.3 39.9 51.2 11.6 19.8 24.1 27.0 31.2 11.6 19.8 24.1 27.0 31.2 model input voltage range v rated power w rated current ma speed rpm noise db(a) max static pressure pa max air flow m 3 /h ul csa vde tuv approvals rated voltage v                features 15.0    0.2 50.0    0.3 60.0    0.3 4.3    0.2 200 name plate rotation air fandis s.p.a. exclusive distributor for italy via per castelletto, 69 - 28040 borgoticino (no) italy tel. +39 0321 96.32.32 fax +39 0321 96.32.96 info@fandis.it - www.fandis.it fnd dtsnmb dc 2406KL ing v.1.1 0903?eb csv-a07/1 all specifications, data and drawings are subject to change without notice and are approximate.  free datasheet http://
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