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		  Datasheet File OCR Text:


		  120 1-800-526-2324 ? www.us.tdk-lambda.com/lp/ disclaimer: us.tdk-lambda.com/lp/legal.htm rtw series features u  5 year warranty u  ultra thin package u  semi f47 compliant (high line ac) u  universal input (85 - 265vac) u  high ef? ciency u  wide range ac input key market segments & applications single output industrial power supplies                       model      50w  100w  150w  300w   input voltage range   (1)    85 - 265vac (47 - 440hz), 120-370vdc     input current (100/200vac) (typ)  a  0.7 / 0.4  1.5 / 0.75  1.9 / 1.0  2.0 / 4.0   inrush current (100/200vac)    a    14 / 28    15 / 30   power factor    -  meets en61000-3-2   overcurrent protection    -  yes, typically 105 - 125% (100 & 150w hiccup style)   overvoltage protection    v  yes, typically 120-140%.  cycle input to reset   hold up time (100/200vac)    ms  >20   leakage current (max at 240vac)  ma  0.6  0.45  0.65  0.75   load regulation    %  0.4% (0-100% load change)   line regulation    %  0.2% (85-132 or 170-265vac line change)   remote sense    -  yes   current share    -    no    yes   remote on/off    -  yes, see instruction manual on website   dc fail signal    -    no    yes   indicator    -  green led = on   operating temperature    -  -10c to +71c, -20c start up.  see derating curves on website technical downloads   storage temperature    c  -30 to +75c   humidity (non condensing)    -  10 - 95%rh   cooling    -  convection   withstand voltage    -  input to ground 2kvac, input to output 3kvac, output to ground 500vac for 1 min.   isolation resistance    -  >100m at 25c & 70%rh, output to ground 500vdc   vibration (non operating)    -  5 - 200hz (10 min sweep), 19.6m/s 2 ,  1 hour (amplitude 10mm)   shock (vertical mounting)  (3)  -  196m/s 2   588m/s 2   safety agency approvals    -  ul60950-1, csa60950-1 (cul), en60950-1, ce mark   line dip    -  complies with semi f47 (200vac line only)   conducted & radiated emi    -  en55011 / en55022-b, fcc-b   immunity    -  iec61000-4-2 (level 4), -3, -4 (level 3), -5 (level 4)   weight (typ)    g  290  450  600  1300   size (wxhxd)    in  0.87x3.23x4.88  0.98x3.23x6.3  1.18x3.62x7.09  1.57x4.72x9.84   warranty    yr  five years speci? cations   (1) safety approvals do not cover dc input   (2) 100/200vac   (3) non operating, 11 5ms, 3 directions, 3 times each.   see website technical downloads for detailed information

 121 1-800-526-2324 ? www.us.tdk-lambda.com/lp/ revision a8: feb 2012 rtw series for additional information, please visit  us.tdk-lambda.com/lp/products/rtw-series.htm   suf? x  description   blank  no cover   l  vertical terminal block (50-100w models only)   c  cover (50w, 100w & 150w models)   h  cover (300w models), remove l suf? x when specifying options   hws  15w to 1500w single output   lzsa  500w to 1500w single output   dpp, dlp & dhp  15w to 960w din rail mount   sws  50w to 1000w single output (light industrial) other industrial products         model  voltage  adj. range  max curr. (a)  max pwr (w)  ripple/noise (mv)  eff (typ)% 2  pack. size   rtw03-12r  3.3v  2.6 - 4.0  12.5  41.2  120  75 / 77  50w   rtw03-25r  3.3v  2.6 - 4.0  25  82.5  120  79 / 81  100w   rtw03-35r  3.3v  2.6 - 4.0  35  115.5  120  80 / 83  150w   rtw03-70rl  3.3v  1.8 - 3.6  70  231  120  83 / 86  300w   rtw05-10r  5v  4.0 - 5.8  10  50  120  80 / 82  50w   rtw05-20r  5v  4.0 - 5.8  20  100  120  83 / 85  100w   rtw05-30r  5v  4.0 - 5.8  30  150  120  83 / 86  150w   rtw05-60rl  5v  3.5 - 5.6  60  300  120  84 / 87  300w   rtw12-4r3  12v  9.6 - 13.2  4.3  51.6  150  81 / 83  50w   rtw12-8r4  12v  9.6 - 13.2  8.4  100.8  150  84 / 86  100w   rtw12-12r  12v  9.6 - 13.2  12.5  150  150  84 / 87  150w   rtw12-25rl  12v  7.2 - 14.4  25  300  150  83 / 86  300w   rtw15-3r5  15v  12.0 - 16.5  3.5  52.5  150  82 / 85  50w   rtw15-6r7  15v  12.0 - 16.5  6.7  100.5  150  85 / 87  100w   RTW15-10R  15v  12.0 - 16.5  10  150  150  84 / 87  150w   rtw15-20rl  15v  10.5 - 18.0  20  300  150  83 / 86  300w   rtw24-2r2  24v  19.2 - 26.4  2.2  52.8  200  82 / 85  50w   rtw24-4r2  24v  19.2 - 26.4  4.2  100.8  200  85 / 87  100w   rtw24-6r3  24v  19.2 - 26.4  6.3  151.2  150  86 / 88  150w   rtw24-13rl  24v  16.8 - 26.4  13  312  200  85 / 88  300w   rtw28-1r8  28v  22.4 - 30.8  1.8  50.4  200  82 / 85  50w   rtw28-3r6  28v  22.4 - 30.8  3.6  100.8  200  85 / 87  100w   rtw28-5r4  28v  22.4 - 30.8  5.4  151.2  200  86 / 88  150w   rtw28-11rl  28v  19.6 - 33.6  11  308  200  85 / 88  300w   rtw48-1r1  48v  38.4 - 52.8  1.1  52.8  300  82 / 85  50w   rtw48-2r1  48v  38.4 - 52.8  2.1  100.8  300  85 / 88  100w   rtw48-3r2  48v  38.4 - 52.8  3.2  153.6  200  86 / 89  150w   rtw48-6r5l  48v  33.6 - 55.0  6.5  312  300  86 / 89  300w output ratings
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