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		  Datasheet File OCR Text:


		  2  = conductive elastomer, chomerics s6305  = key #2 and #4  x   mounting screw option x  = key #4 and #6   = foam, chomerics soft shield 4800, emi gasket 1 3 e c 46 f s 1 - s 0 1 - 1  x  = 8 mm mounting screw shipped bulk  in same trays with cage assemblies  = no mounting screw supplied 24  = stainless steel emi gasket gasket option  = 10 mm mounting screw with lock washer shipped bulk in same trays with cage assemblies   f keying option (see below table for further clarification) 0  = no key 1  = key #1  2  = key #2  4  = key #4  5  = key #5 6  = key #6  7  = key #7  part number:  fs1-s01-14f1  shown (cage assembly with foam gasket and 8mm mounting screws shipped bulk) or used for manufacturing purposes without permission from amphenol canada corp. ecn 1 of 2 nts code ident. no. v mini sas 1 degree     0.10 zlj z detail j added jan 14/10 d c b a a b c d eng.rel.no. scale  size project dwg.  no. c  decimals                        angles .xxx tolerances  are: sheet date single port cage  p-fs1-s01-1xxx sff 03554 zlj zlj nov 10/08 z elastomeric gasket option added sep 15/09 ear 123xx nov 10/08  2    0.05 material and finish do  not  scale  drawing 1 2 3 4 5 6 7 8 8 76 54 32 1 revisions approvals drawn designed checked qa app'd unless  otherwise  specified dimensions  are  in  milimeters rev. description date approved e f e f ie app'd dwg app'd title amphenol canada corp. this document contains proprietary information and such information may not be disclosed to others for any purpose rev.   .x    0.25           .xx zlj part number:  fs1-s01-14e1  shown (cage assembly with  stainless steel gasket and 8mm mounting screws shipped bulk) part number:  fs1-s01-14c1  shown (cage assembly with elastomeric gasket and 8mm mounting screws shipped bulk) 0 fs1-s01-10xx no key 1 fs1-s01-11xx sata 'x' cable 2 fs1-s01-12xx 4 fs1-s01-14xx sas universal port 5 fs1-s01-15xx 6 fs1-s01-16xx 7 fs1-s01-17xx sata 'm' cable 2, 4 fs1-s01-124x sas out port 4, 6 fs1-s01-146xx sas in port

 6 .00 2.40 1.000 1.400 3.800 3.400 2.40 2.40 2.40 1.20 6.00 pcb detail j  scale 16 : 1 bottom edge of  panel opening 0.23 emc gasket 40.3 1.46 7.29 1.80 2 plcs 38.8 7.13 see sheet 1 d c b a a b c d eng.rel.no. scale  size project dwg.  no. c sheet rev. date approvals drawn designed checked qa app'd unless  otherwise  specified dimensions  are  in  milimeters tolerances  are:  decimals                        angles    0.10 jan 14/10 mini sas 1 degree  zlj .xxx 3 4 5 6 7 8 8 76 54 32 1 revisions rev. description date approved e f e f ie app'd dwg app'd title amphenol canada corp. this document contains proprietary information and such information may not be disclosed to others for any purpose single port cage  p-fs1-s01-1xxx sff 03554 zlj or used for manufacturing purposes without permission from amphenol canada corp. ecn 2 of 2 nts code ident. no. v zlj nov 10/08 z see sheet 1 sep 15/09 ear 123xx zlj nov 10/08  2    0.05 material and finish do  not  scale  drawing 1 2   .x    0.25           .xx z 19.74 7.70 r0.76 key #1 key #6 key #5 key #2 key #7 8.87 19.26 5.84 detail g  scale 4 : 1 1.500 recommended panel cut-out key #4 recommended pcb layout mounting screw: aisi 1010 steel 2)  rohs compliant notes: 1) material:   main cage:  zinc diecast shell with 150 microinches of                         nickel plating emc gasket: see sheet 1 cover: stainless steel recommended face plate to locating post distance key #2, 4 key #4, 6 front edge of pcb locating holes signal connector plated area of pcb (ground) g 2.500 .000 17.740 20.210 4 plcs 1.550 19.220 3.200 27.37 .000 15.800 2 plcs 22.960 6 16.800 15 29.48 j 0.05 19.71 25.1
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