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		  Datasheet File OCR Text:


		                                        data sheet   4.0amp glass passivated brigge rectifiers mechanical dimensions description   mechanical data   case molded plastic per-mil-std-202, method 208 polarity : as marking on body features  glass passivated  low power voltage drop  ideal for printed circuit  high current capability 4.0      50       100       200         400     600        800     1000 1.0 150 5.0 500 22/3.5   00        01          02          04         06         08          10 c average forward current, io at tc=150c 60hz, resistive or inductive load peak reverse voltage, repetitive:vrrm                      unit v rrm  dc reverse voltage, vr                                                v(dc)   maximum rms voltage                                                 vrms   max. inst forward voltage drop. vf at 80amp v(dc)            vf peak forward surge current, ifm(surge):   v 8.3ms. single half sine-wave  a(dc) a symbol ifsm ir superimposed on rated load (jedec method) ir maximum reverse current ir at rated dc reverse voltage. tc= 25c tj; tstrg maximum reverse current ir at rated dc r0ja/r0jl reverse voltage. tc=125c maximum thermal resistance, junction to case - (single side cooled) operating and storage temperature range c/w -55 to +155 ua ua if  electrical characteristics@25 c all dimensions in mm features hight current capability ul recog nized  mechanical data n plastic n      weight: 2.0grams (approx. ) n       mounting position: any  high reliability  ul recognize   terminal and plated leads solderable  weight:2.0 grams(approx) mounting position:any gbl   GBL400G......gbl410g  50       100       200         400     600        800     1000  35         70       140         280     420        560       700 GBL400G~gbl410g series  - 8 4
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