

	
			
			
			[image: ]	

	
				
			 
				
			
				
	
		
			
	 
	Part Number	Hot Search : 
			

						B4049			1818M			76165			NSPE520S			CXA1538S			74ACT17			MTB90P06			LTC1778			

			
	
	Product Description

			
	
	Full Text Search




				


		
		
		


			




			
				 	
				To Download 
				ESMM451VSN181MQ35T Datasheet File

	
				 
				If you can't view the 
				Datasheet, Please click here to try to view without PDF Reader .	
				 



[image: ]
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		  united chemi-con, inc.  9801 w. higgins road, rosemont, il 60018  tel 847-696-2000  fax 847-696-9278  www.chemi-con.com 1/ 1 1 smm series the smm series is a high voltage, long life snap - in capacitor series that of fers downsized versions  of the smh series. compar ed to our smh series, the smm capacitors have a longer rated lifetime  of 3,000 hours with the full rated ripple curr ent applied and ar e also one case size smaller than equivalently rated smh capacitors. these characteristics allow downsizing for many power supplies and will pr ovide better r eliability due to incr eased life. the smm capacitors ar e available in 2 or 4 - pin snap - in styles and 4 - pin straight ter minals. the smm series capacitors ar e rohs compliant of fering pb - f r ee construction. the standar d smm series capacitors ar e  not solvent pr oof. refer to guidelines and pr ecautions on the website for usage and installation conditions r ecommended for united chemi-con pr oducts.  snap mount  downsize  high v o ltage  long life  rohs  compliant   85  c maximum temperature  pc boar d 2 or 4 - pin snap - in; optional 4 - pin straight terminals.  capacitance range: 47 to 3,300 f .  v oltage range: 1 6 0 to 450 vdc.  categor y temperatur e range:   25  ct o  85  c.  leakage curr ent : 3 cv (  a )  maximum after 5 minutes at  20  c.  standar d capacitance tolerance:   20%  nominal case size ( d  l ): 20  25 mm to 35  50 mm.  rated lifetime: 3,000 hours at  85  c with the rated ripple curr ent applied. summary of specifications smm snap mount 85  c smm series engineering bulletin mar 07  http://

 united chemi-con, inc.  9801 w. higgins road, rosemont, il 60018  tel 847-696-2000  fax 847-696-9278  www.chemi-con.com 2/ 1 1 smm series smm specifications - snap mount item categor y t emperatur e range  25 to  85  c rated v oltage range 1 6 0 t o 450vdc capacitance range 47 to 3,300  f capacitance t olerance  20% ( m ) at  20  c, 1 20hz leakage curr ent i   3 cv (  a )  after 5 minutes at  20  c. wher e i = max. leakage curr ent (  a ), c = nominal capacitance (  f ) and v = rated voltage ( v ) characteristics rated v oltage ( v ) t an   ( d f )  max. 1 6 0 - 400 0.1 5 420 - 450 0.20 dissipation factor ( t an   )a t  20  c, 1 20hz rated v oltage ( v ) z(  25  c) / z (  20  c) 1 6 0 - 400 4 420 - 450 8 low t emperatur e characteristics at 1 20hz, impedance ( z ) ratio between the  25  c value and  20  c value shall not exceed the values given below . rated ripple curr ent multipliers ambient t emperatur e (  c)  45  c 1.73  60  c 1.50  70  c 1.32  85  c 1.00 fr equency ( h z ) dc rated v oltage 1 6 0 - 250v 3 1 5-4 5 0 v 50hz 0.81 0.77 1 20hz 1.00 1.00 300hz 1.17 1.16 1khz 1.32 1.30 1 0khz 1.45 1.41 50khz 1.50 1.43 shelf life the following specifications shall be satisfied when the capacitors ar e r estor ed to  20  c after exposing them for 1 ,000 hours at  85  c without voltage applied. the rated voltage shall be applied to the capacitors for a minimum of 30 minutes, at least 24 hours and not mor e than 48 hours befor e the measur ements. capacitance change :    1 5% of initial measur ed value t an   (d f) :    1 50% of initial specified value leakage curr ent :   initial specified value endurance ( load life ) the following specifications shall be satisfied when the capacitors ar e r estor ed to  20  c after subjecting them to dc voltage for 3,000 hours at  85  c with the rated ripple curr ent applied. the sum of the dc voltage and peak ac voltage must not exceed the full rated voltage of  the capacitors. capacitance change :    20% of initial measur ed value t an   (d f) :    200% of initial specified value leakage curr ent :   initial specified value smm snap mount 85  c engineering bulletin mar 07

 united chemi-con, inc.  9801 w. higgins road, rosemont, il 60018  tel 847-696-2000  fax 847-696-9278  www.chemi-con.com 3/1 1 smm series smm snap mount 85  c engineering bulletin mar 07 snap mount t ypes vsn   ? 20 ~ ? 35;  vnn   ? 22 ~ ? 35 vs & vn pin dimensions t ype vrd   ? 35 t ype vqd   ? 35 vr & vq pin dimensions unit: mm diagram of dimensions - snap mount t ype vnd   ? 35 w 2 w 1 w p edge  of can pb - free pvc sleeve l  2 see pin  detail 22.5 2-4x pc board pin-out 30  a * c * b d35 	 1 ** vent pb - free pvc sleeve l  2 see pin  detail 22.5 2-4x pc board pin-out 30  a * c * b d35 	 1 ** vent pb - free pvc sleeve d 	 1 l  2 ** vent see pin  detail 10 2-2x pc board pin-out a * pb - free pvc sleeve l  2 see pin  detail 22.5 2-4x pc board pin-out 30  c * b d35 	 1 ** vent caution: * use the blank ter minals for mechanical support only . the blank ter minals must not be connected to a solder trace on the  pc boar d, but be electrically isolated fr om the negative or positive ter minal. ** v ent may be located either on the bottom or side of the can. t ype vsn ? 20 - ? 30 vsn ? 35 vnn ? 22 - ? 35 vn d ? 35 p 4.0  0.5 3.5  0.5 5.8  1.0 5.8  1.0 w 1.5  0.2 w 1 1.0 w 2 1.0 t ype straight pin ( v r ) standof f pin ( v q ) p 5.50  1.0 3.75  1.0 p 1  2.0 max. w 1 0.7 w 1.5  0.1 w p w 1 edge  of can p 1 w p w 1 edge  of can vr straight pin vq standof f pin

 smm series united chemi-con, inc.  9801 w. higgins road, rosemont, il 60018  tel 847-696-2000  fax 847-696-9278  www.chemi-con.com 4/1 1 engineering bulletin mar 07 smm snap mount 85  c supplement code. field 1 8 . all construction options listed have sn1 00% ter minal plating. s = pe t sleeve without end disk. w = pe t sleeve with end disk. m = pb - f r ee pvc sleeve without end disk. t = pb - f r ee pvc sleeve with end disk. case size. fields 1 5 , 1 6 and 1 7 . the single letter diameter code is inserted in field 1 5 . n= ? 20 mm p= ? 22 mm q= ? 25.4 mm r= ? 30 mm a= ? 35 mm the double digit length code is inserted in fields 1 6  and 1 7 . 20 = 2 0 m m 25 = 2 5 m m 30 = 3 0 m m 35 = 3 5 m m 40 = 4 0 m m 45 = 4 5 m m 50 = 5 0 m m capacitance t olerance. field 1 4 . m=  20% capacitance. fields 1 1 , 1 2 and 1 3.  expr essed in micr ofarads. the first two digits ar e significant  figur es inserted in fields 1 1 and 1 2 , and the thir d digit inserted  in field 1 3  indicates the number of zer os for capacitance of  10  f or mor e. r indicates the decimal point for capacitance  less than 1 0  f ( e.g. 5r6 = 5.6  f; 560 = 5 6  f; 56 1 = 560  f;  562 = 5,600  f ;  563 = 56,000  f) . dummy t erminals. field 1 0 . n = no dummy ter minals. d = 2 dummy ter minals. t erminal t ype. fields 8 and 9. vs = snap-in pins, 4.0 mm in length, 3.5 mm for  ? 35 only . vn = snap-in pins, 5.8 mm in length. vr = straight pins. vq = straight standof f pins. dc rated v oltage. fields 5, 6 and 7 . expr essed in v olts. the first two digits ar e significant figur es  inserted in fields 5 and 6, and the thir d digit inserted in field 7  indicates the number of zer os for rated voltage of 1 0 vdc or  mor e. r indicates the decimal point for rated voltage less than 1 0 vdc ( e.g. 4r0 = 4.0 vdc; 400 = 4 0 v dc ; 40 1 = 400 vdc ) . rule exception: coding for rated voltage 3 1 5 vdc = 3b1 . series name. fields 2, 3 and 4. enter the 3 - letter /digit series name in fields 2, 3 and 4. if the  series name is only 2 letters /digits, place a dash in field 4.  for a series name with mor e than 3 letters /digits, r efer to the  individual series for the appr opriate 3 - field series name. capacitor t ype. field 1 . aluminum electr olytic capacitor ( polar ). part numbering system for smm series when or dering, always specify complete 1 8 - field global part number . e s mm 4 01 vs n 561 m a 40 t 17 16 15 14 13 12 11 10 9 8 7 6 5 4 3 2 1 18 9 8 7 6 5 4 3 2 1 1 8 fields

 1 80 v olts 225 v olts surge 1 60 v olts 200 v olts surge united chemi-con, inc.  9801 w. higgins road, rosemont, il 60018  tel 847-696-2000  fax 847-696-9278  www.chemi-con.com 5/1 1 smm series 270 esmm161vsn271mn25t 20  25 n25 0.921 1.28 330 esmm161vsn331mn25t 20  25 n25 0.753 1.55 390 esmm161vsn391mn30t 20  30 n30 0.638 1.63 470 esmm161vsn471mn30t 20  30 n30 0.529 1.9 560 esmm161vsn561mn35t 20  35 n35 0.444 2.14 680 esmm161vsn681mn40t 20  40 n40 0.366 2.35 820 esmm161vsn821mn45t 20  45 n45 0.303 2.64 270 esmm161vsn271mp20t 22  20 p20 0.921 1.3 390 esmm161vsn391mp25t 22  25 p25 0.638 1.63 470 esmm161vsn471mp30t 22  30 p30 0.529 1.86 560 esmm161vsn561mp30t 22  30 p30 0.444 2.15 680 esmm161vsn681mp35t 22  35 p35 0.366 2.35 820 esmm161vsn821mp40t 22  40 p40 0.303 2.68 1,000 esmm161vsn102mp45t 22  45 p45 0.249 3.02 1,200 esmm161vsn122mp50t 22  50 p50 0.207 3.47 390 esmm161vsn391mq20t 25.4  20 q20 0.638 1.62 470 esmm161vsn471mq25t 25.4  25 q25 0.529 1.86 560 esmm161vsn561mq25t 25.4  25 q25 0.444 2.15 680 esmm161vsn681mq30t 25.4  30 q30 0.366 2.33 820 esmm161vsn821mq30t 25.4  30 q30 0.303 2.65 1,000 esmm161vsn102mq35t 25.4  35 q35 0.249 3.0 1,200 esmm161vsn122mq40t 25.4  40 q40 0.207 3.43 1,500 esmm161vsn152mq50t 25.4  50 q50 0.166 3.96 560 esmm161vsn561mr20t 30  20 r20 0.444 2.05 680 esmm161vsn681mr25t 30  25 r25 0.366 2.33 820 esmm161vsn821mr25t 30  25 r25 0.303 2.64 1,000 esmm161vsn102mr30t 30  30 r30 0.249 2.96 1,200 esmm161vsn122mr30t 30  30 r30 0.207 3.41 1,500 esmm161vsn152mr35t 30  35 r35 0.166 3.96 1,800 esmm161vsn182mr40t 30  40 r40 0.138 4.31 2,200 esmm161vsn222mr50t 30  50 r50 0.113 4.96 680 esmm161vsn681ma20t 35  20 a20 0.366 2.26 820 esmm161vsn821ma20t 35  20 a20 0.303 2.49 1,000 esmm161vsn102ma25t 35  25 a25 0.249 3.13 1,200 esmm161vsn122ma25t 35  25 a25 0.207 3.4 1,500 esmm161vsn152ma30t 35  30 a30 0.166 3.94 1,800 esmm161vsn182ma35t 35  35 a35 0.138 4.28 2,200 esmm161vsn222ma40t 35  40 a40 0.113 4.96 2,700 esmm161vsn272ma45t 35  45 a45 0.092 5.57 3,300 esmm161vsn332ma50t 35  50 a50 0.075 6.21 standar d v oltage ratings - snap mount rated  v o ltage ( wvdc ) capacitance ( f ) case size code global part number ? nominal case size* d  l ( m m ) maximum esr (  ) at   20  c, 1 20hz rated ripple curr ent (a  r m s)  a t  85  c, 1 20hz 270 esmm181vsn271mn25t 20  25 n25 0.921 1.29 330 esmm181vsn331mn30t 20  30 n30 0.753 1.77 390 esmm181vsn391mn30t 20  30 n30 0.638 1.84 470 esmm181vsn471mn35t 20  35 n35 0.529 1.91 560 esmm181vsn561mn40t 20  40 n40 0.444 2.15 680 esmm181vsn681mn45t 20  45 n45 0.366 2.41 820 esmm181vsn821mn50t 20  50 n50 0.303 2.72 220 esmm181vsn221mp20t 22  20 p20 1.13 1.18 330 esmm181vsn331mp25t 22  25 p25 0.753 1.77 390 esmm181vsn391mp25t 22  25 p25 0.638 1.84 470 esmm181vsn471mp30t 22  30 p30 0.529 1.91 560 esmm181vsn561mp35t 22  35 p35 0.444 2.25 680 esmm181vsn681mp35t 22  35 p35 0.366 2.48 820 esmm181vsn821mp40t 22  40 p40 0.303 2.86 1,000 esmm181vsn102mp50t 22  50 p50 0.249 3.1 330 esmm181vsn331mq20t 25.4  20 q20 0.753 1.49 470 esmm181vsn471mq25t 25.4  25 q25 0.529 2.08 smm snap mount 85  c engineering bulletin mar 07 ? for terminal and construction options, r efer to the part numbering system for descriptions and codes. * refer to diagram of dimensions for detailed case size specifications.

 1 80 v olts 225 v olts surge 200 v olts 250 v olts surge smm series united chemi-con, inc.  9801 w. higgins road, rosemont, il 60018  tel 847-696-2000  fax 847-696-9278  www.chemi-con.com 6/1 1 560 esmm181vsn561mq25t 25.4  25 q25 0.444 2.25 680 esmm181vsn681mq30t 25.4  30 q30 0.366 2.5 820 esmm181vsn821mq35t 25.4  35 q35 0.303 2.75 1,000 esmm181vsn102mq40t 25.4  40 q40 0.249 3.06 1,200 esmm181vsn122mq45t 25.4  45 q45 0.207 3.63 470 esmm181vsn471mr20t 30  20 r20 0.529 1.88 680 esmm181vsn681mr25t 30  25 r25 0.366 2.46 820 esmm181vsn821mr25t 30  25 r25 0.303 2.69 1,000 esmm181vsn102mr30t 30  30 r30 0.249 3.1 1,200 esmm181vsn122mr35t 30  35 r35 0.207 3.55 1,500 esmm181vsn152mr40t 30  40 r40 0.166 4.1 1,800 esmm181vsn182mr45t 30  45 r45 0.138 4.55 680 esmm181vsn681ma20t 35  20 a20 0.366 2.26 1,000 esmm181vsn102ma25t 35  25 a25 0.249 2.98 1,200 esmm181vsn122ma30t 35  30 a30 0.207 3.49 1,500 esmm181vsn152ma35t 35  35 a35 0.166 4.02 1,800 esmm181vsn182ma35t 35  35 a35 0.138 4.54 2,200 esmm181vsn222ma40t 35  40 a40 0.113 4.83 2,700 esmm181vsn272ma50t 35  50 a50 0.092 5.3 220 esmm 201vsn221mn25t 20  25 n25 1.13 1.19 270 esmm 201vsn271mn25t 20  25 n25 0.921 1.39 330 esmm 201vsn331mn30t 20  30 n30 0.753 1.56 390 esmm 201vsn391mn35t 20  35 n35 0.638 1.74 470 esmm 201vsn471mn35t 20  35 n35 0.529 2.03 560 esmm 201vsn561mn40t 20  40 n40 0.444 2.18 680 esmm 201vsn681mn50t 20  50 n50 0.366 2.48 220 esmm 201vsn221mp20t 22  20 p20 1.13 1.18 270 esmm 201vsn221mp25t 22  25 p25 0.921 1.37 330 esmm 201vsn331mp25t 22  25 p25 0.753 1.51 390 esmm 201vsn391mp30t 22  30 p30 0.638 1.73 470 esmm 201vsn471mp30t 22  30 p30 0.529 1.97 560 esmm 201vsn561mp35t 22  35 p35 0.444 2.18 680 esmm 201vsn681mp40t 22  40 p40 0.366 2.48 820 esmm 201vsn821mp45t 22  45 p45 0.303 2.81 1,000 esmm 201vsn102mp50t 22  50 p50 0.249 3.28 270 esmm 201vsn271mq20t 25.4  20 q20 0.921 1.35 330 esmm 201vsn331mq20t 25.4  20 q20 0.753 1.49 390 esmm 201vsn391mq25t 25.4  25 q25 0.638 1.71 470 esmm 201vsn471mq25t 25.4  25 q25 0.529 1.95 560 esmm 201vsn561mq30t 25.4  30 q30 0.444 2.15 680 esmm 201vsn681mq30t 25.4  30 q30 0.366 2.48 820 esmm 201vsn821mq35t 25.4  35 q35 0.303 2.79 1,000 esmm 201vsn102mq40t 25.4  40 q40 0.249 3.28 1,200 esmm 201vsn122mq45t 25.4  45 q45 0.207 3.61 390 esmm 201vsn391mr20t 30  20 r20 0.638 1.71 470 esmm 201vsn471mr20t 30  20 r20 0.529 1.88 560 esmm 201vsn561mr25t 30  25 r25 0.444 2.15 680 esmm 201vsn681mr25t 30  25 r25 0.366 2.48 820 esmm 201vsn821mr30t 30  30 r30 0.303 2.8 1,000 esmm 201vsn102mr35t 30  35 r35 0.249 3.15 1,200 esmm 201vsn122mr35t 30  35 r35 0.207 3.61 1,500 esmm 201vsn152mr45t 30  45 r45 0.166 4.13 1,800 esmm 201vsn182mr50t 30  50 r50 0.138 4.6 470 esmm 201vsn471ma20t 35  20 a20 0.529 1.88 560 esmm 201vsn561ma20t 35  20 a20 0.444 2.05 680 esmm 201vsn681ma20t 35  20 a20 0.366 2.36 820 esmm 201vsn821ma25t 35  25 a25 0.303 2.83 1,000 esmm 201vsn102ma30t 35  30 a30 0.249 3.26 standar d v oltage ratings - snap mount rated  v o ltage ( wvdc ) capacitance ( f ) case size code global part number ? nominal case size* d  l ( m m ) maximum esr (  ) at   20  c, 1 20hz rated ripple curr ent (a  r m s)  a t  85  c, 1 20hz engineering bulletin mar 07 smm snap mount 85  c ? for terminal and construction options, r efer to the part numbering system for descriptions and codes. * refer to diagram of dimensions for detailed case size specifications.

 250 v olts 300 v olts surge 220 v olts 270 v olts surge united chemi-con, inc.  9801 w. higgins road, rosemont, il 60018  tel 847-696-2000  fax 847-696-9278  www.chemi-con.com 7/ 1 1 smm series 220 esmm 221vsn221mn25t 20  25 n25 1.13 1.25 270 esmm 221vsn271mn30t 20  30 n30 0.921 1.46 330 esmm 221vsn331mn35t 20  35 n35 0.753 1.64 390 esmm 221vsn391mn40t 20  40 n40 0.638 1.84 470 esmm 221vsn471mn45t 20  45 n45 0.529 2.12 560 esmm 221vsn561mn50t 20  50 n50 0.444 2.33 180 esmm 221vsn181mp20t 22  20 p20 1.381 1.06 270 esmm 221vsn271mp25t 22  25 p25 0.921 1.47 330 esmm 221vsn331mp30t 22  30 p30 0.753 1.7 390 esmm 221vsn391mp35t 22  35 p35 0.638 1.89 470 esmm 221vsn471mp35t 22  35 p35 0.529 2.0 560 esmm 221vsn561mp40t 22  40 p40 0.444 2.33 680 esmm 221vsn681mp45t 22  45 p45 0.366 2.63 270 esmm 221vsn271mq20t 25.4  20 q20 0.921 1.35 330 esmm 221vsn331mq25t 25.4  25 q25 0.753 1.69 390 esmm 221vsn391mq25t 25.4  25 q25 0.638 1.84 470 esmm 221vsn471mq30t 25.4  30 q30 0.529 2.08 560 esmm 221vsn561mq35t 25.4  35 q35 0.444 2.38 680 esmm 221vsn681mq40t 25.4  40 q40 0.366 2.68 820 esmm 221vsn821mq45t 25.4  45 q45 0.303 3.01 1,000 esmm 221vsn102mq50t 25.4  50 q50 0.249 3.4 330 esmm 221vsn331mr20t 30  20 r20 0.753 1.58 390 esmm 221vsn391mr20t 30  20 r20 0.638 1.71 470 esmm 221vsn471mr25t 30  25 r25 0.529 2.12 560 esmm 221vsn561mr25t 30  25 r25 0.444 2.31 680 esmm 221vsn681mr30t 30  30 r30 0.366 2.62 820 esmm 221vsn821mr35t 30  35 r35 0.303 2.99 1,000 esmm 221vsn102mr40t 30  40 r40 0.249 3.42 1,200 esmm 221vsn122mr45t 30  45 r45 0.207 3.88 1,500 esmm 221vsn152mr50t 30  50 r50 0.166 4.44 390 esmm 221vsn391ma20t 35  20 a20 0.638 1.79 470 esmm 221vsn471ma20t 35  20 a20 0.529 1.88 560 esmm 221vsn561ma20t 35  20 a20 0.444 2.14 680 esmm 221vsn681ma25t 35  25 a25 0.366 2.58 820 esmm 221vsn821ma30t 35  30 a30 0.303 2.79 1,000 esmm 221vsn102ma30t 35  30 a30 0.249 3.29 1,200 esmm 221vsn122ma35t 35  35 a35 0.207 3.68 1,500 esmm 221vsn152ma40t 35  40 a40 0.166 4.10 1,800 esmm 221vsn182ma45t 35  45 a45 0.138 4.52 180 esmm 251vsn181mn25t 20  25 n25 1.381 1.20 220 esmm 251vsn221mn25t 20  25 n25 1.13 1.26 270 esmm 251vsn271mn30t 20  30 n30 0.921 1.42 330 esmm 251vsn331mn35t 20  35 n35 0.753 1.68 390 esmm 251vsn391mn40t 20  40 n40 0.638 1.92 470 esmm 251vsn471mn50t 20  50 n50 0.529 2.06 150 esmm 251vsn151mp20t 22  20 p20 1.658 0.97 180 esmm 251vsn181mp20t 22  20 p20 1.381 1.06 220 esmm 251vsn221mp25t 22  25 p25 1.13 1.24 270 esmm 251vsn271mp25t 22  25 p25 0.921 1.5 330 esmm 251vsn331mp30t 22  30 p30 0.753 1.66 390 esmm 251vsn391mp35t 22  35 p35 0.638 1.88 470 esmm 251vsn471mp35t 22  35 p35 0.529 2.15 standar d v oltage ratings - snap mount rated  v o ltage ( wvdc ) capacitance ( f ) case size code global part number ? nominal case size* d  l ( m m ) maximum esr (  ) at   20  c, 1 20hz rated ripple curr ent (a  r m s)  a t  85  c, 1 20hz smm snap mount 85  c engineering bulletin mar 07 ? for terminal and construction options, r efer to the part numbering system for descriptions and codes. * refer to diagram of dimensions for detailed case size specifications. 200 v olts 250 v olts surge 1,200 esmm 201vsn122ma30t 35  30 a30 0.207 3.57 1,500 esmm 201vsn152ma35t 35  35 a35 0.166 4.06 1,800 esmm 201vsn182ma40t 35  40 a40 0.138 4.59 2,200 esmm 201vsn222ma45t 35  45 a45 0.113 5.25

 3 1 5 v olts 365 v olts surge 250 v olts 300 v olts surge smm series united chemi-con, inc.  9801 w. higgins road, rosemont, il 60018  tel 847-696-2000  fax 847-696-9278  www.chemi-con.com 8/1 1 120 esmm3b1vsn121mn25t 20  25 n25 2.763 0.89 150 esmm3b1vsn151mn30t 20  30 n30 2.21 1.05 180 esmm3b1vsn181mn35t 20  35 n35 1.381 1.18 220 esmm3b1vsn221mn35t 20  35 n35 1.13 1.3 270 esmm3b1vsn271mn45t 20  45 n45 0.921 1.52 330 esmm3b1vsn331mn50t 20  50 n50 0.753 1.73 100 esmm3b1vsn101mp20t 22  20 p20 3.315 0.79 150 esmm3b1vsn151mp25t 22  25 p25 2.21 1.06 180 esmm3b1vsn181mp30t 22  30 p30 1.381 1.29 220 esmm3b1vsn221mp30t 22  30 p30 1.13 1.41 270 esmm3b1vsn271mp35t 22  35 p35 0.921 1.68 330 esmm3b1vsn331mp40t 22  40 p40 0.753 1.91 390 esmm3b1vsn391mp45t 22  45 p45 0.638 2.07 120 esmm3b1vsn121mq20t 25.4  20 q20 2.763 0.9 150 esmm3b1vsn151mq20t 25.4  20 q20 2.21 1.0 180 esmm3b1vsn181mq25t 25.4  25 q25 1.381 1.38 220 esmm3b1vsn221mq25t 25.4  25 q25 1.13 1.47 270 esmm3b1vsn271mq30t 25.4  30 q30 0.921 1.7 330 esmm3b1vsn331mq35t 25.4  35 q35 0.753 1.94 390 esmm3b1vsn391mq40t 25.4  40 q40 0.638 2.11 470 esmm3b1vsn471mq45t 25.4  45 q45 0.529 2.31 560 esmm3b1vsn561mq50t 25.4  50 q50 0.444 2.46 180 esmm3b1vsn181mr20t 30  20 r20 1.381 1.16 220 esmm3b1vsn221mr20t 30  20 r20 1.13 1.28 270 esmm3b1vsn271mr25t 30  25 r25 0.921 1.55 330 esmm3b1vsn331mr25t 30  25 r25 0.753 1.98 390 esmm3b1vsn391mr30t 30  30 r30 0.638 2.15 470 esmm3b1vsn471mr35t 30  35 r35 0.529 2.38 560 esmm3b1vsn561mr35t 30  35 r35 0.444 2.63 680 esmm3b1vsn681mr45t 30  45 r45 0.366 2.82 820 esmm3b1vsn821mr50t 30  50 r50 0.303 3.28 270 esmm3b1vsn271ma20t 35  20 a20 0.921 1.43 390 esmm3b1vsn391ma25t 35  25 a25 0.638 1.95 560 esmm 251vsn561mp40t 22  40 p40 0.444 2.48 680 esmm 251vsn681mp50t 22  50 p50 0.366 2.61 220 esmm 251vsn221mq20t 25.4  20 q20 1.13 1.22 330 esmm 251vsn331mq25t 25.4  25 q25 0.753 1.61 390 esmm 251vsn391mq30t 25.4  30 q30 0.638 1.88 470 esmm 251vsn471mq35t 25.4  35 q35 0.529 2.15 560 esmm 251vsn561mq35t 25.4  35 q35 0.444 2.35 680 esmm 251vsn681mq40t 25.4  40 q40 0.366 2.67 820 esmm 251vsn821mq45t 25.4  45 q45 0.303 3.01 330 esmm 251vsn331mr20t 30  20 r20 0.753 1.58 390 esmm 251vsn391mr25t 30  25 r25 0.638 1.86 470 esmm 251vsn471mr25t 30  25 r25 0.529 2.05 560 esmm 251vsn561mr25t 30  25 r25 0.444 2.35 680 esmm 251vsn681mr30t 30  30 r30 0.366 2.71 820 esmm 251vsn821mr35t 30  35 r35 0.303 2.98 1,000 esmm 251vsn102mr40t 30  40 r40 0.249 3.56 1,200 esmm 251vsn122mr45t 30  45 r45 0.207 3.99 390 esmm 251vsn391ma20t 35  20 a20 0.638 1.71 470 esmm 251vsn471ma20t 35  20 a20 0.529 1.88 680 esmm 251vsn681ma25t 35  25 a25 0.366 2.58 820 esmm 251vsn821ma30t 35  30 a30 0.303 2.96 1,000 esmm 251vsn102ma35t 35  35 a35 0.249 3.48 1,200 esmm 251vsn122ma35t 35  35 a35 0.207 3.84 1,500 esmm 251vsn152ma40t 35  40 a40 0.166 4.33 1,800 esmm 251vsn182ma50t 35  50 a50 0.138 4.54 standar d v oltage ratings - snap mount rated  v o ltage ( wvdc ) capacitance ( f ) case size code global part number ? nominal case size* d  l ( m m ) maximum esr (  ) at   20  c, 1 20hz rated ripple curr ent (a  r m s)  a t  85  c, 1 20hz engineering bulletin mar 07 smm snap mount 85  c ? for terminal and construction options, r efer to the part numbering system for descriptions and codes. * refer to diagram of dimensions for detailed case size specifications.

 400 v olts 450 v olts surge 350 v olts 400 v olts surge united chemi-con, inc.  9801 w. higgins road, rosemont, il 60018  tel 847-696-2000  fax 847-696-9278  www.chemi-con.com 9/1 1 smm series 100 esmm351vsn101mn25t 20  25 n25 3.315 0.81 120 esmm351vsn121mn30t 20  30 n30 2.763 0.96 150 esmm351vsn151mn30t 20  30 n30 2.21 1.1 180 esmm351vsn181mn35t 20  35 n35 1.381 1.24 220 esmm351vsn221mn45t 20  45 n45 1.13 1.37 270 esmm351vsn271mn50t 20  50 n50 0.921 1.56 82 esmm351vsn820mp20t 22  20 p20 4.043 0.72 120 esmm351vsn121mp25t 22  25 p25 2.763 1.04 150 esmm351vsn151mp30t 22  30 p30 2.21 1.2 180 esmm351vsn181mp30t 22  30 p30 1.381 1.34 220 esmm351vsn221mp35t 22  35 p35 1.13 1.47 270 esmm351vsn271mp40t 22  40 p40 0.921 1.7 330 esmm351vsn331mp45t 22  45 p45 0.753 1.87 120 esmm351vsn121mq20t 25.4  20 q20 2.763 0.9 150 esmm351vsn151mq25t 25.4  25 q25 2.21 1.22 180 esmm351vsn181mq25t 25.4  25 q25 1.381 1.37 220 esmm351vsn221mq30t 25.4  30 q30 1.13 1.53 270 esmm351vsn271mq35t 25.4  35 q35 0.921 1.73 330 esmm351vsn331mq35t 25.4  35 q35 0.753 1.97 390 esmm351vsn391mq40t 25.4  40 q40 0.638 2.14 470 esmm351vsn471mq50t 25.4  50 q50 0.529 2.55 150 esmm351vsn151mr20t 30  20 r20 2.21 1.06 180 esmm351vsn181mr20t 30  20 r20 1.381 1.16 220 esmm351vsn221mr25t 30  25 r25 1.13 1.54 270 esmm351vsn271mr25t 30  25 r25 0.921 1.8 330 esmm351vsn331mr30t 30  30 r30 0.753 2.03 390 esmm351vsn391mr35t 30  35 r35 0.638 2.23 470 esmm351vsn471mr35t 30  35 r35 0.529 2.53 560 esmm351vsn561mr40t 30  40 r40 0.444 2.73 680 esmm351vsn681mr50t 30  50 r50 0.366 3.15 220 esmm351vsn221ma20t 35  20 a20 1.13 1.29 270 esmm351vsn271ma20t 35  20 a20 0.921 1.49 330 esmm351vsn331ma25t 35  25 a25 0.753 1.8 390 esmm351vsn391ma30t 35  30 a30 0.638 2.3 470 esmm351vsn471ma30t 35  30 a30 0.529 2.55 560 esmm351vsn561ma35t 35  35 a35 0.444 2.75 680 esmm351vsn681ma40t 35  40 a40 0.366 3.15 820 esmm351vsn821ma45t 35  45 a45 0.303 3.47 1,000 esmm351vsn102ma50t 35  50 a50 0.249 3.6 68 esmm401vsn680mn25t 20  25 n25 4.875 0.75 82 esmm401vsn820mn30t 20  30 n30 4.043 0.82 100 esmm401vsn101mn30t 20  30 n30 3.315 0.95 120 esmm401vsn121mn35t 20  35 n35 2.763 1.07 150 esmm401vsn151mn40t 20  40 n40 2.21 1.22 180 esmm401vsn181mn45t 20  45 n45 1.842 1.28 220 esmm401vsn221mn50t 20  50 n50 1.507 1.41 68 esmm401vsn680mp20t 22  20 p20 4.878 0.65 82 esmm401vsn820mp25t 22  25 p25 4.043 0.84 100 esmm401vsn101mp25t 22  25 p25 3.315 0.99 120 esmm401vsn121mp30t 22  30 p30 2.763 1.09 150 esmm401vsn151mp35t 22  35 p35 2.21 1.24 180 esmm401vsn181mp40t 22  40 p40 1.842 1.41 standar d v oltage ratings - snap mount rated  v o ltage ( wvdc ) capacitance ( f ) case size code global part number ? nominal case size* d  l ( m m ) maximum esr (  ) at   20  c, 1 20hz rated ripple curr ent (a  r m s)  a t  85  c, 1 20hz smm snap mount 85  c engineering bulletin mar 07 ? for terminal and construction options, r efer to the part numbering system for descriptions and codes. * refer to diagram of dimensions for detailed case size specifications. 3 1 5 v olts 365 v olts surge 470 esmm3b1vsn471ma30t 35  30 a30 0.529 2.46 560 esmm3b1vsn561ma30t 35  30 a30 0.444 2.69 680 esmm3b1vsn681ma35t 35  35 a35 0.366 3.05 820 esmm3b1vsn821ma40t 35  40 a40 0.303 3.45 1,000 esmm3b1vsn102ma45t 35  45 a45 0.249 3.59

 420 v olts 470 v olts surge 400 v olts 450 v olts surge smm series united chemi-con, inc.  9801 w. higgins road, rosemont, il 60018  tel 847-696-2000  fax 847-696-9278  www.chemi-con.com 10 / 1 1 220 esmm401vsn221mp45t 22  45 p45 1.507 1.58 270 esmm401vsn271mp50t 22  50 p50 1.228 1.65 82 esmm401vsn820mq20t 25.4  20 q20 4.043 0.74 100 esmm401vsn101mq20t 25.4  20 q20 3.315 0.82 120 esmm401vsn121mq25t 25.4  25 q25 2.763 1.13 150 esmm401vsn151mq30t 25.4  30 q30 2.21 1.27 180 esmm401vsn181mq30t 25.4  30 q30 1.842 1.44 220 esmm401vsn221mq35t 25.4  35 q35 1.507 1.64 270 esmm401vsn271mq40t 25.4  40 q40 1.228 1.79 330 esmm401vsn331mq45t 25.4  45 q45 1.005 2.0 390 esmm401vsn391mq50t 25.4  50 q50 0.85 2.12 120 esmm401vsn121mr20t 30  20 r20 2.763 0.95 150 esmm401vsn151mr25t 30  25 r25 2.21 1.2 180 esmm401vsn181mr25t 30  25 r25 1.842 1.52 220 esmm401vsn221mr30t 30  30 r30 1.507 1.66 270 esmm401vsn271mr30t 30  30 r30 1.228 1.82 330 esmm401vsn331mr35t 30  35 r35 1.005 2.05 390 esmm401vsn391mr40t 30  40 r40 0.85 2.26 470 esmm401vsn471mr45t 30  45 r45 0.705 2.51 560 esmm401vsn561mr50t 30  50 r50 0.592 2.85 180 esmm401vsn181ma20t 35  20 a20 1.842 1.16 220 esmm401vsn221ma25t 35  25 a25 1.507 1.47 270 esmm401vsn271ma25t 35  25 a25 1.228 1.63 330 esmm401vsn331ma30t 35  30 a30 1.005 2.05 390 esmm401vsn391ma35t 35  35 a35 0.85 2.28 470 esmm401vsn471ma35t 35  35 a35 0.705 2.54 560 esmm401vsn561ma40t 35  40 a40 0.592 2.85 680 esmm401vsn681ma50t 35  50 a50 0.488 3.1 56 esmm421vsn560mn25t 20  25 n25 5.92 0.58 68 esmm421vsn680mn25t 20  25 n25 4.875 0.7 82 esmm421vsn820mn30t 20  30 n30 4.043 0.8 100 esmm421vsn101mn35t 20  35 n35 3.315 0.9 120 esmm421vsn121mn35t 20  35 n35 2.763 1.04 150 esmm421vsn151mn40t 20  40 n40 2.21 1.17 180 esmm421vsn181mn50t 20  50 n50 1.842 1.27 47 esmm421vsn470mp20t 22  20 p20 7.053 0.54 56 esmm421vsn560mp20t 22  20 p20 5.92 0.59 82 esmm421vsn820mp25t 22  25 p25 4.043 0.85 100 esmm421vsn101mp30t 22  30 p30 3.315 0.97 120 esmm421vsn121mp30t 22  30 p30 2.763 1.07 150 esmm421vsn151mp35t 22  35 p35 2.21 1.21 180 esmm421vsn181mp40t 22  40 p40 1.842 1.33 220 esmm421vsn221mp45t 22  45 p45 1.507 1.55 68 esmm421vsn680mq20t 25.4  20 q20 4.875 0.68 82 esmm421vsn820mq20t 25.4  20 q20 4.043 0.74 100 esmm421vsn101mq25t 25.4  25 q25 3.315 0.98 120 esmm421vsn121mq25t 25.4  25 q25 2.763 1.08 150 esmm421vsn151mq30t 25.4  30 q30 2.21 1.26 180 esmm421vsn181mq35t 25.4  35 q35 1.842 1.42 220 esmm421vsn221mq35t 25.4  35 q35 1.507 1.58 270 esmm421vsn271mq40t 25.4  40 q40 1.228 1.74 330 esmm421vsn331mq50t 25.4  50 q50 1.005 2.2 100 esmm421vsn101mr20t 30  20 r20 3.315 0.87 120 esmm421vsn121mr20t 30  20 r20 2.763 0.95 150 esmm421vsn151mr25t 30  25 r25 2.21 1.3 180 esmm421vsn181mr25t 30  25 r25 1.842 1.48 220 esmm421vsn221mr30t 30  30 r30 1.507 1.65 270 esmm421vsn271mr35t 30  35 r35 1.228 1.9 standar d v oltage ratings - snap mount rated  v o ltage ( wvdc ) capacitance ( f ) case size code global part number ? nominal case size* d  l ( m m ) maximum esr (  ) at   20  c, 1 20hz rated ripple curr ent (a  r m s)  a t  85  c, 1 20hz engineering bulletin mar 07 smm snap mount 85  c ? for terminal and construction options, r efer to the part numbering system for descriptions and codes. * refer to diagram of dimensions for detailed case size specifications.

 450 v olts 500 v olts surge 420 v olts 470 v olts surge united chemi-con, inc.  9801 w. higgins road, rosemont, il 60018  tel 847-696-2000  fax 847-696-9278  www.chemi-con.com 11 / 1 1 smm series standard voltage ratings - snap mount rated  v o ltage ( wvdc ) capacitance ( f ) case size code global part number ? nominal case size* d  l ( m m ) maximum esr (  ) at   20  c, 1 20hz rated ripple curr ent (a  r m s)  a t  85  c, 1 20hz 330 esmm421vsn331mr35t 30  35 r35 1.005 1.98 390 esmm421vsn391mr40t 30  40 r40 0.85 2.22 470 esmm421vsn471mr45t 30  45 r45 0.705 2.5 150 esmm421vsn151ma20t 35  20 a20 2.21 1.11 180 esmm421vsn181ma20t 35  20 a20 1.842 1.16 220 esmm421vsn221ma25t 35  25 a25 1.507 1.47 270 esmm421vsn271ma30t 35  30 a30 1.228 1.94 330 esmm421vsn331ma35t 35  35 a35 1.005 2.17 390 esmm421vsn391ma35t 35  35 a35 0.85 2.27 470 esmm421vsn471ma40t 35  40 a40 0.705 2.61 560 esmm421vsn561ma45t 35  45 a45 0.592 2.95 680 esmm421vsn681ma50t 35  50 a50 0.488 3.15 56 esmm451vsn560mn25t 20  25 n25 5.92 0.61 68 esmm451vsn680mn30t 20  30 n30 4.875 0.71 82 esmm451vsn820mn35t 20  35 n35 4.043 0.8 100 esmm451vsn101mn35t 20  35 n35 3.315 0.88 120 esmm451vsn121mn40t 20  40 n40 2.763 0.99 150 esmm451vsn151mn45t 20  45 n45 2.21 1.13 47 esmm451vsn470mp20t 22  20 p20 7.053 0.54 56 esmm451vsn560mp20t 22  20 p20 5.92 0.59 68 esmm451vsn680mp25t 22  25 p25 4.875 0.71 82 esmm451vsn820mp25t 22  25 p25 4.043 0.86 100 esmm451vsn101mp30t 22  30 p30 3.315 0.95 120 esmm451vsn121mp35t 22  35 p35 2.763 1.07 150 esmm451vsn151mp40t 22  40 p40 2.21 1.18 180 esmm451vsn181mp45t 22  45 p45 1.842 1.32 220 esmm451vsn221mp50t 22  50 p50 1.507 1.48 68 esmm451vsn680mq20t 25.4  20 q20 4.875 0.68 82 esmm451vsn820mq20t 25.4  20 q20 4.043 0.74 100 esmm451vsn101mq25t 25.4  25 q25 3.315 0.97 120 esmm451vsn121mq30t 25.4  30 q30 2.763 1.09 150 esmm451vsn151mq30t 25.4  30 q30 2.21 1.25 180 ESMM451VSN181MQ35T 25.4  35 q35 1.842 1.4 220 esmm451vsn221mq40t 25.4  40 q40 1.507 1.59 270 esmm451vsn271mq45t 25.4  45 q45 1.228 1.73 330 esmm451vsn331mq50t 25.4  50 q50 1.005 2.12 82 esmm451vsn820mr20t 30  20 r20 4.043 0.79 100 esmm451vsn101mr20t 30  20 r20 3.315 0.87 120 esmm451vsn121mr25t 30  25 r25 2.763 1.12 150 esmm451vsn151mr25t 30  25 r25 2.21 1.29 180 esmm451vsn181mr30t 30  30 r30 1.842 1.45 220 esmm451vsn221mr30t 30  30 r30 1.507 1.64 270 esmm451vsn271mr35t 30  35 r35 1.228 1.89 330 esmm451vsn331mr40t 30  40 r40 1.005 2.12 390 esmm451vsn391mr45t 30  45 r45 0.85 2.35 470 esmm451vsn471mr50t 30  50 r50 0.705 2.65 120 esmm451vsn121ma20t 35  20 a20 2.763 0.99 150 esmm451vsn151ma20t 35  20 a20 2.21 1.06 180 esmm451vsn181ma25t 35  25 a25 1.842 1.33 220 esmm451vsn221ma25t 35  25 a25 1.507 1.66 270 esmm451vsn271ma30t 35  30 a30 1.228 1.9 330 esmm451vsn331ma35t 35  35 a35 1.005 2.15 390 esmm451vsn391ma40t 35  40 a40 0.85 2.38 470 esmm451vsn471ma45t 35  45 a45 0.705 2.68 560 esmm451vsn561ma50t 35  50 a50 0.592 2.88 smm snap mount 85  c engineering bulletin mar 07 ? for terminal and construction options, r efer to the part numbering system for descriptions and codes. * refer to diagram of dimensions for detailed case size specifications.
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