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		  Datasheet File OCR Text:


		  songle  relay  ningbo songle relay co.,ltd.  smih                 1  spst through dpdt contact arrangements.                  2  5kv dielectric,coil to contact.                  3  standard type and plastic sealed type available.                  4  high sensitivity type for low coil consumption is available.                5  for electrical device in control system,e.g heating    controllers. servo motors,solenoid valves,lifting magnets etc.  ! coll specification [at25degrees ]  coil sensitivity  nominal  voltage  (vdc) nominal  current (ma)  coil resistance (ohm+10%)  power consumption (w) pull-in voltage  (vdc) drop-out  voltage  (vdc) max-allow able  voltage(vdc) 3 120 17  5 71 47  6 60 68  9 40 155  12 30 270  18 20 600  high  senstivity  24 15 1100  abt    0.54w 75%max 5%min 130% 3 150 12.5  5 89 36  6 75 50  9 50 115  12 37.5 200  18 25 450  standard  sensitivity  24 18.7 820  abt  0.72w  75%max 5%min 130% ! contact rating  contact form    spdt  contact capacity  resistave load(cos " =1) inductiv load(cos " =0.4) l/r=7msec  16a  240vac  16a  125vac  5a  120vac  5a  24vdc  contact material  agcdo  ! note: contact rating    1:16a/240vac  -   tuv file no.r9933789

 songle  relay  ! performance[at initial value]  contact rsistance    100 mhom max  operate time    15 msec. max  release time  10 msec. max  dielectric strength    between coil & contact   between contacts   5000vac 50/60hz(1min)  1000vac 50/60hz(1min)  insulaton resistance  100m ohm min(500vdc)  max. on/off switching      mechanically    electrically  300 ops/min  30 ops/min  operating ambient temp  -30 to 70degrees  operating humidity  45 to 85% rh  vibration     damage limits    operating extremes  10 to 55hz double amp.1.5mm  10 to 55hz double amp.1.5.mm  shock   damage limits    operating extremes  100g  10g  life expectancy    mechanically    electrically  1,000,000 ops. min(no load)  100,000 ops. min(at rated coil volt.)  weight abt.13grs  ! order information  smih  12vdc  s   l   c  model of relay  nminal coil voltage  structure  coil sensitivity  contact form  s:sealed type  l:0.54w  a: 1 form a  b: 1 form b  smih 03,05,06,09,12,24vdc  f:flux free type d:0.72w  c: 1 form c 

 songle  relay  ! out line dimensions [unit:mm]  pcb layout[unit:mm]    wiring  diagram  15    5  5 7.6 29 20.6 12.6
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