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		  Datasheet File OCR Text:


		  (2,54 mm) .100" pec series pec?10?02?t?s?lc pec?07?02?t?s pec?03?02?t?s?lc one piece contact for card interface locking clip and alignment pin  options available (2,54 mm) .100"  pitch (7,90 mm) .311" (1,02 mm) .040"  www.samtec.com (1,27) .050 (1,02) .040 (0,25) .010 (1,86) .073 (5,74) .226 a (7,90) .311 (1,27) .050 (0,51) .020 (0,25) .010 (1,52) .060 (2,54) .100 (4,45) .175 b c ?lc ?01 ?02 ?a note:  some sizes, styles and  options are non-standard,  non-returnable. plating option pec no. pins per row ?t = matte tin ?03, ?07, ?10 s option ?a = alignment  pin  (n/a with -lc) ?lc = locking  clip (manual  placement  required)  (n/a with -a) lead style ?01 = straight tail ?02 = surface mount a (12,70) .500 (22,86) .900 (30,48) 1.200 ?03 ?07 ?10 b (11,43) .450 (21,59) .850 (29,21) 1.150 no. of  positions c n/a (8,89) .350 (11,43) .450 for complete speci  cations and  recommended pcb layouts see  www.samtec.com?pec insulator material: black liquid crystal  polymer contact material:  becu plating:  sn over 50? (1,27 ?) ni current rating:  7.5 a per pin (1 pin powered) operating temp  range: -55? to +105? voltage rating: 250 vac rohs compliant:  ye s processing: lead?free solderable: ye s smt lead coplanarity: (0,10 mm) .004" max specifications power  edge  card  connector ?locking clip option f-214 supplement for complete scope of  recognitions see  www.samtec.com/quality recognitions
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