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		  Datasheet File OCR Text:


		  nte53006 thru NTE53010 silicon bridge rectifier, 15a features:  low forward voltage drop  high current capability  high reliability  high surge current capability  ideal for pc boards  mounting position:  any maximum ratings and electrical characteristics:   (t a  = +25  c unless otherwise specified. single phase, half wave, 60hz, resistive or inductive load, note 1.) maximum recurrent peak reverse voltage, v rrm nte53006 200v . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  .  nte53008 600v . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  .  NTE53010 1000v . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .   working peak reverse voltage, v rwm nte53006 200v . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  .  nte53008 600v . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  .  NTE53010 1000v . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .   maximum rms bridge input voltage, v rms nte53006 140v . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  .  nte53008 420v . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  .  NTE53010 700v . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  .  maximum dc blocking voltage, v dc nte53006 200v . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  .  nte53008 600v . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  .  NTE53010 1000v . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .   maximum average forward rectified output current (t c  = +100  c, note 2), i o(av) 15a . . . . . . . . .  peak forward surge current (8.3ms single half wave superimposed on rated load), i fsm 240a . . .  maximum forward voltage drop (per element at 7.5a), v f 1.05v . . . . . . . . . . . . . . . . . . . . . . . . . . . .  maximum reverse current at rated dc blocking voltage per element, i r t a  = +25  c 10  a . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  .  t a  = +125  c 250  a . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  typical thermal reskistance (per element) junction ? to ? ambient (note 3), r thja 22  c/w . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  junction ? to ? case (note 2), r thjc 1.5  c/w . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  operating temperature range, t j ? 55   to +150  c . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  storage temperature range, t stg ? 55   to +150  c . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  note 1. for capacitive load, derate current by 20%. note 2. device mounted on a 300mm x 300mm x 1.6mm thick cu plate heatsink. note 3. device mounted on a pc board without heatsink.  

 1.181 (30.0) .134 (3.4) dia max .433 (11.0) .749 (19.0) .669 (17.0) min .142 (3.6) .181 (4.6) .027 (0.68) .157 (4.0) .295 (7.5) .295 (7.5) .394 (10.0) ac ac + ?  
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