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		  Datasheet File OCR Text:


		  1 nic components  corp.    www.niccomp.com    www.lowesr.com     www.rfpassives.com     www.smtmagnetics.com specifications are subject to change surface mount transient voltage suppressors nvs series features ? zinc oxide multilayer construction ? high energy surge voltage protection ? eia sizes 0603, 0805, 1206 and 1210 ? high current rating (up to 500a) ? fast response (less than 1ns) ? low clamping voltages ? pb-free compatible with flow and reflow soldering multilayer zinc oxide chip varistors are ideal for the suppression of voltage transients due to esd, inductive discharge and el ec  tro  mag  net  ic  energy. the nvs series of chip varistors were designed to provide transient protection to new, low voltage semiconductors and t o aid in  equipment compliance to cis/iec 801 speci   cations. characteristics energy a = 0.1j  e = 1.2j b = 0.3j  f = 1.5j c = 0.4j  g = 2.0j d = 0.9j f 400 a working voltage (vdc), breakdown voltage     (vdc min.@1ma dc) a = 3.3v(5.0v) e = 14v(18.5v) i = 48v(62v) b = 5.6v(8.5v) f = 18v(25.5v) j = 60v(75v) c = 9.0v(12.7v)  g = 26v(34.5v)  d = 12v (16v)  h = 30v(41v) clamping voltage 100 = 12v 150 = 15.5v 200 = 20v 250 = 25v 300 = 30v 390 = 39v 400 = 40v 560 = 56v 580 = 58v 620 = 62v 650 = 65v 101 = 100v 121 = 120v part numbering system 0805 case size  0603 0805 1206 1210 nvs se  ries tape and reel tr rohs  compliant f speci   cations size 0603 0805 1206 1210 working voltage range (@50  a maximum leakage current) 3.3 ~ 30v 3.3 ~ 30v 3.3 ~ 48v 18 ~ 60v clamping voltage range (based on 20 - 10 amp 8/20  s pulse) 10 ~ 65v 10 ~ 65v 10 ~ 100v 39 ~ 120v peak current rating (8/20  s pulse waveform) 30a 30 ~ 120a 30 ~ 150a 220 ~ 500a maximum transient energy dissipated (10/1000  s pulse waveform) 0.1j 0.1 ~ 0.3j 0.1 ~ 0.4j 0.9 ~ 1.5j *see part number system for details rohs compliant includes all homogeneous materials

 2 nic components  corp.    www.niccomp.com    www.lowesr.com     www.rfpassives.com     www.smtmagnetics.com specifications are subject to change surface mount transient voltage suppressors nvs series part numbering specifications case size part number working* voltage (max.) clamping voltage (max.) peak current (max.) transient energy (max.) typical c (nf) l (nh) 0603 nvs0603a100atrf 3.3v 12v 30a 0.1j 1.450 NVS1206B150ATRF 5.6v 18v 40a 0.1j 1.200 
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