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		  Datasheet File OCR Text:


		  datasheet rev. hk1 issued 2008/11 www.tycoelectronics.com www.schrackrelays.com dimensions are in mm unless otherwise specified and are shown for reference purposes only. product specification according to iec 61810-1. product data, technical para- meters, test conditions and processing information only to be used together with the 'definitions' section in the  cat- alogue or at schrackrelays.com in the schrack section. specifications subject to change. general purpose relays schrack 1 low profile pcb relay pcd  1 pole 10 a  1 no contact  low coil power 200 mw  height 10.2 mm  wash tight applications domestic appliances, coffeee machines, irons, office equipment f0154-d approvals  z e82292 technical data of approved types on request contact data contact configuration  1 no contact set single contact type of interruption micro disconnection rated voltage / max. switching voltage ac 250 / 400 vac rated current 10 a limiting continuous current 10 a maximum breaking capacity ac 2500 va contact material  agsno 2 , agcdo rated frequency of operation with / without load 10 / 300 min -1 operate- / release time  max 8 / 2 ms bounce time no / nc contact max 3 / 2 ms contact ratings type contact load ambient cycles temp. [c] ul 508 pcd-1d2m(h) no 10 a, 250 vac, resistive 85c 50x10 3 pcd-1d2m(h) no 15 a, 125 vac, resistive 23c 100x10 3 coil data rated coil voltage range dc coil 3 ... 48 vdc operative range to iec 61810  2 coil versions, dc-coil coil rated operate release coil rated coil code voltage voltage voltage resistance power vdc vdc vdc ohm mw 006 6 4.5 0.3 180 + 10% 200 012 12 9.0 0.6 720 + 10% 200 024 24 18.0 1.2 2880 + 10% 200 all figures are given for coil without preenergization, at ambient temperature +23c other coil voltages on request

 datasheet rev. hk1 issued 2008/11 www.tycoelectronics.com www.schrackrelays.com dimensions are in mm unless otherwise specified and are shown for reference purposes only. product specification according to iec 61810-1. product data, technical para- meters, test conditions and processing information only to be used together with the 'definitions' section in the  cat- alogue or at schrackrelays.com in the schrack section. specifications subject to change. general purpose relays schrack 2 low profile pcb relay pcd (continued) product key typical product key pcd -1 24 -d 2 m type pcd  low profile pcb relay pcd number of contacts 1 1 no contact coil 5 5 vdc 6 6 vdc 12 12 vdc 24 24 vdc coil version d standard 200 mw contact material 1 agcdo 2 agsno 2 contact configuration m 1 no contact (1 form a) version - flux proof h wash tight other types on request pcb layout / terminal assignment bottom view on solder pins dimensions s0259-aa s0259-ab s0287-b product key version cont. material   cont.configuration coil part number pcd-105-d2m standard 200mw agsno 2 1 no contact 5 vdc 1721105-1 pcd-112-d2m flux proof 12 vdc 1721105-4 pcd-124-d2m 24 vdc 1721105-5 pcd-148-d2m 48 vdc 1721105-6 pcd-105-d2mh standard 200mw 5 vdc 1721105-7 pcd-112-d2mh wash tight 12 vdc 1-1721105-0 pcd-124-d2mh 24 vdc 1-1721105-1 pcd-148-d2mh 48 vdc 1-1721105-2 insulation  dielectric strength coil-contact circuit  2500 v rms open contact circuit 750 v rms clearance / creepage coil-contact circuit  w 4/4 mm material group of insulation parts  w iiia insulation to iec 61810-1 type of insulation coil-contact circuit basic open contact circuit micro disconnection rated insulation voltage 250 v pollution degree 3 rated voltage system  240 v overvoltage category iii other data mechanical endurance  >10x10 6 cycles material rohs - directive 2002/95/ec  compliant per as par product date code "dt"  (refers to june 2004), environment ambient temperature range  -30 ... +70c shock resistance (function) no / nc contact 10 ms shock resistance (destruction) 100 g category of protection rt ii - flux proof, rt iii - wash tight processing resistance to soldering heat flux-proof version 270c / 10 s wash-tight version 260c / 5 s relay weight 9 g packaging unit  1000 pcs
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