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		  Datasheet File OCR Text:


		  isobar surge suppressor - premium surge, spike and line noise protection model number:  isobar4/220   description for more than 20 years, america's leading companies have trusted tripp lite's isobar premium surge and noise suppressors to protect sensitive computer, networking and telecom equipment. with more than 14 million satisfied customers, the isobar remains the world's #1 selling premium surge suppressor. loaded with a generous combination of high quality components, near indestructible all-metal case and unique noise filtration system, the isobar offers the highest level of protection attainable in a multi-outlet strip. robust surge suppression circuits with sine-wave tracking offer extreme levels of protection against the heaviest surge conditions exceeding ieee 587 category a & b specifications. isobar's unique protection system combines large torroidal chokes, ferrite rod-core inductors, hf/vhf capacitors and multiple layers of metal oxide varistors into exclusive isolated filter banks that remove emi/rfi interference, even noise generated by other pieces of connected equipment. isobar4/220 offers 4 outlets arranged in two filter banks to prevent system crashes, reboots and performance problems common as noisy system peripherals are powered off and on. surge suppression rated at 330 joules offers network-grade protection. widely spaced nema5-15 outlets accommodate up to 2 large transformer plugs without blocking outlets. includes 1.8 meter ac line cord and keyhole mounting tabs. plug/outlets: input: nema 5-15p/output: 4 nema 5-15r/1.8 m attached ac line cord electrical: 200-240v ac, 50/60hz (use at 120v supported) suppression: ac: 300v rms clamping/330 joules format: corded all-metal strip with transformer spaced outlets features tripp lite's isobar is the world's #1 selling premium suppressor series with more than 14 million satisfied customers and a safety-tested history of 20+ years robust surge suppression with sine-wave tracking protects against the heaviest of surge conditions, exceeding ieee category a&b specifications multi-component suppression circuits combine torroidal chokes, ferrite rod-core inductors, hf/vhf capacitors and multiple layers of metal oxide varistors into exclusive isolated filter banks that remove emi/rfi interference, even noise from other pieces of connected equipment. 4 outlets arranged in two filter banks prevent system crashes, reboots and performance problems common as noisy peripherals are powered off and on. highlights 4 outlets/1.8 m cord 330 joule rating all metal housing isolated filter banks 200-240vac, 50/60hz electrical compatibility (also supports 120v) applications ideal for premium protection of personal computers with peripherals, network and cad/cam/cae workstations, internetworking accessories, telecommunications systems, point of sale equipment, audio/video and home theater systems in any home, office or industrial application. package includes isobar4/220 premium surge suppressor instruction manual with warranty information 1 / 3   

 network grade surge suppression rated at 330 joules widely spaced outlets accommodate up to 2 large transformer plugs without blocking outlets lighted power switch confirms power on/off status 1.8 meter ac line cord keyhole mounting tabs for installation in a wide variety of applications 200-240vac, 50/60hz electrical compatibility specifications overview intended application home/office, computer networks output frequency compatibility 50 / 60 hz circuit breaker (amps) 9 outlet quantity / type 4 nema 5-15r transformer accommodation supports up to 2 large transformer plug accessories without covering remaining outlets input nominal input voltage(s) supported 120v ac recommended electrical service 230v (220-250v) input connection type nema 5-15p input plug input cord length (ft.) 6 input cord length (m) 1.8 voltage compatibility (vac) 230 maximum surge amps 22000 leds alarms & switches switches two position red illuminated on/off power switch surge / noise suppression ac suppression joule rating 330 ac suppression response time nm = 0 ns. cm =  immunity conforms to iee 587 / ansi c62.41 dataline surge suppression telephone/dsl protection no cable (coax) protection no network (ethernet) protection no physical unit dimensions (hwd/in) 3.5 x 7 x 2.5 unit dimensions (hwd/cm) 8.9 x 17.8 x 6.4 material of construction metal integrated keyhole mounting tabs metal end caps are fitted with keyhole mounting tabs for wallmount installation housing color light gray receptacle color black ac line cord color light gray style strip outlets center to center measurement distance between horizontal outlets = 39.45mm; distance between vertical outlets = 39.30mm keyhole slot center to center measurement distance between horizontal tabs = 131.90mm; distance between vertical tabs = 58.17mm special features appearance rugged all-metal corded strip format with high quality duplex receptacles right-angle plug yes warranty product warranty period (worldwide) lifetime limited warranty ? 2014 tripp lite. all rights reserved. all trademarks are the sole property of their respective owners. tripp lite has a policy of continuous improvement. specifications are subject to change without notice. photos may differ slightly from final products. 3 / 3   
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