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		  Datasheet File OCR Text:


		  emc filte r   FI-B03D series      201 4 .02.18- a /2         page 1of 3 mornsun guangzhou science & te chnology co., ltd. reserves the copyright and right of final interpretation   emc filter   features   z   compact size  z   restrain line disturb of dc power source  z   t he attenuation coefficient of frequency meet  20db  z   cost-effective  z   low temperature rise  z   mounting: pcb mounting, chassis mounting with  screw terminals, din-rail mounting                 rohs   this model applies to analog circuit which  is noise-sensitive. put FI-B03D on to the  input of module can ensure emi performance  by a big  margin.     selection guide   model   input voltage range (vdc)   nominal current (a)(max)   FI-B03D 0~80  3.0  note: series with suffix ?a2s? are chassis mounting, with suffix ?a4s? are din-rail mounting, for example FI-B03Da4s.     general specifications   item test conditions  min. typ. max. unit  operating temperature    -40  --  85     storage temperature    -55  --  125  storage humidity    5  --  95  %  casing temperature rise  nominal current  --  --  40     withstand voltage to gnd    --  --  1500  vdc  dcr  input - output  --  30  --  m ?     general specifications   casing material  aluminum alloy  package dimensions  horizontal package   25.40x25.40x11.70 mm   a2s wiring package   76.00x31.50x21.20 mm   a4s rail package   76.00x31.50x25.80 mm   weight  horizontal package/a2s wiri ng package/a4s rail package 15g/35g/55g(typ)    frequency impedance specifications   item   test conditions   min. typ. max.  unit  im 150khz~100 mhz  -- 20 -- db ?     devise standard   FI-B03D can ensure mornsun dc/dc converter module  with 3a input current emi meet en 55022 class b.                

 emc filte r   FI-B03D series      201 4 .02.18- a /2         page 2of 3 mornsun guangzhou science & te chnology co., ltd. reserves the copyright and right of final interpretation impedance specifications   1k 10k 100k 1.0m 10.m 100.m 100 10 20 30 40 50 60 frequency(hz) impd(db ) ?   desi g n reference   1.   inside schematic  -vin +vi n -vo +v o   2.   typical application       +vin -vin  emi filter       dc-dc converter +vo -vo +vo -vo fuse +vin gnd   fuse: due to the difference of the power module input current, the  fuse of the recommended values,  please refer to the technical  manual for the power module.           +vin -vin  emi filter       dc-dc converter +vo -vo +vo -vo fuse +vin gnd     note: this application is not supported for this series.   3.   for more information please find the application notes on www.mornsun-power.com     FI-B03D dimensions and recommended layout    

 emc filte r   FI-B03D series      201 4 .02.18- a /2         page 3of 3 mornsun guangzhou science & te chnology co., ltd. reserves the copyright and right of final interpretation FI-B03Da2s dimensions        FI-B03Da4s dimensions           note:   1.   packing information please refer to 'product packing information' . the packing bag number of hori zontal  package : 58220003, the   packing bag number of a2s/ a4s  package:58220022;  2.   unless otherwise specified, data in this data sheet  should be tested under the conditions of ta=25  c, humidity
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