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		  Datasheet File OCR Text:


		  rpsma plug-rpsma  jack-5m ANC-1440 levelone provides a high-performance ddc 200 cable  with excellent fexibility. all cables designed for low  loss general-purpose indoor/outdoor applications,  such as extending network connection and many  more.  weatherability ddc 200 cables are designed for outdoor exposure  incorporate the best materials for uv resistance and  have life expectancy in more than 10 years. related prodoucts 1. rpsma jack 2. rpsma plug h/w version: 1 anc-1430  rpsma plug-rpsma jack-3 m anc-1470 rpsam plug-rpsam jack-10m 1 2   

 www.level1.com    i    one world_one brand_one level_ antenna technical specifcations dimension diagram    electrical properties: frequency range dc~6ghz impedance 50 insertion loss 2.4 ghz  1.1 db 3.0 ghz  1.0 db 5.8 ghz  1.2 db 6.0 ghz  1.0 db vswr 1.3:1 max cable low loss 200 coaxial cable connector rp sma male connector rp sma female  physical properties operating temp -10c~+60c storage temp -10c~+70c conductor material bare copper wire conductor cond. size 1.120.03mm insulation min. avg.thick 0.84mm insulation material  gas injected foamed polyethylene shield copper material tinned copper wire shield copper size 0.120.008mm jacket material pvc jacket colour black jacket o.d 4.950.10 order information   ANC-1440:  rpsma plug-rpsma jack-5m  package contents   ANC-1440 all mentioned brand names are registered trademarks and property of their owners. technical specifcations are subject to change without notice.    ? copyright digital data communications gmbh. all rights reserved.  v1.0 500020 jacket shield conductor insulation 1 2 3 2 4 1. rp sma male crmp type 2. heat shrink tube 3. low loss cable, color:black 4. rp sma female bulkhead crmp  
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