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		  Datasheet File OCR Text:


		                                    200mw surface mount zener diode        mm3z2v4-mm3z75    features  z   standard zener breakdown voltage  range 2.4v-75v  z   steady state power rating of 200mw    applications  z   zener diode                                                         z   ultra-small surface mount package                                     sod-323     ordering information             type no.                      marking                 package code       mm3z2v4-mm3z75                see table 2                  sod-323       maximum rating  @ ta=25   unless otherwise specified  characteristic   symbol value   unit  forward voltage        @ i f =10ma  v f  0.9 v  power dissipation  p d  200 mw  thermal resistance,junction to ambient air  r  ja  635   /w  junction temperature  t j  150     storage temperature range  t stg  -65 to+150               pb lead-free  2014-03 01? http://www.microdiode.com

                                   200mw surface mount zener diode        mm3z2v4-mm3z75    electrical characteristics   @ ta=25   unless otherwise specified  zener voltage  zener impedance  leakage current  v z (volts) @i zt  z zt@ i zt  z zk@ i zk  i r  @v r  @v z (mv/k)   @i zt  c  @v r =0, f=1mhz type  number  marking code  min nom max  ma  ?   ?  ma  a v min max pf  mm3z2v4 00  2.2 2.4 2.6  5  100  1000 0.5 50  1.0  -3.5  0  450  mm3z2v7 01  2.5 2.7 2.9  5  100  1000 0.5 20  1.0  -3.5  0  450  mm3z3v0 02  2.8 3.0 3.2  5  100  1000 0.5 10  1.0  -3.5  0  450  mm3z3v3 05  3.1 3.3 3.5  5  95  1000 0.5 5  1.0  -3.5  0  450  mm3z3v6 06  3.4 3.6 3.8  5  90  1000 0.5 5  1.0  -3.5  0  450  mm3z3v9 07  3.7 3.9 4.1  5  90  1000 0.5 3  1.0  -3.5 -2.5  450  mm3z4v3 08  4.0 4.3 4.6  5  90  1000 0.5 3  1.0  -3.5  0  450  mm3z4v7 09  4.4 4.7 5.0  5  80  800 0.5 3  2.0  -3.5  0.2  260  mm3z5v1 0a  4.8 5.1 5.4  5  60 500 0.5 2  2.0 -2.7 1.2 225  mm3z5v6 0c  5.2  5.6 6.0  5  40  200 0.5 1  2.0  -2.0  2.5  200  mm3z6v2 0e  5.8 6.2 6.6  5  10 100 0.5 3  4.0 0.4 3.7 185  mm3z6v8 0f  6.4 6.8 7.2  5  15 160 0.5 2  4.0 1.2 4.5 155  mm3z7v5 0g  7.0  7.5 7.9  5  15 160 0.5 1  5.0 2.5 5.3 140  mm3z8v2 0h  7.7  8.2 8.7  5  15 160 0.5 0.7 5.0 3.2 6.2 135  mm3z9v1 0k  8.5 9.1 9.6  5  15 160 0.5 0.2 7.0 3.8 7.0 130  mm3z10 0l  9.4 10 10.6  5  20  160  0.5 0.1 8.0 4.5 8.0 130  mm3z11 0m  10.4 11 11.6  5  20 160 0.5 0.1 8.0 5.4 9.0 130  mm3z12 0n 11.4 12 12.7 5  25  80 0.5 0.1 8.0 6.0 10 130  mm3z13 0p 12.35 13 13.65  5  30  80 0.5 0.1  8.0  7.0  11  120  mm3z15 0t 14.25 15 15.75  5  30  80 0.5 0.05  10.5 9.2  13  110  mm3z16 0u  15.2 16 16.8  5  40  80 0.5 0.05  11.2 10.4  14  105  MM3Z18 0w  17.1 18 18.9  5  45  80 0.5 0.05  12.6 12.4  16  100  mm3z20 0z  18.8 20 21.2  5  55  100 0.5 0.05  14.0 14.4  18  85  mm3z22 10  20.9 22 23.1  5  55  100 0.5 0.05  15.4 16.4  20  85  mm3z24 11  22.8 24 25.2  5  70  120 0.5 0.05  16.8 18.4  22  80  mm3z27 12  25.1 27 28.9  2  80  300  0.5 0.05 18.9 21.4 25.3  70  mm3z30 14  28 30  32  2  80  300 0. 5 0.05 21.0 24.4 29.4  70  mm3z33 18  31 33  35  2  80  300 0. 5 0.05 23.2 27.4 33.4  70  mm3z36 19  34 36  38  2  90  500 0. 5 0.05 25.2 30.4 37.4  70  mm3z39 20  37 39  41  2  130  500 0. 5 0.05 27.3 33.4 41.2  45  mm3z43 21  40 43  46  2  150  500 0. 5 0.05 30.1 37.6 46.6  40  mm3z47 1a  44 47  50  2  170  500  0.5 0.05 32.9 42.0 51.8  40  mm3z51 1c  48 51  54  2  180  500  0.5 0.05 35.7 46.6 57.2  40  mm3z56 1d  52 56  60  2  200  500  0.5 0.05 39.2 52.2 63.8  40  mm3z62 1e  58 62  66  2  215  500  0.5 0.05 43.4 58.8 71.6  35  2014-03 01? http://www.microdiode.com

                                   200mw surface mount zener diode        mm3z2v4-mm3z75    zener voltage  zener impedance  leakage current  v z (volts) @i zt  z zt@ i zt  z zk@ i zk  i r  @v r  @v z (mv/k)   @i zt   c  @v r =0, f=1mhz type  number  marking code  nom min max  ma  ?   ?  ma  a v min max pf  mm3z68 1f  64 68  72  2  240  500  0.5 0.05 47.6 65.6 79.8  35  mm3z75 1g  70 75  79  2  255  500  0.5 0.05 52.5 73.4 88.6  35    typical characteristics   @ ta=25   unless otherwise specified  2014-03 01? http://www.microdiode.com

                                   200mw surface mount zener diode        mm3z2v4-mm3z75        package outline  plastic surface mounted package                                               sod-323                                        sod-323  dim min max  a 1.60 1.80  b   1.20 1.40  c 0.9 max  d 0.30 typical  e 0.22 0.42  h 0.02 0.1  j 0.1 typical  k   2.55 2.75  all dimensions in mm  d a k c b h j e 2014-03 01? http://www.microdiode.com

                                   200mw surface mount zener diode        mm3z2v4-mm3z75    soldering footprint                           unit   mm    package  information  device package  shipping  mm3z2v4-mm3z75 sod-323  3000/tape&reel    1.60 0.63 0.83 2.85 2014-03 01? http://www.microdiode.com
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