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		  Datasheet File OCR Text:


		  b-35 mil-dtl-38999 type  hermetic connectors 232-100-H7 jam nut mount hermetic receptacle mil-dtl-38999 series ii type table i: connector dimensions shell size a thread class 2a b dia .016(0.4) c flat .004(0.1) d a/f .016(0.4) 8/08 .875-20 unef 1.375(34.9) .815(20.7) 1.25(31.8) 10 1.000-20 unef 1.5(38.1) .939(23.9) 1.375(34.9) 12 1.125-18 unef 1.625(41.3) 1.063(27.0) 1.5(38.1) 14 1.250-18 unef 1.75(44.5) 1.188(30.2) 1.625(41.3) 16 1.375-18 unef 1.938(49.2) 1.318(33.5) 1.781(45.2) 18 1.500-18 unef 2.016(51.2) 1.438(36.5) 1.890(48.0) 20 1.625-18 unef 2.141(54.4) 1.563(39.7) 2.016(51.2) 22 1.750-18 uns 2.265(57.5) 1.688(42.9) 2.140(54.4) 24 1.875-16 un 2.39(60.7) 1.813(46.1) 2.265(57.5) table i (continued): connector dimensions shell size ep max es max f .005(0.1) g dia .005(0.1) h .005(0.1) l max 8/08 .281 (7.1) .359 (9.1) .438(11.1) .885(22.48) .830(21.08) .724(18.4) 10 .281 (7.1) .359 (9.1) .438(11.1) 1.010(25.65) .955(24.26) .724(18.4) 12 .281 (7.1) .359 (9.1) .438(11.1) 1.135(28.83) 1.085(27.56) .724(18.4) 14 .281 (7.1) .359 (9.1) .438(11.1) 1.260(32.01) 1.210(30.73) .724(18.4) 16 .281 (7.1) .359 (9.1) .438(11.1) 1.385(35.18) 1.335(33.91) .724(18.4) 18 .281 (7.1) .359 (9.1) .438(11.1) 1.510(38.35) 1.460(37.08) .724(18.4) 20 .250 (6.4) .344 (8.7) .464(11.8) 1.635(41.53) 1.585(40.26) .719(18.3) 22 .250 (6.4) .344 (8.7) .464(11.8) 1.760(44.70) 1.709(43.42) .719(18.3) 24 .250 (6.4) .344 (8.7) .464(11.8) 1.885(47.88) 1.835(46.61) .719(18.3) table ll: contact size .050  .015 (1.27  0.38) size 22d and size 20 size 12 and size 16 printed circuit tail configurations contact style c and d p p contact size ?  p 22d .011 (0.28) .015 (0.38) 20 .024 (0.61) .028 (0.71) 16 .0635 (1.61) .0615 (1.56) 12 .095 (2.41) .093 (2.36) connector series 232 -  series ii type alternate key position a, b, c, d, (n = normal) connector material / finish zl  -  cres, nickel z1  -  cres, passivated ft  -  carbon steel, fused tin shell size 08,10,12,14,16,18,20,22,24 232 - 100 - h7 z1 10 - 35 p n shell style h7 - hermetic box mount connector type 100 - hermetic receptacle contact termination p  -  pin, solder cup x  -   pin, eyelet c  -   pin, pcb s  -  socket, solder cup z  -   socket, eyelet d  -   socket, pcb how to order:  commercial insert arrangement per mil-std-1560;  see pages b-2 - b-4 wire accomodation contact size wire guage 22d #22 - #28 20 #20 - #24 16 #16 - #20 12 #12 - #14 hermetic leak rate mod codes designator required leak rate ?585a 1 x 10 -10  cc helium per second ?585b 1 x 10 -9  cc helium per second ?585c 1 x 10 -8  cc helium per second recommended panel cut-out g dia h  dimensions in inches (millimeters) are subject to change without notice. www.glenair.com   e-mail: sales@glenair.com glenair, inc.  ?  1211 air way  ?  glendale, ca 91201-2497  ? 818-247-6000  ?  fax 818-500-9912  ? 2013 glenair, inc.   u.s. cage code 06324  printed in u.s.a. b
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