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		  Datasheet File OCR Text:


		   40 xtra ? guard ? 1 multipair, foil shield extra-premium grade pvc jacket for extended cable life 24 awg (0,23mm 2 ), 7/ 3 2 (7x0,20mm), insulation thickness:  0.010" (0,25mm) 5491C 1 0.032 0,81 0.16 4,1 5492c 2 0.032 0,81 0.21 5,2 5493c 3 0.032 0,81 0.23 5,9 5494c 4 0.032 0,81 0.25 6,5 5495c 5 0.032 0,81 0.27 7,0 5496c 6 0.032 0,81 0.29 7,4 5499c 9 0.032 0,81 0.34 8,5 5499/11c 11 0.032 0,81 0.36 9,2 5499/15c 15 0.032 0,81 0.40 10,3 5499/19c 19 0.032 0,81 0.44 11,2 5499/27c 27 0.032 0,81 0.50 12,8 xtra? guard 1 no. of jacket thickness nominal diameter part no. pairs inches mm inches mm 22 awg (0,35mm 2 ), 7/ 3 0 (7x0,25mm), insulation thickness:  0.010" (0,25mm) 5481c 1 0.032 0,81 0.18 4,6 5482c 2 0.032 0,81 0.23 5,8 5483c 3 0.032 0,81 0.25 6,5 5484c 4 0.032 0,81 0.27 7,0 5485c 5 0.032 0,81 0.29 7,4 5486c 6 0.032 0,81 0.32 8,0 5489c 9 0.032 0,81 0.37 9,4 5489/11c 11 0.032 0,81 0.40 10,3 5489/15c 15 0.032 0,81 0.45 11,4 5489/19c 19 0.032 0,81 0.49 12,5 5489/27c 27 0.053 1,35 0.62 15,7 xtra? guard 1 no. of jacket thickness nominal diameter part no. pairs inches mm inches mm 20 awg (0,56mm 2 ), 7/ 2 8 (7x0,32mm), insulation thickness:  0.017" (0,43mm) 5452c 2 0.032 0,81 0.31 7,7 5453c 3 0.032 0,81 0.33 8,3 5456c 6 0.032 0,81 0.43 10,7 5459c 9 0.032 0,81 0.50 12,5 5459/12c 12 0.032 0,81 0.56 13,5 5459/19c 19 0.053 1,35 0.70 17,8 xtra? guard 1 no. of jacket thickness nominal diameter part no. pairs inches mm inches mm 18 awg (0,81mm 2 ), 16/30 (16x0,25mm), insulation thickness:  0.017" (0,43mm) 5373c 3 0.032 0,81 0.36 9,2 5376c 6 0.032 0,81 0.47 12,0 xtra? guard 1 no. of jacket thickness nominal diameter part no. pairs inches mm inches mm ul type cm, awm 2464 csa cmg ft4 rohs compliant 300 volt c haracteristics operating temperature: n C0?to 80? awm n C0?to 75? cm voltage rating: n 300 volt color description: n color code: 24, 22 a wg char t b page 374, n 20, 18 awg chart a page 374 n jacket colors: gray, black product description: n conductor: stranded tinned copper n insulation:  color -coded premium pvc n shield: aluminum/polyester foil facing in with stranded tinned copper drain wire equal in size to insulated conductors of cable n nylon rip cor d for ease of jacket stripping n jacket: pr emium pvc s pecifications n ul type cm, awm style 2464 n csa cmg ft4 n passes ul vw-1 flame test n passes csa ft4 flame t est n rohs compliant c hoose xtra ? guard 1 f or : n unsurpassed flame and moisture resistance n fast, easy stripping of insulation and jacket n ul recognition, ul listing  and csa certi?ation n flexible cable routing requirements xtra ? guard 1 a pplications : n eia rs 232c interface (24, 22 awg) n high technology applications in controlled environments n medical electronics n point-of-sale equipment n computer peripherals n industrial process controls a vailability n in stock: gray 100 ft (30,5m), 500 ft (152m) and 1000 ft (305m) put-ups n made-t o-or der: black, 1000 ft (305m) minimum for complete product performance data, see technical section in the back of this book. f i t ? tubing recommenda tion fit ? -221 C general purpose, irradiated polyole? (see page 114 for product speci??tions) fit ? -321 C medium wall, adhesive lined, irradiated polyole? (see page 121 for product speci?ations) toll free: 1-800-52 alpha ?telephone: 908-925-8000 ?fax: 908--25--923 web site: www.alphawire.com europe/uk telephone: +44 (0) 1932 772422 ?europe/uk fax: +44 (0) 1932 772433 email: info@alphawire.com     ?      
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