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		  Datasheet File OCR Text:


		  home  |  products & services  |  about us  |  heat technology  |  what's new  |  customer support  |  contact us   quick jump:    heavy-duty, industrial quality, continuous duty heat blower 3 models produce 300f, 500f or 750f. high  temperatures accommodate many heating, drying &  shrinking applications high air flow rating - 47 cfm at 2200 fpm means jobs get  done fast brushless induction type motor for quiet continuous duty  operation rubber backed stand, permits 90 non-slip adjustability.  use in any position or mount on equipment comfort balanced handle for carrying or portable use use to bend plastics, dry materials, parts and ink, heat  materials, mount over conveyor lines and on machinery  and more ordering information 120v models (ul listed) model no. item no. description ah-301 10151 300f 150c 120v 10.0a 1200 w 60 hz ah-501 10153 500f 260c 120v 14.0a 1680 w 60 hz ah-751 * 10156 750f 400c 120v 18.0a 2160 w 60 hz canadian models (csa certified) model no. item no. description ah-301 10151 300f 150c 120v 10.0a 1200 w 60 hz AH-501-C * 10154 500f 260c 120v 14.0a 1680 w 60 hz ah-751 * 10156 750f 400c 120v 18.0a 2160 w 60 hz 230v models model no. item no. description ah-302 10152 300f 150c 230v 5.2a 1200 w 50/60 hz

 ah-502 10155 500f 260c 230v 7.3a 1680 w 50/60 hz ah-752 10157 750f 400c 230v 9.4a 2160 w 50/60 hz all 120 volt models meet nom requirements in mexico.  *comes standard with nema plug type-5-20p specifications ave. air volume: 47 cfm nozzle o.d.: 2.6" ave. air velocity: 2200 fpm nozzle opening: 1.8" motor: induction cordset: 6 ft., 3-wire grounded base size: 6" x 6" net weight: 6 lbs. dimensions: 12" l x 6" w x 9" h,  (ah-301 & ah-302, 9" l x 6" w x 9" h) shipping weight: 8 lbs. many international voltages/cordsets available upon request. contact our sales department for appropriate model numbers.  view replacement parts list users should independently evaluate the suitability of the product for their application.   home      back to product listing  
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