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		  Datasheet File OCR Text:


		  product specification     date:  06/10/11 '    no. 50r06007  cosmo  electronics corporation   reed relay   SS1C050000   sheet 1 of 2  rev. 2    1. outside dimension : unit ( mm )        2. schematic : top view     tolerance : 0.1mm 24.13 kuan hsi SS1C050000 5.08 2.54 10.16 0.5 7.0 7.0 0.4 3.0 0.25 2.54  

 product specification     date:  05/21/11 '    no. 50r06007  cosmo  electronics corporation   reed relay   SS1C050000   sheet 2 of 2  rev. 2     3.0  coil ratings   (at 20  )                              3.1  coil resistance        200    ?    (10  )    3.2  nominal coil voltage        5    vdc     3.3  maximum continuous voltage      10    vdc      3.4  must operate        3.75    vdc      3.5  must release        1.0    vdc      3.6  rated current        25    ma                                                                                      4.0  electronical characteristics                                4.1  contact resistance      150    m ?    (max)    4.2  operate time        1.0    ms  (max)    4.3  bounce time        2.0    ms  (max)    4.4  release time        1.0    ms  (max)    4.5  insulation resistance  (100 vdc open contact)  10 9    ?   (min)    4.6  power          3    va  (max)    4.7  switching voltage        100    vdc  (max)    4.8  switching current        0.25    a  (max)    4.9  carry current        0.5    a  (max)    4.10  breakdown voltage  (across open contact)  200    vdc  (min)            (between coil & contact)  1000    vdc  (min)    4.11  life expectancy    (signal level)      5x10 7          4.12  operating temp        -40 to 85       4.13  storage temp          -50 to 125        4.14  resonant frequency      3.5    khz      4.15  vibration (10-2000hz)      20    g  (max)      4.16  minimum permissible load      100    mvdc  10ua  
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