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		  Datasheet File OCR Text:


		        adsl transformer< smd type: cep series>          type: cep810      please refer to the sales offices on our website fo r a representative near you    www.sumida.com  1/2          product description  ? 9.8  9.0mm max.(l  w),10.5mm max. height.            feature  ? xdsl line transformer.  ? ideally used in adsl/vdsl central office.  ? approved by broadcom,conexant and infineon.  ? rohs compliance.       dimensions (mm)                                                                                                               land pattern (mm)                                                      schematics(bottom)                                                                                                                                                                                                                                                                                    1.2   [.047]   2.1   [.083]   2.5   [.098]   7.5   [.295]   8.7   [.343]   10.2   [.402]   1   4   8     5   6   7       line    chip   3     1   4   8   5   6   7       line    chip   3   2   (b)  (a)    9.8 max   [.386]         part number   country of origin   sumida   9.0 max   [.354]   4   5   date code   1   8   8x0.7   [.028]   10.5 max   [.413]   6x2.5   [.098]   1     4   5    

       adsl transformer< smd type: cep series>          type: cep810      please refer to the sales offices on our website fo r a representative near you    www.sumida.com  2/2          specification  part no.  inductance   (nom. 9h)   turns ratio   thd (db) (typ.)  insulation  application  c10107  1000  0.9:1  -75(25 k, 2.0v)  functional  adsl co  c10138  1100  0.408:1  -76.2(25k,5v)  functional  adsl co  c10141  100  0.408:1  -80 (50k,2.5v)  functional  adsl co  c10149  1200  2.3:1  -82.9 (25k,4v)  supplementary  adsl co  c10168  1400  1.333:1  -89.8( 30k,2v)  basic  adsl co  c10169  82  1.33:1    basic  adsl co  c10176  750  0.408:1  -75 (25k,2v)  functional  adsl co  c10177  1200  3:1  -94.2 (40k,2v)  supplementary  adsl co  c10178  400  1:1.4  -88.4 (40k,2v)  supplementary  adsl co  c10197  99  0.9:1  -80 (50k,2.5v)  functional  adsl co  c10199  99  0.408:1  -80 (50k,2.5v)  basic  adsl co  c10203  99  0.9:1  -80 (50k,2.5v)  basic  adsl co  c10204  420  1.2:1  -80(30k,1.4v)  basic  adsl co  c14103  800  2:1  -80.0 (50k,5v)  basic  vdsl  c14106  470  1.33:1  -80.0 (30k,1v)  functional  vdsl  C14109  270  1.33:1  -85.0 (138k,2v)  functional  vdsl  c14119  270  1.33:1  -85.0 (138k,2v)  supplementary  vds l  c14120  800  1.3:1  -75 (50k,5v)  functional  vdsl         
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