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		  Datasheet File OCR Text:


		         features  small size  ?  extended life  ?  low cost      applications  filtering  ?  bypass  ?  coupling  ?  blocking      operating temperature  range  -40c to +105c (6.3 to 100wvdc)  -25c to +105c (160 to 450wvdc)  capacitance tolerance  +20% at 120 hz, 20c  surge voltage  wvdc  6.3  10  16  25  35  50  63  100  160  200 250 400 450  svdc  7.9  13  20  32  44  63  79  125  200  250 300 450 500  dissipation  factor  wvdc  6.3  10  16  25  35  50  63  100  160  200 250 400 450  tan   .3  .24  .2  .16  .14  .14  .18  .18  .2  .2  .2  .25  .25  d>12.5  .35  .3  .34  .26  .22  .18  .14  .18  .2  .2  .2  .25  .25  leakage current  2 minutes  .01cv or 3a,whichever is greater  low  temperature  stability  impedance  ratio  (120 hz)   rated  wvdc  6.3  10  16  25  35  50  63  100  160-450     -25c/+20c  4  3  2  2  2  2  2  2  4   -40c/+20c  8  8  4  4  3  3  3  3  -   load life  2000 hours at 105c with rated wvdc   capacitance change        d  l  w+0.2  h+0.2  c+0.2  r  ll+0.2  s+0.2  4.0  5.4 +/-0.3  4.3  4.3   5.0  0.5~0.8  1.8  1.0  5.0  5.4 +/-0.3  5.3  5.3  6.0  0.5~0.8  2.1  1.4  6.3  5.4 +/-0.3  6.6  6.6  7.3  0.5~0.8  2.4  2.2  6.3  7.7 +/-0.3  6.6  6.6  7.3  0.5~0.8  2.4  2.2  8.0  10.5+/-0.3  8.3  8.3  9.0  0.7~1.0  2.9  3.1  10.0  10.5+/-0.3  10.3  10.3  11.0  0.7~1.0  3.2  4.5  12.5  13.5+/-0.5  13.0  13.0  15.0  0.7~1.1  4.8  4.4  12.5  16.0+/-0.5  13.0  13.0  15.0  0.7~1.1  4.8  4.4  16.0  16.5+/-0.5  17.0  17.0  19.0  0.7~1.1  6.3  6.4       

 svh +105c, long life, 2000 hours capacitance (f) wvdc ic part number maximum esr () 120 hz, +20c maximum rms ripple current (ma) 120 hz, +105c dims dxl (mm) 1 50 105svh050mcr 232.1 6.3 4x5.4 2.2 50 225svh050mcr 105.5 11 4x5.4 3.3 50 335svh050mcr 70.33 14 4x5.4 3.3 450 335svh450mtp 125.6 40 12.5x13.5 4.7 6.3 475svh6r3mcr 10.82 31 4x5.4 4.7 35 475svh035mcr 49.38 16 4x5.4 4.7 50 475svh050mdr 49.38 19 5x5.4 4.7 450 475svh450mtp 88.1843 45 12.5x13.5 6.8 35 685svh035mcr 31.13 25 4x5.4 10 25 106svh025mcr 26.53 13 4x5.4 10 50 106svh050mer 23.21 30 6.3x5.4 10 200 106svh200mtp 33.1573 80 12.5x13.5 10 400 106svh400mtp 41.4466 50 12.5x13.5 10 450 106svh450mtbw 41.4466 75 12.5x16 22 6.3 226svh6r3mcr 22.61 22 4x5.4 22 16 226svh016mcr 12.06 29 4x5.4 22 25 226svh025mdr 12.06 23 5x5.4 22 35 226svh035mer 10.55 44 6.3x5.4 22 50 226svh050mel 10.55 51 6.3x7.7 22 100 226svh100mfe 13.56 100 8x10.5 22 200 226svh200mtbw 15.0715 110 12.5x16 22 250 226svh250mtp 15.0715 105 12.5x13.5 22 450 226svh450mkq 18.8394 85 16x16.5 33 6.3 336svh6r3mcr 15.07 29 4x5.4 33 10 336svh010mdr 12.06 35 5x5.4 33 16 336svh016mdr 8.04 40 5x5.4 33 25 336svh025mer 8.04 38 6.3x5.4 33 50 336svh050mel 7.03 60 6.3x7.7 33 100 336svh100mfe 9.04 120 8x10.5 33 100 336svh100mge 9.04 150 10x10.5 33 160 336svh160mtp 10.0477 95 12.5x13.5 33 200 336svh200mtbw 10.0477 120 12.5x16 33 400 336svh400mkq 12.5596 85 16x16.5 47 6.3 476svh6r3mdr 10.58 36 5x5.4 47 16 476svh016mdr 5.6438 42 5x5.4 47 25 476svh025mer 5.64 48 6.3x5.4 47 50 476svh050mel 4.94 63 6.3x7.7 47 63 476svh063mfe 6.35 170 8x10.5 47 100 476svh100mtp 6.3493 250 12.5x13.5 47 100 476svh100mfe 6.35 170 8x10.5 47 100 476svh100mge 6.35 250 10x10.5 47 200 476svh200mkq 7.0547 220 16x16.5 47 250 476svh250mkq 7.0547 220 16x16.5 100 16 107svh016mer 3.32 60 6.3x5.4 100 25 107svh025mel 2.6526 100 6.3x7.7 100 25 107svh025mel 2.65 100 6.3x7.7 100 35 107svh035mel 2.65 100 6.3x7.7 100 50 107svh050mfe 2.82 230 8x10.5 100 63 107svh063mge 2.98 340 10x10.5 100 100 107svh100mtp 2.98 300 12.5x13.5 100 160 107svh160mkq 3.3157 250 16x16.5 150 6.3 157svh6r3mge 3.32 86 6.3x5.4 150 25 157svh025mel 1.77 91 6.3x7.7 150 35 157svh035mfe 1.55 260 8x10.5 150 50 157svh050mge 1.55 250 10x10.5 150 63 157svh063mge 1.99 360 10x10.5 220 6.3 227svh6r3mer 2.261 80 6.3x5.4 220 10 227svh010mel 1.8086 120 6.3x7.7

 svh +105c, long life, 2000 hours capacitance (f) wvdc ic part number maximum esr () 120 hz, +20c maximum rms ripple current (ma) 120 hz, +105c dims dxl (mm) 220 16 227svh016mel 1.51 105 6.3x7.7 220 25 227svh025mfe 1.21 240 8x10.5 220 35 227svh035mfe 1.5071 170 8x10.5 220 50 227svh050mge 1.06 375 10x10.5 220 63 227svh063mtp 1.3564 470 12.5x13.5 330 6.3 337svh6r3mel 1.507 140 6.3x7.7 330 25 337svh025mfe 0.8 320 8x10.5 330 35 337svh035mge 0.7 410 10x10.5 330 50 337svh050mtp 0.9043 490 12.5x13.5 330 50 337svh050mtp 0.9043 490 12.5x13.5 330 63 337svh063mkq 0.7033 650 16x16.5 470 16 477svh016mfe 0.71 240 8x10.5 470 25 477svh025mge 0.56 450 10x10.5 470 35 477svh035mtp 0.78 520 12.5x13.5 470 50 477svh050mtbw 0.5644 550 12.5x16 470 63 477svh063mkq 0.4938 700 16x16.5 680 6.3 687svh6r3mfe 0.73 340 8x10.5 680 25 687svh025mge 0.39 490 10x10.5 680 35 687svh035mtp 0.54 590 12.5x13.5 1000 10 108SVH010MGE 0.4 450 10x10.5 1000 25 108svh025mtp 0.43 510 12.5x13.5 1000 35 108svh035mkq 0.36 800 16x16.5 1000 50 108svh050mkq 0.3 800 16x16.5 1500 6.3 158svh6r3mge 0.39 460 10x10.5 1500 25 158svh025mtbw 0.29 590 12.5x16 1500 35 158svh035mkq 0.24 1000 16x16.5 2200 10 228svh010mtp 0.23 680 12.5x13.5 2200 25 228svh025mtp 0.2 900 16x16.5
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