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		  Datasheet File OCR Text:


		  features /  benefits part numbers  compatible with automatic placement equipment  rohs compliant  packaged in 8mm tape, 7 reel and 20 per strip  meets eia-481-1 pkg. std. micro led ? smd led  598 series 0603 package (1.6mm x 0.8mm x 0.7mm) single color absolute ratings (@ ta = 25oc) dialight p/n power  dissipation forward  current reverse  voltage operating  temperature range storage  temperature range peak pulse forward current electrostatic discharge (mw) (ma) (v) (oc) (oc) (ma) (hbm) 598-8010-107f 60 25 5 -30~+85 -40~+100 100 2000 598-8020-107f 60 25 5 -30~+85 -40~+100 100 2000 598-8030-107f 60 25 5 -30~+85 -40~+100 100 2000 598-8040-107F 55 25 5 -30~+85 -40~+100 100 1000 598-8050-107f 55 25 5 -30~+85 -40~+100 100 1000 598-8060-107f 60 25 5 -30~+85 -40~+100 100 2000 598-8070-107f 60 25 5 -30~+85 -40~+100 100 2000 598-8080-107f 87.5 25 5 -30~+85 -40~+100 100 1000 598-8081-107f 70 20 5 -30~+85 -40~+100 100 1000 598-8090-107f 87.5 25 5 -30~+85 -40~+100 100 1000 598-8091-107f 70 20 5 -30~+85 -40~+100 100 1000 2 20 pieces on tape 7 7 reel  4000pcs / reel ordering information mdei5980603_a dialight corporation  1501 route 34 south ? farmingdale, nj 07727  usa tel: (1) 732-919-3119 ? fax: (1) 732-751-5778 ? www.dialight.com dialight p/n emitted color material lens color luminous intensity dominant  wavelength forward  voltage viewing angle if = 20 ma if = 20 ma if = 20 ma  degrees min typ max min typ max min typ max 598-8010-107f red alingap water clear 30 40 80 630 635 642 1.7 2.2 2.4 140 598-8020-107f red-orange alingap water clear 120 150 200 620 625 630 1.7 2 2.4 140 598-8030-107f orange alingap water clear 70 - 150 600 - 610 1.7 2 2.4 140 598-8040-107F yellow alingap water clear 100 130 160 590 - 595 1.7 2 2.2 140 598-8050-107f yellow alingap water clear 100 130 160 583 - 590 1.7 2 2.4 140 598-8060-107f yellow-green alingap water clear 20 40 60 570 - 575 1.8 2 2.4 140 598-8070-107f green gap water clear 10 20 40 562 - 570 1.8 2 2.4 140 598-8080-107f green ingan water clear 150 220 300 520 523 525 3 3.2 3.5 140 598-8081-107f green ingan water clear 220 300 400 520 523 525 3 3.2 3.5 140 598-8090-107f blue ingan water clear 60 90 140 470 473 475 2.8 3.2 3.5 140 598-8091-107f blue ingan water clear 90 140 160 470 473 475 2.8 3.2 3.5 140 package outline drawing: notes 1. all dimensions are in mm [inches]; 2. tolerances are 0.1mm [0.004inch] unless noted.                

 mdei5980603_a dialight corporation  1501 route 34 south ? farmingdale, nj 07727  usa tel: (1) 732-919-3119 ? fax: (1) 732-751-5778 ? www.dialight.com micro led ? smd led  598 series 0603 package (1.6mm x 0.8mm x 0.7mm) single color mechanical dimensions red 630-642nm, red-orange 620-630nm, orange 600-610nm, yellow 590-595nm, yellow 583-590nm, yellow green 570-575nm, green 562-570nm  green 520-525nm, blue 470-475nm o optical and electrical characteristics curves reflow soldering hand soldering pre-heat 160~180 o c temperature 300 o c max. pre-heat time 120 seconds max. peak temperature 260 o c max. soldering time 3 second max (one time only) soldering time 10 seconds max. condition refer to temperature -profile recommended soldering pattern for reflow soldering dimensions of reel (unit:mm) dimensions of tape (unit:mm) forward voltage vs forward current (ta=25  c) relative intensity vs forward current  (ta=25  c) derating relative intensity vs ambient temperature forward voltage vs forward current (ta=25  c) relative intensity vs forward current  (ta=25  c) derating relative intensity vs ambient temperature                                  
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