

	
			
			
			[image: ]	

	
				
			 
				
			
				
	
		
			
	 
	Part Number	Hot Search : 
			

						0BGXC			0D271			L6560			TC124			SMB110			MBR1090			32252			ECG006C			

			
	
	Product Description

			
	
	Full Text Search




				


		
		
		


			




			
				 	
				To Download 
				FP-010ME121M-SAR Datasheet File

	
				 
				If you can't view the 
				Datasheet, Please click here to try to view without PDF Reader .	
				 



[image: ]


			
				
					





				　



			 



	

	



		



			
				


				


			



		
 
		





		  Datasheet File OCR Text:


		  conductive  polymer  aluminum  solid  electrolytic  capacitors 66 cat.8100f rss /r sa /r sb   high capacitance 	  6.3 
   dimension table in next page. low esr, high capacitance, high ripple current. load life of 2000 hours at 105c. smd type : lead free reflow soldering condition at  260c peak correspondence. compliant to the rohs directive (2011/65/eu). rsb rsa rss lower esr lower esr performance characteristics item $bufhpsz5fnqfsbuvsf3bohf 3bufe7pmubhf3bohf 3bufe$bqbdjubodf3bohf $bqbdjubodf5pmfsbodf endurance tangent of loss angle (tan  b ) esr (   1) leakage current (   2) test condition capacitance change tan  b esr(   1) leakage current (   2) 105c, rated voltage 2000hrs. within 20% of initial value before test 150% or less than the initial specified value 150% or less than the initial specified value less than or equal to the initial specified value C55 to   105c 2.5 to 35v 10 to 560f 20% at 120hz,  20c less than or equal to the specified value  at 120hz, 20c less than or equal to the specified value  at 100khz, 20c less than or equal to the specified value.    after 2 minutes' application of rated voltage at 20c specifications 1  esr should be measured at both of the terminal ends closest where the terminals protrude through the plastic platform. 2  conditioning : if any doubt arises, measure the leakage current after the voltage treatment of applying dc rated voltage con tinuously to the capacitor for 120                             minutes at 105c. (mm) q dl 6.35.7 6.37.7 w 6.5 6.5 h 6.5 6.5 c 7.2 7.2 r 0.5 to 0.9 0.5 to 0.9 p 2.1 2.1 dimensions '1 :-)   /rw1r 3urgxfw/rjr 9rowdjh &dsdflwdqfh type numbering system  (example : 25v 47f)  nichicon part number 5  6    (        0  &  1    *  6  &rqiljxudwlrq 7dslqjfrgh &rqwurofrgh &dsdflwdqfhwrohudqfh? 5dwhgfdsdflwdqfh ? ) 5dwhgyrowdjh9 6hulhvqdph 7\sh 6 fpcap part number '1  .&  . 44 3 &rqiljxudwlrq 7dslqjfrgh &rqwurofrgh &dsdflwdqfhwrohudqfh? &dsdflwdqfh  ? ) 9rowdjh9 6hulhvqdph 7\sh  ."9 8? ) ? % ? -? 1 3 $ ? frequency coefficient of rated ripple current coefficient frequency   120 hz  1 khz  10 khz  100 khz  300 khz  0.10 0.45 0.50 1.00 1.00

 conductive  polymer  aluminum  solid  electrolytic  capacitors 67 cat.8100f 3160 3160 3650 3600 2500 3600 3800 3160 3700 3160 2500 2500 3160 3500 3160 2500 3160 2900 2490 2700 3300 1700 2100 2600 2800 2800 2800 1700 6.35.7 6.35.7 6.35.7 6.35.7 6.35.7 6.35.7 6.35.7 6.35.7 6.35.7 6.35.7 6.35.7 6.35.7 6.35.7 6.35.7 6.35.7 6.35.7 6.35.7 6.35.7 6.35.7 6.37.7 6.35.7 6.35.7 6.35.7 6.35.7 6.35.7 6.35.7 6.35.7 6.35.7 14 14 10 13 25 13 10 14 11 14 25 25 15 12 14 25 14 18 24 24 22 60 40 40 30 30 30 60 700 700 700 700 700 700 700 700 700 700 700 700 700 700 700 700 700 700 700 700 576 100 110 135 235 280 340 100 0.12 0.12 0.12 0.12 0.12 0.12 0.12 0.12 0.12 0.12 0.12 0.12 0.12 0.12 0.12 0.12 0.12 0.12 0.12 0.12 0.12 0.12 0.12 0.12 0.12 0.12 0.12 0.12 rsa0e331mcn1gs rsa0e391mcn1gs rsb0e391mcn1gs rsa0e471mcn1gs rss0e561mcn1gs rsa0e561mcn1gs rsb0e561mcn1gs rsa0g331mcn1gs rsb0g331mcn1gs rsa0g391mcn1gs rss0j101mcn1gs rss0j221mcn1gs rsa0j221mcn1gs rsb0j221mcn1gs rsa0j271mcn1gs rss0j331mcn1gs rsa0j331mcn1gs rsa1a121mcn1gs rss1c101mcn1gs rsa1c101mcn1gs rsa1c181mcn1gs rss1e100mcn1gs rss1e220mcn1gs rss1e270mcn1gs rss1e470mcn1gs rss1e560mcn1gs rss1e680mcn1gs rss1v100mcn1gs fp-2r5me331m-sar fp-2r5me391m-sar fp-2r5me391m-sbr fp-2r5me471m-sar fp-2r5me561m-ssr fp-2r5me561m-sar fp-2r5me561m-sbr fp-4r0me331m-sar fp-4r0me331m-sbr fp-4r0me391m-sar fp-6r3me101m-ssr fp-6r3me221m-ssr fp-6r3me221m-sar fp-6r3me221m-sbr fp-6r3me271m-sar fp-6r3me331m-ssr fp-6r3me331m-sar FP-010ME121M-SAR fp-016me101m-ssr fp-016me101m-sar fp-016me181m-sar fp-025me100m-ssr fp-025me220m-ssr fp-025me270m-ssr fp-025me470m-ssr fp-025me560m-ssr fp-025me680m-ssr fp-035me100m-ssr 330 390 390 470 560 560 560 330 330 390 100 220 220 220 270 330 330 120 100 100 180 10 22 27 47 56 68 10 2.5 (0e) 2.8 4.6 7.2 11.5 28.7 40.2 18.4 4.0 (0g) 6.3 (0j) 10 (1a) 16 (1c) 25 (1e) 35 (1v) 9  )56$ standard ratings frequency characteristics  (the frequency characteristics are typical and not a guaranteed value.) ,pshgdqfh )uhtxhqf\n+] )uhtxhqf\n+] nichicon fpcap leakage current 	?"
njo
 tan  b esr ( m 1 , 100khz ) rated ripple current (marms) case size q d  l (mm) rated voltage (v) (code) rated capacitance ( ? f) surge voltage (v) 9  )56$   taping specifications are given in page 28.   recommended land size, soldering by reflow are given in page 25.   please refer to page 3 for the minimum order quantity. rss / rsa / rsb
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