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		  Datasheet File OCR Text:


		  api technologies ? 8061 avonia rd. ? fairview, pa 16415 ? ph: 814-474-1571 ? fax: 814-474-3110 ? eis.apitech.com api technologies spectrum control gmbh ? hansastrasse 6 ? 91126 schwabach, germany ? phone: (49)-9122-795-0 ? fax: (49)-9122-795-58 solder-in filters solder-in filters are ideal for use in critical areas where  space does not allow use of mounting tools or hardware. the solder-in feature also allows installation in unison  with other board mounted components. primarily used  in filtering signal/data lines and dc power lines. features  small size to allow effective use of space  voltage ratings to 750 vdc  multiple circuit configurations: c, l & pi available  high temperature construction to prevent reflow during installation  mil-f-15733 qpl versions available .359  .015 (9.11   .38) .390  .030 (9.91  .76) .170  .030 (4.34  .76) .203  .015 (5.15  .38) ?b  .015 (?b  .38) ?.040  .005 (?1.02  .13) ? a max. (?a max.) f   ?.062  .005 (?1.59  .13) ?.281  .015 (?7.14  .38) ?.190 max. (?4.83) ?.044  .005 (?1.12  .13)     .093  .015 (2.38  .38) .093  .015 (2.38  .38) .140 max. (3.57 max.) ?.281  .015 (?7.14  .38) ?.190 max. (?4.83) .093  .015 (2.38  .38) .093  .015 (2.38  .38) .05  .01 (1.27  .25) .093  .015 (2.38  .38) .343  .030 (8.73  .76)     ?.281  .015 (?7.14  .38) ?.190 max. (?4.83) ?.062  .005 (?1.59  .13) .093  .015 (2.38  .38) .328  .030 (8.33  .76) .343  .030 (8.73  .76) .093  .015 (2.38  .38) .05  .01 (1.27  .25) .093  .015 (2.38  .38) dimensions in inches  (mm) figure 1 figure 4 figure 3 figure 2 lp3                                                       figure 5

 api technologies ? 8061 avonia rd. ? fairview, pa 16415 ? ph: 814-474-1571 ? fax: 814-474-3110 ? eis.apitech.com api technologies spectrum control gmbh ? hansastrasse 6 ? 91126 schwabach, germany ? phone: (49)-9122-795-0 ? fax: (49)-9122-795-58 54-786-003 54-785-002 54794002x5r101m 54803004x5r101m 54802002x5r101m  54794002x5r471m  54803004x5r471m 54802002x5r471m  54802002x5v102p  54803004x5v102p  54794002x5v102p  54-786-077 32 16           47 33          4 54 41           60 45    12 12 12 15 15 15 20 66 48 10 10 10 22 22 22 25 25 25 25 solder-in filters minimum insertion loss (db) 50 100 250 250 250 250 250 250 250 250 250 750 rated voltage 125c dc  i amp cap* 10 mhz part number  also available through apis authorized distributors. * tolerances are +100/-0% unless noted. solder-in c circuit see  pg. lp3 for fig. 30 mhz 100 mhz 300 mhz 1 ghz 10 ghz 1 mhz 1 1 4 3 2 4 3 2 2 3 4 5 10 10 25 25 25 25 25 25 25 25  25 10 0.30 f 0.05 f (min) 100 pf  20% 100 pf  20% 100 pf  20% 470 pf  20% 470 pf  20% 470 pf  20% 1000 pf 1000 pf 1000 pf 1000pf 70 50 20 20 20 25 25 25 35 35 35 35 70 50 20 20 20 25 25 25 40 40 40 40 a 0.156 0.125           b 0.203 0.184           (3.96) (3.18)            (5.16) (4.67)           in in (mm) (mm) lp4

 api technologies ? 8061 avonia rd. ? fairview, pa 16415 ? ph: 814-474-1571 ? fax: 814-474-3110 ? eis.apitech.com api technologies spectrum control gmbh ? hansastrasse 6 ? 91126 schwabach, germany ? phone: (49)-9122-795-0 ? fax: (49)-9122-795-58 solder-in pi circuit solder-in filters ?.140  .010 (3.56  .25) .315  .015 (8.00  .38) ?  .110  .005 (?2.79   .12) b  .031 (b  .79) .103  .015 (2.6  .38) ?d  .005 (d  0.13) a  .031 (a   .79) f   ?.195  .005 (?4.95  .13) ?.140  .005 (?3.56  .12) ?d  .005 (d  0.13) .156  .02 (3.96  .51) b  .031 (b  .79) a   .031 (a   .79) .093  .02 (2.36  .51) f   ?.195  .005 (?4.95  .13) ?.140  .005 (?3.56  .12) b  .031 (b  .79) ?0.32  .005 (?0.81  0.13) .219  .02 (5.56  .51) a   .031 (a   .79) .156  .02 (3.96  .51)   1.080  .031 (27.43  .79) .115  (2.92) tinned metal ground straps ?.032  .005 (?0.81  0.13) .250 (6.35) .415 (10.54) red enamel .010 (.25) .400 (10.16) ?.124 (3.15)   ?.156  .015 (?3.97  .38) ?.085 max. (?2.2) ?.040  .005 (?1.02  .13) .106  .030 (2.69  .76) solder coating .343  .030 (8.73  .76) .156  .015 (3.97  .38) .468  .030 (11.91   .76) .265  .030 (6.75  .76) .020 ref. (.51)   ?.195 (?4.95) ?.145 (?3.68) ?.033 min. (.84) b  .010 (b  .25) a   .010 (a   .25)     ?.234 max. (?5.94) ?.312  .031 (7.92  .79) .406  .031 (10.31  .79) .218  .031 (5.54  .79) .687  .031 (17.45  .79) .500  .031 (12.70  .79) turret lead f   dimensions in inches  (mm) figure 1 figure 2 figure 3 figure 4 figure 5 figure 6 figure 7 figure 8 lp5

 api technologies ? 8061 avonia rd. ? fairview, pa 16415 ? ph: 814-474-1571 ? fax: 814-474-3110 ? eis.apitech.com api technologies spectrum control gmbh ? hansastrasse 6 ? 91126 schwabach, germany ? phone: (49)-9122-795-0 ? fax: (49)-9122-795-58 solder-in filters  5 5 5 5 5 7 7 7                    5 22 25 25 25 25 35 25 25 5 5 5 8 5 3 5 5 5 8 5 5 5 5 7 15 7 8 7 12 50 50 50 50 50 60 60 60 15 12 15 17 15 15 12 15 15 17 15 15 15 15 25 30 25 25 25 50 70 70 70 70 70 70 70 70 30 45 40 45 45 45 40 50 35 50 50 50 50 35 50 55 50 50 55 50 70 70 70 70 70 70 70 70 45 50 50 65 50 50 70 60 50 65 50 50 50 50 65 65 65 65 65 minimum insertion loss (db) 70 70 70 70 70 70 70 70 70 200 200 200 200 200 200 200 200 200 200 200 200 200 200 200 200 200 500 500 rated voltage 125c i amp min cap 10 mhz part number * denotes parts with turret on one end per figure 8.  also available through apis authorized distributors.  also available through apis authorized european distributors/agents. solder-in pi circuit 51-703-013* 51-750-309*  1234-000*   51-749-304 1234-001  51-750-301*  1233-000*    51-750-302* 51-750-313  51-723-303 51-713-010  1251-001   51-703-001*  1203-050   51-703-012* 51-713-002 1214-029  1214-007   51-707-002*  1214-001*  51-707-006* 51-707-007 51-707-026  51-750-322 51-703-007* 1223-012  1204-050   51-704-002 see  pg. lp5 for fig. dc 30 mhz 100 mhz 300 mhz 1 ghz 10 ghz 1 mhz 3 2 2 4 4 2 3 3 3 5 1 1 3 3 3 1 2 6 2 2 2 2 6 2 3 1 7 7 10 10 10 10 10 10 10 10 10 10 10 10 10 10 10 10 10 10 10 10 10 10 10 10 10 15 25 25 1500 pf 0.012 f 0.012 f 0.012 f 0.012 f 0.012 f 0.022 f 0.022 f 0.022 f 1300 pf 1500 pf 1500 pf 1500 pf 1500 pf 1500 pf 1500 pf 1750 pf 1750 pf 1750 pf 1750 pf 1750 pf 1750 pf 1750 pf 3000 pf 5500 pf 3000 pf 3000 pf 3000 pf 65 65 70 65 65 70 70 70 70 55 70 70 70 70 70 70 60 60 70 60 60 60 50 65 70 65 70 70 65 65 70 65 65 70 70 70 70 55 70 70 70 70 70 70 70 60 70 60 60 60 50 65 70 65 70 70 a 0.312 0.268 0.257   0.250 0.312 0.312 0.312  1.140 1.109 0.312 0.312 0.312 1.103 0.288 0.093 0.288 0.288 0.288 0.288 0.288 1.123 0.312 0.240 0.210 0.234 b 0.469 0.780 0.780   0.780 0.780 0.780 0.780  1.277 1.206 0.406 0.406 0.406 1.212 0.780 0.157 0.780 0.780 0.780 0.780 0.157 1.347 0.406 0.360                 140      90 90   200   350 ac (7.92) (6.81) (6.53)   (6.35) (7.92) (7.92) (7.92)  (28.96) (28.17) (7.92) (7.92) (7.92) (28.01) (7.31) (2.36) (7.31) (7.31) (7.31) (7.31) (7.31) (28.52) (7.92) (6.10) (5.34) (5.94) (11.91) (19.81) (19.81)   (19.81) (19.81) (19.81) (19.81)  (32.44) (30.63) (10.31) (10.31) (10.31) (30.78) (19.81) (3.99) (19.81) (19.81) (19.81) (19.81) (3.99) (34.21) (10.31) (9.14)   in in (mm) (mm) m15733  mil number /62-0003 /62-0004       /51-0002  /62-0002    /62-0001      /33-0001 /33-0002 /66-0001  /51-0001   /40-0001 d 0.032 0.032 0.032   0.032 0.032 0.032 0.032  0.032 0.032 0.032 0.032 0.032 0.032 0.032  0.032 0.032 0.032 0.032  0.040 0.032 0.040   (0.81) (0.81) (0.81)   (0.81) (0.81) (0.81) (0.81)  (0.81) (0.81) (0.81) (0.81) (0.81) (0.81) (0.81)  (0.81) (0.81) (0.81) (0.81)  (1.02) (0.81) (1.02)   in (mm) lp6
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