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		  Datasheet File OCR Text:


		  ntc leadless   chips thermometrics thermistors features ntc type hm ?	 low cost, solid state temperature sensor ?	 point matched at 77f (25c) to 5% or 10% ?	 suitable for use over range of -112f to 302f  (C80c to 150c) ?	 high sensitivity greater than C4%/c at 77f  (25c) ?	 suitable for temperature measurement,  control and compensation ?	 palladium silver contacts suitable for soldering  or conductive epoxy bonding ?	 sizes from 0.025 in x 0.025 in to 0.085 in x  0.085 in (0.63 mm x 0.63 mm to 2.15 mm x  2.15 mm) available ?	 not suitable for immersion in fuids or high  humidity ntc type ndu ?	 designed for accurate temperature  measurement, control and compensation ?	 tight tolerances on resistance and b value ?	 operation up to 311f (155c) with excellent  stability ?	 small body size ?	 fast response ?	 suitable for automotive, hvac and white  goods  a mphenol advanced sensors

 type hm specifcations leadless chip thermistor description top and bottom electrode, uncoated chip thermistors  without leads. options consult thermometrics for availability of options ?	 other resistance values in the range of 100 ? to  100 k?  ?	 other tolerances ?	 other reference temperature ?	 gold electrodes suitable for wire bonding ?	 other sizes data thermal and electrical properties ?	 dissipation constant: (still air) 7 to 15 mw/k ?	 thermal time constant: (still air) 10 to 45 seconds ?	 the thermal time constant and dissipation  constant values are dependent upon the method  of mounting. the above values represent the range  of smallest to largest hm thermistor chips when  soldering to an aluminum substrate 0.025 in (0.635  mm) thick using 2% silver solder. w select appropriate part number below for resistance and temperature tolerance desired. r25c material   system width w in   (mm) length l  in  (mm) thick t in  (mm) r25  5% r25  10% 2252 f 0.070  (1.778)  0.070  (1.778)  0.010  (0.254) hm70nf232j hm70nf232k 2252 f 0.085 (2.159) 0.085  (2.159) 0.015  (0.380) hm85nf232j hm85nf232k 3000 f 0.060 (1.523) 0.060 (1.523) 0.010  (0.254) hm60nf302j HM60NF302K 3000 f 0.075  (1.904) 0.075  (1.904)  0.015  (0.380) hm75nf302j hm75nf302k 5000 f 0.050  (1.27) 0.050  (1.27) 0.010  (0.254) hm50nf502j hm50nf502k 5000 f 0.060  (1.523) 0.060  (1.523) 0.015  (0.380) hm60nf502j  hm60nf502k 10000 f 0.035  (0.889) 0.035  (0.889)  0.010  (0.254) hm35nf103j hm35nf103k 10000 f 0.040  (1.016) 0.045  (1.1429) 0.015  (0.380) hm40nf103j hm40nf103k 10000 y 0.045  (1.1429) 0.045  (1.1429) 0.010  (0.254) hm45ny103j hm45ny103k 10000 y 0.055  (1.397) 0.055  (1.397) 0.015  (0.380) hm55ny103j hm55ny103k 30000 h 0.025  (0.635) 0.025  (0.635) 0.010  (0.254) hm25nh303j hm25nh303k 30000 h 0.030  (0.7619) 0.035  (0.889) 0.015  (0.380) hm30nh303j hm30nh303k 100000 y 0.030  (0.7619) 0.030  (0.7619) 0.010  (0.254) hm30ny104j hm30ny104k 100000 y 0.035  (0.889) 0.035  (0.889) 0.015  (0.380) hm35ny104j hm35ny104k t l w ntc type hm dimensions

 type ndu specifcations leadless chip thermistor description a range of leadless chip thermistors.       options    other resistance values in the range shown;  e.g., code  ndu152c2r1 for 1500 w 1% at 77f (25c) ?	 reference temperature in the range of 32f (0c)  up to the maximum operating temperature ?	 resistance value outside the ranges shown with  modifed dimensions data  ?	 minimum operating temperature: -40f (-40c) ?	 maximum operating temperature: see table below ?	 resistance tolerance: 3% or greater ?	 electrode: thick flm silver ?	 packaging/moq: 1000/box 0.039 in (1 mm)  maximum 0.078 in (2 mm)  maximum 0.5 in (12.7 mm) maximum  r25 ? material   system b 25/85  k maximum  temp. f (c) code  r25  3% code  r25  5% code  r25  10% 1000  2 3540  1%  257 (125) ndu102c2r3 ndu102c2r5 ndu102c2r10 2000 2 3540  1% 257 (125) ndu202c2r3 ndu202c2r5 ndu202c2r10 5000 2 3540  1% 257 (125) ndu502c2r3 ndu502c2r5 ndu502c2r10 1000 2a 3627  1% 257 (125) ndu102c2ar3 ndu102c2ar5 ndu102c2ar10 2000 2a 3627  1% 257 (125) ndu202c2ar3 ndu202c2ar5 ndu202c2ar10 5000 2a 3627  1% 257 (125) ndu502c2ar3 ndu502c2ar5 ndu502c2ar10 2700 1 3977 0.75%  311 (155) ndu272c1r3 ndu272c1r5 ndu272c1r10 5000 1 3977 0.75%  311 (155) ndu502c1r3 ndu502c1r5 ndu502c1r10 10000 1 3977 0.75%  311 (155) ndu103c1r3 ndu103c1r5 ndu103c1r10 30000 1 3977 0.75%  311 (155) ndu303c1r3 ndu303c1r5 ndu303c1r10 50000 1 3977 0.75%  311 (155) ndu503c1r3 ndu503c1r5 ndu503c1r10 2700 3 3960 1% 311 (155) ndu272c3r3 ndu272c3r5 ndu272c3r10 5000 3 3960 1% 311 (155) ndu502c3r3 ndu502c3r5 ndu502c3r10 10000 3 3960 1% 311 (155) ndu103c3r3 ndu103c3r5 ndu103c3r10 30000 3 3960 1% 311 (155) ndu303c3r3 ndu303c3r5 ndu303c3r10  50000 3 3960 1% 311 (155) ndu503c3r3 ndu503c3r5 ndu503c3r10 10000 4 3435  1%  230 (110) ndu103c4r3 ndu103c4r5 ndu103c4r10  30000 4 3435  1%  230 (110) ndu303c4r3 ndu303c4r5 ndu303c4r10 50000 4 3435  1% 230 (110) ndu503c4r3 ndu503c4r5 ndu503c4r10  ntc type ndu dimensions

 aas-920-323b-03/2014 www.amphenol-sensors.com ? 2014 amphenol corporation. all rights reserved. specifcations are subject to change without notice.    other company names and product names used in this document are the registered trademarks or  trademarks of their respective owners. a mphenol advanced sensors
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