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		  Datasheet File OCR Text:


		  the nevalo system 75w non dimmable led driver is a high effciency,  power factor corrected supply with a unique color coded, keyed  interconnect design that helps deliver optimal power to leds. the driver    is designed with built-in voltage and thermal protection and is warranted  for 5 years when used with the nevalo ssl system. nevalo ssl system 75w non dimmable led driver 2100ma constant current applications     ? retail / shop lighting    ? office / corridor downlights   ? exterior / architectural / security lighting   ? high flux/high lumen lighting mechanical construction   body:  aluminum, silver end caps:  zinc plated steel input wire:  18awg stranded, ul 1015 pvc 300v,   ? neutral - white   ? line/mains - black   ? earth ground - green with yellow stripe nevalo connector:  glass filled lcp, natural strain relief:  nylon 6/6, black environmental   storage temperature:  -40c to 85c temperature (max) t c  :  90c max ambient operating temperature :  50c humidity :  5-95% non-condensing sound :  class a vibration :  iec 60068-2-64; iec 60068-2-6 rohs compliant :  ye s electrical characteristics parameter conditions min typ max units input voltage (v in ) 90 305 vac frequency (freq in ) 47 63 hz power factor (pf) v in  = 120vac    at max load 0.95 wva effciency i o  at max load,    v in  = 110vac 85 % thd 20 % inrush current (i in ) max   40 v output voltage (v o ) at rated load 18 36 dc current (i o ) 2100 ma current regulation (i r ) 3 5 % set point    current accuracy v= 110vac-132vac 3 % ripple current 10 % protection over-voltage    limit threshold  yes output current    short protection yes short & open circuit yes  typical values are at tc = 25c electrical characteristics parameter conditions min typ max units input voltage (v in ) 90 305 vac frequency (freq in ) 47 63 hz power factor (pf) v in  = 120vac    at max load 0.95 effciency i o  at max load,    v in  = 110vac 85 % thd 20 % in-rush current (i in ) max v in  = 120vac 20 a output voltage (v o ) at rated load 18 36 dc current (i o ) 2100 ma current regulation (i r ) 3 5 % set point    current accuracy v= 110vac-132vac 3 % ripple current 10 % protection over-voltage    limit threshold  yes output current    short protection yes short & open circuit yes  typical values are at tc = 25c features   ? high efficiency, 85% typical   ? power factor >.0.95   ? ul recognized, class 2 isolation   ? protection   ? thermal protection of cn88 module   ? short circuit   ? input surge voltage   ? over voltage   ? over current    ? dry and damp location compatible   ? 5 year warranty with nevalo system nevalo.com te.com  ? 2011 tyco electronics corporation. all rights reserved.  6-1773459-2  cis  pdf  03/2011 nevalo, te (logo) and te connectivity are trademarks of the te connectivity group of companies and its licensors. other products, logos, and company names mentioned herein may be trademarks of their respective owners.

 nevalo ssl system 75w non dimmable led driver 2100ma constant current ordering information part    number output   power (w) nominal   input voltage    (vac) output  current  (ma) output  voltage  (min) output  voltage  (max) system  budget 2154208-1 75 120-277 2100 18 36 18-36 *system budget is a unique nevalo ssl system feature that allows the appropriate led light module (llm)    loading to the driver.  blue = 2100ma and matches color coding on driver.   electromagnetic compatibility parameter conditions emi conducted and radiated fcc title 47, part 15, class b surge immunity iec 61000-4-5.2005 (1.2/50us (8/20us)) l-n = 3kv    l-pe/n-pe = 3kv emc compliance C fast transients/bursts en61000-4-4, level 2 esd immunity en61000-4-2, level 4 radiated rfi en61000-4-3, 80mhz C 1 ghz, 10v/m 80% am harmonics en61000-3-2, class c as assembled into complete product approvals parameter standard usa safety ul 8750 recognized, compliant to ul 1310 (pending) international safety ce mark to iec 61347-1/-2-13 (pending) as assembled into complete product product dimensions 17 0. 0 183. 0 60 .0         strain relief 35 .0 1.5 2x output : nev al o int er fa ce 45 .0   37 .0 192. 0 305.0  +  25.0 ? 51.0  +  .50 ? 9.5  +  3.0 3x ? documents   click for link to document    product specifcation  108-2450    customer drawing  2154208-1   is sheet  408-10419 nevalo.com te.com  ? 2011 tyco electronics corporation. all rights reserved.  6-1773459-2  cis  pdf  03/2011 nevalo, te (logo) and te connectivity are trademarks of the te connectivity group of companies and its licensors. other products, logos, and company names mentioned herein may be trademarks of their respective owners.




		


		
			

			▲Up To 
				Search▲    



		 
	
Price & Availability of SSL-75W 
	[image: ]
	
			


	


	
			
		


				
	
				All Rights Reserved © 
				IC-ON-LINE 2003 - 2022  



	



	
			[Add Bookmark] [Contact 
				Us] [Link exchange] [Privacy policy]
	
				Mirror Sites :  [www.datasheet.hk]   
				[www.maxim4u.com]  [www.ic-on-line.cn] 
				[www.ic-on-line.com] [www.ic-on-line.net] 
				[www.alldatasheet.com.cn] 
				[www.gdcy.com] 
				[www.gdcy.net]





	

	


.
.
.
.
.




		 	We use cookies to deliver the best possible 
	web experience and assist with our advertising efforts. By continuing to use 
	this site, you consent to the use of cookies. For more information on 
	cookies, please take a look at our 
	Privacy Policy.	
	X




 
 























