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		  Datasheet File OCR Text:


		  features 	 operatng 	 temperature	 range	-40c	 to	+125c 	 ambient 	 temperature,	 maximum	+85c 	 temperature 	rise,	 maximum	40c 	 rohs 	 compliant surface mount common mode chokes model hm86 ma ke  p ossibl e magnetcs schematcs specifcatons 	@	25c part number inductance (1-2 or 4-3) h 30% rated current (max.) amps dc resistance (1-2 or 4-3) m typ. leakage inductance (h) max. interwinding capacitance pf typ. figure height mm max. hm86-10025lf  25.0  5.35  3.10  0.22 2.00  1  5.2 hm86-10040lf  40.0  4.40  3.89  0.34  2.30  1  5.2 hm86-10070lf  70.0  3.60  5.35  0.47  2.50  1  5.2 hm86-10095lf  95.0  2.80  7.97  0.80  2.80  1  5.2 hm86-10150lf  150.0  2.30  16.85  1.25  3.10  1  5.2 hm86-10275lf  275.0  1.85  34.53  1.75  3.40  1  5.2 hm86-10320lf  320.0  1.60  39.72  2.00  3.60  1  5.2 hm86-10400lf  400.0  1.35  42.73  2.60  3.90  1  5.2 hm86-10500lf  500.0  1.10  57.43  3.30  4.10  1  5.2 hm86-10620lf  620.0  0.94  73.72  4.00  4.30  1  5.2 hm86-10750lf  750.0  0.80  98.34  5.00  4.60  1  5.2 hm86-11100lf  1100.0  0.67  161.2  6.30  4.90  1  5.2 hm86-11300lf  1300.0  0.58  245.5  7.30  5.10  1  5.2 hm86-11600lf  1600.0  0.50  350.5  9.00  5.40  1  5.2 hm86-20035lf  34.9  5.70  4.63  0.31  2.80  2  6.0 hm86-20050lf  50.0  5.10  5.12  0.46  3.05  2  6.0 hm86-20075lf  75.0  4.75  6.52  0.64  3.30  2  6.0 hm86-20105lf  105.0  3.95  7.92  0.85  3.50  2  6.0 hm86-20175lf  175.0  3.10  15.9  1.30  3.70  2  6.0 hm86-20260lf  260.0  2.85  19.5  1.90  3.90  2  6.0 hm86-20310lf  310.0  2.45  25.3  2.20  4.15  2  6.0 hm86-20420lf  420.0  2.00  36.8  3.00  4.40  2  6.0 hm86-20480lf  480.0  1.70  50.2  3.30  4.65  2  6.0 hm86-20620lf  620.0  1.45  62.1  4.20  4.85  2  6.0 hm86-20780lf  780.0  1.20  92.3  5.10  5.10  2  6.0 hm86-20950lf  950.0  1.05  132.1  6.10  5.35  2  6.0 HM86-21250LF  1250.0  0.88  192.2  7.80  5.55  2  6.0 hm86-21600lf  1600.0  0.75  286.5  9.60  5.80  2  6.0 notes:    (1) inductance, leakage inductance and interwinding capacitance are measured at 100khz, 0.1vrms.     (2)   leakage inductance is measured at pin-1-2 with n2 (pin 4-3) winding shorted.     (3)   it is recommended that the temperature of the component (ambient plus temperature rise) does not exceed 125c under worst        case operatng conditons. rev. 01 general 	 note tt electronics reserves the right to make changes in product specifcaton without notce or liability. all informaton is subject to tt electronics own data and is considered accurate at tme of going to print. ? tt electronics plc www.telectronicsmagnetcs.com

 surface mount common mode chokes model hm86 ma ke  p ossibl e ordering 	 informaton outline	dimensions	(mm) hm86   -   1    1100   lf    tr model series case size : case 1 or case 2 inductance code:   tape & reel packing lead free standard: embossed tape and reel reel: diameter: = 13 (330.2mm) capacity: case size 1 = 800 units case size 2 = 600 units packaging figure  2 figure  1 recommended solder pad layouts rev. 01 general 	 note tt electronics reserves the right to make changes in product specifcaton without notce or liability. all informaton is subject to tt electronics own data and is considered accurate at tme of going to print. ? tt electronics plc www.telectronicsmagnetcs.com
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