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		  Datasheet File OCR Text:


		  transformers and inductors power: 1w to 9w three different smt platforms custom designs available electrical specifcations @ 25c - operating temperature -40c to +125c part  number application                          turns ratio primary secondary isolation prinary inductance (  h min) leakage inductance (  h max) dcr  (m   max)  pri. sec. pri. aux. pri. pri. aux. sec. a sec. b 2.4w flyback transformer vin=36-72v, freq.=200khz vout=12v/0.2a, 12v/.05ma 1.25w flyback transformer vin=18-36v, freq.=200khz vout=5v/0.25a, 12v/50ma 2.4w flyback transformer vin=18-36v, freq.=200khz vout=12v/0.2a, 12v/50ma .5w flyback transformer vin=20-30v, freq.=200khz vout=  5v/50ma 2.6w flyback transformer vin=4.5-5.5v, freq.=200khz vout=  5v/0.5a, 6v/0.02ma 5w flyback transformer vin=30-57v, freq.=250khz vout=3.3v/1.5a, 10v/15ma 6w flyback transformer vin=18-36v, freq.=200khz vout=  12v/0.25a, 12v/20ma 5w flyback transformer vin=30-57v, freq.=250khz vout=3.3v/1.5a, 10v/15ma 5w flyback transformer vin=30-57v, freq.=250khz vout=3.3v/1.5a, 10v/15ma 5w flyback transformer vin=30-57v, freq.=250khz vout=3.3v/1.5a, 10v/15ma 1500vdc operational 132 @ 0.41a 1 0.33 0.330 5 700 820 185 n/a 1 0.68 0.680 2 180 820 185 n/a 1 0.714 0.287 3 350 650 50 n/a 1 0.42 0.42 n/a 11 5772 n/a 364 364 1 0.166 0.500 1.65 380 250 15 n/a 1 0.154 0.462 1 1.11 (5v) 1.33 (6v) n/a 0.15 100 n/a 97 73 1 0.393 0.393 2.5 490 1100 298 298 1 0.115 0.500 1 0.115 0.269 1500vdc operational 32 @ 0.8a 1500vdc operational 62 @ 0.52a 1000vdc operational 814 @ 0.8a 1500vdc operational 46.6 152 5 670 750 21 n/a 152 5 670 830 10 n/a 152 5 670 450 10 n/a 1500vdc operational 2500vdc operational 4.6 500vdc operational 85 @ 0.8a 1500vdc operational 1500vdc operational pb2090nl er9.5 - 8 pin smt - (12.1mm x 10.7mm x 6.6mm max) er11 - 10 pin smt - (12.7mm x 11.4mm x 6.6mm max) er14.5 - 10 pin smt - (16.5mm x 15.5mm x 7.6mm max) pb2109nl pb2110nl pb2135nl pa0663nl pa1032nl PA1006NL pb2162nl pa1026nl pa1085nl 96 3, 4 2  pulseelectronics.com high frequency wire wound  transformers er platforms - er9.5, er11 and er14.5  spm2007 (05/16)

 er9.5 er11 mechanicals notes: 1.  the temperature of the component (ambient plus temperature rise) must be within     the stated operating temperature range. 2. the above transformers and inductors have been tested and approved by pulses     power ic partners and are sited in the appropriate datasheet or evaluation board     documentation at these companies. to determine which ic and ic partners are      matched with the above pulse part numbers please consult the ic cross reference     on the pulse website. 3 . add  t  sufx to the part number for tape & reel version (i.e. pa1032nl t ).  .475 12,07 .027 0.79 8x .079 2,00 (.237) (6,00) .420 10,67 .260 6,60 8x .063 1,60 8x .063 1,60 .398 10,11 .323 8,20 .010 0,25 (.392) (9,96) 8x max max .079 2,00 6x max max .006/0,15 8 surf a ces pa rt  number date code countr y of or igin 85 14 suggested pa d la y out .450 11,43 .500 12,70 .063 1,60 .079 2,00 (.366) (9,30) (.315) (8,00) max max max 10x .063 1,60 .395 10,03 .024 0,61 .010 0,25 .260 6,60 10x .079 2,00 8x 8x .028 0,71 10x 10 6 15 .006/0,15 10 surf a ces suggested pa d la y out pa rt  number date code - countr y of or igin 97  pulseelectronics.com high frequency wire wound  transformers er platforms - er9.5, er11 and er14.5  spm2007 (05/16)

 er14.5 er9.5 mechanical schematics 1,2 p a0663nl pb2109nl pb2090nl pb2135nl pb2110nl 4.5-5.5v 6v , .02v 5v , .05a 5 6 7 8 5v , 0.25a 5 8 4,3 4 36-72v 200khz 12v , 0.20a 3 5 8 +5v , 0.05a 6 5 -5v , 0.05a 8 7 2 12v , 0.05a 1 4 18-36v 200khz 12v , 0.20a 3 5 8 2 12v , 0.05a 1 4 20-30v 200khz 3 2 1 4 18-36v 200khz 3 2 12v , 0.05a 1 sec2 should be stac k ed on top of sec1 to achie ve  desired output connect pins 2 and 3 on pcb to complete pr imar y (continued) 98  pulseelectronics.com high frequency wire wound  transformers er platforms - er9.5, er11 and er14.5  spm2007 (05/16)

 er11 er14.5 schematics p a1032nl 3 30-57v 250khz 3.3v , 1.5a 10v , 0.015a 1 4 3 4 5 pb2162nl 5 18-36v 200khz +12v , 0.25a -12v , 0.25a 12v , 20ma 3 7 8 9 10 2 1 p a1026nl p a1085nl 4 36-65v 250khz 16v , 0.03a 3 9 3.3v , 2.25a 7 2 1 p a1006nl 4 36-65v 250khz 16v , 0.03a 3 9 5v , 1.5a 7 2 1 4 36-72v 200khz 8v , 0.02a 3.3v , 2.57a 3 9 7 2 1 (continued) 99  pulseelectronics.com high frequency wire wound  transformers er platforms - er9.5, er11 and er14.5  spm2007 (05/16)
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