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		  Datasheet File OCR Text:


		  trek-520 introduction trek-520 is a risc box mobile data terminal (mdt). the radio frequency options and low power consumption make trek-520 suitable for local feet management, especially  small trucks, local deliveries, government feets and taxis. trek-520 can operate in harsh environments and functions in extreme temperatures (-30 c ~ 70 c) using fuctuating  car power and resists shock and vibration. with a suspend/wakeup feature, trek-520 supports a 24/7 monitoring mechanism with periodical, digital input & ww an wakeup  (*3) . specifcations core processor ti cortex-a8 am3703 (single core, 800mhz); am3715 (single core, 1ghz) by project-based memory 512mb lpddr on board; 1gb lpddr by project-based graphic powervr sgx? graphics accelerator of opengles 1.1/2.0, openvg1.0 by project-based o.s wince 6.0 r3 core version; linux v2.6.37 by project-based storage sd card 1 x internal non-accessible 4gb sd, support system boot up 1 x external accessible push-push type sd slot display smart display port  (*2) 12v/1a power output for trek-303 1 x 18-bits lvds (resolution: 800 x 480) 1 x line-out (*1) (for speakers on trek-30x) 2 x uart (tx/rx) (for t/s, hot keys, brightness, light sensor control) 1 x usb 2.0 type a 1 x pwr button signal 1 x reset button signal sensor g-sensor 3-axis 2/4/8/16 g i/o reset button 1 x reset button vehicle i/o port 2 x can bus (support raw can, j1939, obd-ii/iso 15765; f/w confgurable) 1 x j1708 (support j1587) 2 x isolated di (dry contact) 2 x isolated do (open collector output, driving by replay) standard i/o port 1 x usb client mini-b 1 x usb 2.0 host type a 1 x sim card slot 1 x high speed full rs-232, (optional db-9 pin 9 with 12v/1a) audio jack 1 x mic/mono line in 1 x stereo line out led 4 x leds (power (red), wlan/bt (green), wwan (green), gps (blue)) rf wlan + bluetooth ieee 802.11 b/g/n + bluetooth v2.1+edr on board wwan hspa+/umts, gsm/gprs/edge: telit he-910d via mini pcie slot cdma, ev-do: telit de-910 via mini pcie slot gnss build-in globalsat eb-5662re module on board antenna 3 x sma type antenna hole for gps/ wwan/ wlan+bt power voltage input supports 12/24 v car power system. (iso 7637-2 & sae j1113 compliant.) 6v ~ 32v dc input without backup battery; 12v ~ 32v dc input with backup battery by project-based intelligent vehicle power management (ivpm 1.0) system power on/off/suspend management (e.g. programmable ignition on/off time delay)  support wake up events: - alarm (rtc) wake up. - wake up by call/sms. system power protection system healthy monitoring and diagnostic (e.g. programmable car_battery _low protection) backup battery 7.4v 2000mah li-ion battery by project-based   ? ti cortex-a8 am37x series soc    ? support wince 6.0 & embedded linux (by project-based)   ? vehicle diagnostic interface with confgurable protocols support: can  (j1939, obd-ii/iso-15765) and j1708 (j1587)   ? built-in gnss, wlan, bluetooth and wwan   ? built-in backup battery for roadside assistance and emergency    (by project-based)   ? intelligent vehicle power management: ignition on/off delay, wake up  event controls and system health monitoring and diagnostic  (*3)   ? wide working temperature, 12/24v car power system    compliant (iso 7637-2) and anti-shock/vibration    (mil-std-810g & 5m3)   ? ip54 available with ip protection box risc compact in-vehicle computing  box for fleet management *1: support single audio stream only. (i.e. the line-out interface in "smart display port" and "audio jack" share the same audio path). *2: default is ok for trek-303; trek-306 (1024x768) by project-based. all product specifications are subject to change without notice  last updated : 30-jan-2015  http://www.advantech-dlog.com regional contact: features

 trek-520 dimensions unit: mm ip protection box (by project-based) trek-520 190 134 7 45.50 182 ?4.50 110 4.50 232 89 246 265.20 ?5.50 61 ordering information part number description TREK-520-CWBCEB0E trek-520 w/cdma/gps/wlan/bt/4g sd/ce6 trek-520-hwbcea0e trek-520 w/hspa+/gps/wlan/bt/4g sd/ce6 optional items part number description 1700021847-01 m cable d-sub 15p(m)/d-sub 9p(m)*3+d-sub 15p 2m 9666074302e 19v adapter for trek-743 test purposes mechanical dimensions (w x h x d) metal chassis: 190 x 45.5 x 134 mm ip protection box: 265.20 x 61 x 232 mm weight metal chassis: 900 grams ip protection box: 1.2 kg environment ip rating ip54 (with ip protection box) vibration/shock mil-std-810g, en60721-3(5m3) emc ce, fcc, ccc safety ul/cul, cb vehicle regulation e-mark (e13) (12v/24v system), sae j1455, iso 7637-2, sae j1113 rf regulation ce (r&tte), fcc id operating temperature -30 c ~ 70 c storage temperature -40 c ~ 85 c  http://www.advantech-dlog.com regional contact:
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