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		  Datasheet File OCR Text:


		  heat shrink tubing installation and operating specifications black, polyolefin  vw-1 600v   cml and chicago miniatur e lamp ar e r egister ed trademarks of v isual communications company , llc. 11/15 rev 2 the first call for illuminated components www.vcclite.com                                                                     1.800.522.5546 installation instructions product specifications mounting hole  panel thickness anode (+) .312/.317? (7.9/8.1mm) .062 to .125? (1.6 to 3.2 mm) wire leads 24 awg pvc (105 o c) 4.4/4.8? long, stripped 430/.570? housing lens natural nylon polycarbonate material red lead ?   u n i q ue d e s i gn  i n   a tw o  pie ce   un i t ?    5  mm  c olo r e d p ol y c arbon at e  l en s   ?    8  mm pane l  mo u n t i n g  l ed  i nd ic at or ?   w i d e-a n gle   v i e w in g ?   disch a r g e   pr o t e c t ion ?    l o w   pr ofil e,   da m ag e- r es i s t a n t  l ens ?    s imp le  a n d fa s t in s tal l at i o n the panel mount led indicator light consists of one lens and one body in lead wi r es terminations. the fast installation is pr ovided by inserting the lens into mounting hole in the fr ont display panel  and snapping the housing assembly onto the lens f r om the r ear . allows pr e-wiring into the cir cuit and testing befor e installation. key featur es ?  app l i a nce s ?  ele c t r o   m edi cal  de v i c es  a nd  s yst e m s ?  pe opl e m o v e rs ?   fo od   s e r v i c es  and i ndustri e s ?   t r an s portation and i n f r a st ru c t u r e s ?   i n d us tria l applications 5400 series ? 0.315" (8.0 mm) panel mount led indicator a unique design, the 5400 series is a two-piece unit consisting of a lens and the housing-led assembly. simple, fast installation.  available in 4 colors: red, amber, green and yellow.  operating temperature -25  o c/+85  o c -13  o f/+185  o f

 4743 4745 4747  cml and chicago miniatur e lamp ar e r egister ed trademarks of v isual communications company , llc. 11/15 rev 2 the first call for illuminated components                                       www .vcclite.com                                                            1.800.522.5546 pr oduct dimensions or dering data electro-optical characteristics 5400A1 5400a3 5400a5 red amber green 120 120 120 20 20 20 35 35 20 2.0 2.0 2.1 3.0 3.0 2.5 1.0 1.0 - 5 5 4 5400a7 yellow 120 35 2.1 3.0 1.0 5 4741 compliance & appr ovals all  dimensions   i n inches [mm] panel body: lens: .910 max [23.1 max] ? .380 ? [9.7] .090 [2.3] .680 ref. [17.3 ref.] ?.310 ?.270 .330 .030 rings diffusing light  low profile ? .380 ? [9.7] [7.9] [6.9] [0.7] [8.4] 20 part number color t yp. intensity (mcd) rated  curr ent (ma) continuous  forwar d  curr ent max. (ma) forwar d  v oltage  t yp. (v) forwar d  v oltage  max. (v) curr ent @ 1ms- peak forwar d  300pps (a) reverse  br eak-down  v oltage min. (v) include  lens  model no.
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