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		  Datasheet File OCR Text:


		  mm inch unit: cx lg g l n l g' n' l' e n i l d a o l mechanical construction minimum insertion loss in db electrical schematic ke series d v e components specifications current frequency-mhz rating .15 .50 1.0 5.0 10 30 20 30 30 30 25 10 8a 10 12 15 15 15 10 5 1012 12 1210 3a 0 1012 25 2520 8a 0 1012 25 2520 0 1012 25 2520 3a 10a 10a common mode (l-g) in 50 ohm system differential mode (l-l) in 50 ohm system 1. maximum leakage current each line-to-ground @ 115vac 60hz: 2ua @ 250vac 50hz: 5u a 2. hipot rating (one minute) line-to-ground: 2250vdc line-to-line: 1450vdc 3. operating frequency: 50/60hz 4. rated voltage: 115/250vac high performance iec inlet filters 7-4 1. applications for health care equipment. ul 544 & ul 2601 2. specially designed with ground choke providing most effective emi suppression for high frequency noise (ranged 5-25mhz). 3. bleeder resistor can be added with suffix "-r" on part numbers. 4. with optional 0.1uf x capacitor instead of 0.047uf. 5. with optional solder lug connection instead of fast on terminal. part no. l (mh) cx (uf) lg (uh) 03keeg3dam/03keew3dam 03keeg3eam/03keew3eam 08keeg3dam/08keew3dam 08keeg3eam/08keew3eam 10keeg3dam/10keew3dam 10keeg3eam/10keew3eam 3.1 0.047 3.1 0.1 0.8 0.047 0.8 0.1 0.4 0.047 0.4 0.1 * * * * * * ** ul, csa & vde approved to 9a 115/250vac * vde approved to 6a 250v 2.02 51.5 0.04 1.0 1.0 0.04 47.5 1.87 1.12 28.45 +0.5 -0 +0.02 -0 0.85 0.004 21.6 0.1 r0.12 r3.0 -0.12 +0 -3.0 +0 0.04 1.0 0.008 0.2 5 1 2 21.3max. 0.84max. 0.02 0.5 1.12max. 28.4max. 30.0 1.18 100.0 min. 4.0 min. m3 40.01 0.13 1.575 0.005 40.01 0.5 1.575 0.02 0.13 3.3 1.95 49.5 22.2 0.87 0.5 0.02 0.04 1.0 0.2 1 5 0.008 r0.12 r3.0 suggested mounting cutout 0.04 1.0 -0 -0 +0.02 +0.5 28.45 1.12 -0.12 -3.0 +0 +0 0.85 0.004 21.6 0.1 2 21.3max. 0.84max. 1.575 0.02 40.01 0.5 0.5 0.02 28.4max. 1.12max. 2.34 59.5 45.5 1.79 30.0 1.18 0.13 3.3 1.95 49.5 2.18 55.5 m3 40.01 0.13 1.575 0.005 22.2 0.87 0.5 0.02 g3dam w3dam suggested mounting cutout all wire leads 4.0" long min. introductions 100 pcb panel assembly from front
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