

	
			
			
			[image: ]	

	
				
			 
				
			
				
	
		
			
	 
	Part Number	Hot Search : 
			

						7C024			107M0			SG260			MCP17			S8234			AK8788			LG541			125MTC			

			
	
	Product Description

			
	
	Full Text Search




				


		
		
		


			




			
				 	
				To Download 
				643A505 Datasheet File

	
				 
				If you can't view the 
				Datasheet, Please click here to try to view without PDF Reader .	
				 



[image: ]


			
				
					





				　



			 



	

	



		



			
				


				


			



		
 
		





		  Datasheet File OCR Text:


		  s   s   s     specifications for mini-uhf   _____________________________   materials   connector parts   material   connector body and parts   brass   male contact pin   brass   outer contact   brass   crimp ferrule   annealed copper   insulators   delrin   plating   nickel  electrical   requirement   performance     impedance   non constant   frequency range   0-2 ghz   vswr   1.25 max. working voltage (at sea  level)  335v rms  insulation resistance  5000 megohm min.  dielectric  1000v at 60hz, rms  withstanding voltage  (for 1 minute) mechanical & environmental   requirement performance   durability   500 matings   cable retention (cable  types)   40 lbs. minimum pull test   coupling nut   45 lbs. maximum   temperature range   delrin: -55 to +85c _____________________________             for technical support:  phone 973-347-4040 / fax 973-347-2111         back to index 20

 - page 21 -    s   s      s     s   mini - uhf connectors   _____________________________   crimp plugs mini-uhf cable plugs are available in three-piece crimp  and also twist-on versions to satisfy the installer?s  preference. two cable diam eters are facilitated with these conne ctors for applicable applications. part  number description   rg/u  cable fig.  no.   610a608f     crimp plug   58 97   610a608g     crimp plug   59, 62 97   610a405f     twist-on plug   58 98    rohs compliant              request quote            request drawing   fig. 97 fig. 98 jacks two cable jacks and one panel jack st yle are available as standard items . the cable jacks utilize the crimp  method of assembly and the panel ja ck will facilitate any ca ble size by soldering the center conductor to the  connector?s solder-cup contact. fig. 99 fig. 100 part  number   description rg/u cable fig. no.   620a608f   cable jack,    58 99   620a608g   cable jack,    59,  62 99   626n518   bulkhead panel jack,  solder cup   any 100    rohs compliant           request quote            request drawing adapters standard configurations of adapters are machined bras s with attractive nickel plating. all contacts are gold  plated brass (males) a nd phosphor bronze (females). part number description fi g .  no.   631a505   male/male  101   632u508   female/female inline  102   643A505   f/m/f ?t? adapter  103   645a505   f/f/f ?t? adapter  104   651a505   f/m right angle adapter  105    rohs compliant                    request quote            request drawing fig. 101

 - page 22 - s   fig. 102 fig.103 fig. 104 fig. 105   _____________________________           for technical support: phone 973-347-4040 / fax 973-347-2111       back to index 21




		


		
			

			▲Up To 
				Search▲    



		 
	
Price & Availability of 643A505 
	[image: ]
	
			


	


	
			
		


				
	
				All Rights Reserved © 
				IC-ON-LINE 2003 - 2022  



	



	
			[Add Bookmark] [Contact 
				Us] [Link exchange] [Privacy policy]
	
				Mirror Sites :  [www.datasheet.hk]   
				[www.maxim4u.com]  [www.ic-on-line.cn] 
				[www.ic-on-line.com] [www.ic-on-line.net] 
				[www.alldatasheet.com.cn] 
				[www.gdcy.com] 
				[www.gdcy.net]





	

	


.
.
.
.
.




		 	We use cookies to deliver the best possible 
	web experience and assist with our advertising efforts. By continuing to use 
	this site, you consent to the use of cookies. For more information on 
	cookies, please take a look at our 
	Privacy Policy.	
	X




 
 























