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		  Datasheet File OCR Text:


		  - page 24 -  - page 25 -  s   specifications for "f" connectors _____________________________ f style connectors are the least expensiv e, general purpose connector s with non-constant impedance for use at 500 volts or  less, and for use with low frequencies to  500mhz. these coaxial connectors are wi dely used in cable tv, matv, cctv,  and related consumer television products. they are ava ilable in a limited selection to fit various cable sizes.   note: see  v - bite 861v509er6  - 40db @ 2.3ghz   materials   connector parts material   connector body and parts   brass   male contact pin   brass   insulators   polypropylene   platin g   nickel    ferrule   annealed coppe r electrical   requirement performance   impedance   non constan t   frequency range    0-500mhz   (see below  861v509er6 to 3ghz)   vswr   1.5 max.   working voltage (at sea level)    500v rms   insulation resistance   5000 megohm min.   contact resistance   3 mw max.   test voltage   1000v r.m.s mechanical & environmental   requirement performance  durability  500 matings  shoc k  30 g  cable retention  40 lbs. min.  temperature range  -40 to +65c.  moisture range  continuous test _____________________________ for technical support: phone 973-347-4040 / fax 973-347-2111                       back to index 24 "f" connectors   _____________________________

   s     ss      s    plugs, jacks, adapters   f type plugs are available in three different crimp styles: tw o piece with separate ferrules,  one piece crimp with a short  crimp body and a one piece crimp with a long body. also, a twis t-on type for tool-less installations. jacks for bulkhead,  inline, or pc board, and a variety of adap ters are all machined brass construction.  part number descri p tion rg/u  cable fi g .  no.   810a209a   2 piece crimp plug, short ferrule  6 117   810a209d   2 piece crim p  plu g , short ferrule  11 117   810a209g   2 piece crimp plug, short ferrule  59 117   810b209g   2 piece crimp plug, long ferrule  59 118   810d209a   2 piece crim p  plu g , short ferrule  6 117   810a209mv   4 pc crimp mini coax. uses bd11007 tool  174 117a   810d209d   1 piece crimp plug, short ferrule  11 119   810d209g   1 piece crim p  plu g , short ferrule  59 119   810e209a   1 piece crimp plug, long ferrule  6 120   810e209d   1 piece crimp plug, long ferrule  11 120   810e209g   1 piece crim p  plu g , lon g  ferrule  59 120   810a409a   twis t -on  6 121   810a409g   twis t -on  59 121   810p209a   push-on   6 122   810p209g   push-on   59 122   816b519   male bulkhead rece p tacle. 3/8-32 thd i.d.  an y 130a   826b519   bulkhead jack, solder tab  any 123   832a519n   inline female/female w/nut &washe r  n/a 124   830a509   inline, male/male  n/a 125   831b509   inline female/male push-on  n/a 125a   832a519   inline female/female  n/a 126   843A509   ?t? ada p ter, female/male/female  n/a 127   845a509   ?t? adapter, female/female/female  n/a 128   851a509   right angle adapter, male/female  n/a 129   f0884   75 ohm male terminato r  n/a 130        rohs compliant              request quote            request drawing fig. 117 fig. 117a fig. 118 fig. 119 fig. 120 fig. 121 also see push-ez? next page   fig. 122 fig. 123 fig. 124 adapters & terminators   fig. 125 fig. 126 fig. 125a fig. 127 fig. 128 this recessed male acts as  a jack & allows for a  replaceable female end by using a 832a519 adapter.  also, this can be used to accommodate any adapter with  a female f interface on one  side. the other end can be  bnc, tnc, or any style available. (see adapter pages) fig. 129 fig. 130   fig. 130a2  3/8 - 32 internal thd.  ? - external thd.

 - page 26 -  s    _____________________________ for technical support: phone 973-347-4040 / fax 973-347-2111                  back to index 25   s       _________________________ _ push ez? ?f? plugs with lift? bomar?s exclusive lift? technology (low insertion force  termination) is used in the patent ed push-ez? connector. it installs  by simply stripping the cable and inserting it into the connector.  that?s it. and it will not pull out.  no crimp tooling required.   part  numbe r description rg/u cable body plating  810pe209a   push-ez?  plug with  lift?  technology   6  nickel  810pe209g   push-ez?  plug with  lift?  technology   59  nickel  810pe205a   push-ez?  plu g  with  lift?  technolo gy   6  gol d  810pe205g   push-ez?  plug with  lift?  technology  59  gol d     rohs compliant                request quote            request drawing pc board connectors part  number description rg/u cable fig.  no.   861a509   pc board jack, vertical n/a 131   861v509e   v-bite? edge mount pc jac k n/a 131v   861v509er   v-bite? reflow type w/ tfe insulator rg59 n/a 131v    861v509er6     v-bite? reflow type w/ tfe insulator rg6/59  (3ghz) n/a 131v   864b509   pc board jack, ri g ht an g le, lon g n/a 132   864b509hf   pc board jack, right angle, long (3ghz) n/a 132   864b509s   pc board jack, right angle, shor t n/a 133   866b509   pc board male, ri g ht an g le the eliminator? n/a 136b       rohs compliant reflow or wave solder          rohs compliant  wave solder  only                                    request quote            request drawing

 - page 27 -   fig. 131 fig. 132 fig. 133 fig. 135b the v-bite?          v-bite? mounts on the pc board edge and is  extremely anti-rotational. it locks into the board for  soldering. available in reflow soldering version. fig. 131v             v-bite?  mounts  on the pc  board  edge and  is  extremely  anti- rotational.  it locks  into the  board for  soldering.  available  in reflow  soldering  version. pcb layout 864b series                     _____________________________   for technical support: phone 973-347-4040 / fax 973-347-2111                back to index            26
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